
MECHANICAL DATA

FEATURES

Data Sheet No.  SRPD-7500S-1A

MECHANICAL SPECIFICATION

75 AMP HIGH FREQUENCY SOFT RECOVERY BUTTON DIODES

MAXIMUM RATINGS & ELECTRICAL CHARACTERISTICS

Tel.:  (310) 767-1052    Fax:  (310) 767-7958

DIOTEC  ELECTRONICS  CORP

Gardena, CA 90248    U.S.A
18020 Hobart Blvd.,  Unit B
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Finish: All external surfaces are corrosion resistant

Soldering Temperature: 250 C maximum

Mounting Position: Any

Polarity: Color band denotes cathode

Weight: 0.6 Ounces (1.8 Grams)
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and
the contact areas are readily solderable
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Wide Range of Applications - Inverters, Converters
Choppers, Power Supplies, etc.

VOID FREE Vacuum Die Soldering For Maximum
Mechanical Strength And Heat Dissipation
(Solder Voids: Typical < 2%, Max. < 10% of Die Area)

TRUE SOFT RECOVERY CHARACTERISTIC WITH
NO RINGING, SPIKES, or OVERSHOOT

HIGH FREQUENCY: 250 kHz
FAST RECOVERY: 100nS - 150nS

UNMATCHED PERFORMANCE - Minimal RFI/EMI,
Reduced Power Losses, Extremely Cool Operation
Increased Power Supply Efficiency

Proprietary Junction Passivation
For Superior Reliability and Performance
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PARAMETER (TEST CONDITIONS)
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DIE SIZE: 0.250" ROUND
Largest Die Available

In The Industry
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RoHS COMPLIANT


