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!Note • This catalog has only typical specifications because there is no space for detailed specifications. Therefore, please approve our product specifications or transact the approval sheet for product specifications 

before ordering. Especially, please read rating and !CAUTION (for storage, operating, rating, soldering, mounting and handling) in them to prevent smoking and/or burning, etc.
• You are able to read a detailed specifications in the website (http://search.murata.co.jp/) before to require our product specifications or to transact the approval sheet for product specifications.

RF Diode Switches
RF Diode SW with Integrated LPF

LMSW43LA-215
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Pin 1
Marking

Manufacturer's Name Code

All the technical data and Information contained
herein are subject to change without prior notice.

(1) : Rx
(2)(4)(8) : GND
(3) : Tx
(5) : Vc1
(6) : ANT
(7) : Vc2

(in mm)

Part Number
Frequency
Range (Tx)

(MHz)

Frequency
Range (Rx)

(MHz)

Insertion Loss
(Tx->ANT)

(dB)

Insertion Loss
(ANT->Rx)

(dB)

Attenuation (Tx->ANT)
(Absolute Value)

(dB)

Isolation
(Tx->Rx)

(dB)

Power
Capacity

(dBm)

LMSW43LA-215
815.5 (ft)
±9.5MHz

860.5 
±9.5MHz

0.80 max. 
(at 25°C)

0.80 max. 
(at 25°C)

20.0 min. at (ftx2)±(BW/2x2)MHz,
 15.0dB min. at (ftx3)±(BW/2x3)MHz

20.0 min. 35

LMSW43LA-206
897.5 (ft)

±17.5MHz
942.5 

±17.5MHz
0.90 max. 
(at 25°C)

1.00 max. 
(at 25°C)

25.0 min. at (ftx2)±(BW/2x2)MHz,
 (ftx3)±(BW/2x3)MHz

20.0 min. 35

LMSW43KA-207
1747.5 (ft)
±37.5MHz

1842.5 
±37.5MHz

0.85 max. 
(at 25°C)

1.10 max. 
(at 25°C)

20.0 min. at (ftx2)±(BW/2x2)MHz,
 (ftx3)±(BW/2x3)MHz

20.0 min. 35

LMSW43KA-222
1880.0 (ft)
±30.0MHz

1960.0 
±30.0MHz

0.85 max. 
(at 25°C)

1.10 max. 
(at 25°C)

20.0 min. at (ftx2)±(BW/2x2)MHz,
 (ftx3)±(BW/2x3)MHz

20.0 min. 35
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