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Dimension: inch/mm
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AICC-04 = Conformal coated ferrite
AIAP-01 = Clear epoxy coated ferrite

Part
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Number Min Freq Min Max Max Number Freq Min Max Max
AICC-04 (MHz) (MHz)  Ω  (mA)(   ) (   )AIAP-01 (KHz) (MHz) Ω  (mA)

R10K 0.10 38 25.2 680 0.08 1380 1R0K 1.0 100 190 0.018 3300
R12K 0.12 38 25.2 640 0.09 1300 1R2K 1.2 100 170 0.019 3200
R15K 0.15 38 25.2 600 0.11 1230 1R5K 1.5 100 160 0.020 3100
R18K 0.18 35 25.2 550 0.12 1120 1R8K 1.8 100 150 0.023 2900
R22K 0.22 33 25.2 510 0.14 1040 2R2K 2.2 100 130 0.031 2600
R27K 0.27 32 25.2 480 0.18 975 2R7K 2.7 100 120 0.033 2500
R33K 0.33 30 25.2 410 0.22 830 3R3K 3.3 100 110 0.054 1900
R39K 0.39 30 25.2 385 0.30 710 3R9K 3.9 100 100 0.060 1800
R47K 0.47 30 25.2 330 0.35 680 4R7K 4.7 100 86 0.068 1700
R56K 0.56 30 25.2 310 0.50 550 5R6K 5.6 100 64 0.074 1600
R68K 0.68 28 25.2 280 0.60 500 6R8K 6.8 100 44 0.080 1600
R82K 0.82 28 25.2 260 0.85 420 8R2K 8.2 100 32 0.087 1500
1R0K 1.0 26 25.2 240 0.10 390 100K 10 100 25 0.095 1500
1R2K 1.2 60 7.96 150 0.15 620 120K 12 100 17 0.11 1400
1R5K 1.5 60 7.96 140 0.18 560 150K 15 100 13 0.15 1200
1R8K 1.8 60 7.96 125 0.20 480 180K 18 100 10 0.16 1100
2R2K 2.2 60 7.96 115 0.29 415 220K 22 100 8.4 0.19 1000
2R7K 2.7 50 7.96 100 0.40 355 270K 27 100 8.0 0.22 950
3R3K 3.3 50 7.96 90 0.42 285 330K 33 100 7.6 0.24 910
3R9K 3.9 50 7.96 80 0.60 263 390K 39 100 7.1 0.26 880
4R7K 4.7 40 7.96 60 0.65 230 470K 47 100 6.0 0.35 760
5R6K 5.6 40 7.96 45 0.70 195 560K 56 100 5.8 0.47 650
6R8K 6.8 40 7.96 40 0.90 185 680K 68 100 4.3 0.53 610
8R2K 8.2 40 7.96 28 1.00 160 820K 82 100 4.1 0.60 580
100K 10 35 7.96 24 1.10 144 101K 100 100 3.9 0.67 550
120K 12 60 2.52 20 1.62 160 121K 120 100 3.6 0.90 470
150K 15 60 2.52 17 1.75 157 151K 150 100 3.2 1.2 410
180K 18 60 2.52 16 1.85 149 181K 180 100 2.8 1.4 380
220K 22 60 2.52 14 2.00 144 221K 220 100 2.3 1.9 320
270K 27 60 2.52 12 2.10 140 271K 270 100 2.1 2.1 310
330K 33 60 2.52 10 2.20 130 331K 330 100 1.9 2.4 290
390K 39 50 2.52 9.5 2.30 125 391K 390 100 1.7 3.0 260
470K 47 50 2.52 9.0 2.40 110 471K 470 100 1.4 3.4 240
560K 56 50 2.52 7.8 3.00 100 561K 560 100 1.3 4.7 210
680K 68 50 2.52 7.0 3.40 92 681K 680 100 1.2 6.4 180
820K 82 50 2.52 8.7 3.80 88 821K 820 100 1.1 7.1 170
101K 100 50 2.52 6.1 4.10 84 102K 1000 100 1.0 7.9 160
121K 120 50 0.796 4.8 6.50 68 122K 1200 100 0.94 9 150
151K 150 50 0.796 4.1 8.30 61 152K 1500 100 0.76 12 130
181K 180 60 0.796 4.0 8.90 57 182K 1800 100 0.72 14 120
221K 220 60 0.796 3.5 10.1 52 222K 2200 100 0.64 19 100
271K 270 60 0.796 3.3 11.0 47 272K 2700 100 0.56 25 90
331K 330 60 0.796 3.1 12.4 45 332K 3300 100 0.53 29 83
391K 390 60 0.796 2.9 13.6 40 392K 3900 100 0.48 34 77
471K 470 60 0.796 2.4 18.4 36 472K 4700 100 0.45 37 74
561K 560 60 0.796 2.2 20.3 35 562K 5600 100 0.40 50 63
681K 680 60 0.796 2.0 22.3 30 682K 6800 100 0.36 58 59
821K 820 60 0.796 1.9 25.0 29 822K 8200 100 0.29 68 54
102K 1000 60 0.796 1.8 27.4 28 103K 10000 100 0.27 75 52

ABRACON IS
ISO 9001 / QS 9000

CERTIFIED
30332 Esperanza, Rancho Santa Margarita, California 92688
tel 949-546-8000 | fax 949-546-8001 | www.abracon.com

STANDARD SPECIFICATIONS:

• Operating Temperature: -40°C to +85°C
• Marking EIA 4 band color code 
• Tolerance: J=±5%, K=±10%
• Letter suffix indicates standard tolerance 
• Check SCD for detail E&M specification 
Note: All specifications subject to change 
without notice    

PHYSICAL CHARACTERISTICS:
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