
E L E C T R O N I C S   I N C .

Gigabit Filter Port Jack

TEL: (818) 892-0761
FAX: (818) 894-5791
http://www.pca.com

PCA ELECTRONICS, INC.
16799 SCHOENBORN ST.   
NORTH HILLS, CA  91343   

•  Space saving RJ-45 Connector 

•  1500 Vrms Isolation

•  Pins : 0.018 Tin-Coated Copper Wire

•  Operating Temperature : 0°C to +70°C   

•  Metal Shield : Nickel Plated Copper Alloy 

•  Thermo Plastic PBT UL94V-0 Rated Connector Housing 

EPJ4005-S21

Product performance is limited to specified parameters.  Data is subject to change without prior notice.

Electrical Parameters @ 25° C

Unless Otherwise Specified Dimensions are in Inches /mm   ± .010 /.25
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Return Loss
(dB Min.)

CMRR
 (dB Min.)

-30

100 KHz- 100 MHz

-12

40-100 MHz

Insertion Loss
(dB Max.)

-1.0

0.1-100 MHz

Turns Ratio
( ± 5% )

1CT:1 -18

0.5-40 MHz

CMDR
(dB Min.)

-40

100 KHz- 100 MHz

OCL
(µH Min.)

8 mA DC Bias

350

@ 100 KHz, 0.1 Vrms

Crosstalk
 (dB Min.)

-30

100 KHz- 100 MHz
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Package

Marking :
PCA

EPJ4005-S21
D.C.

.126 Typ.
(3.20)

.531
(13.49)

.756
(19.20)

.654
(16.61)

.200 (5.08)

.040
(1.02)

.583
(14.81)

.248
(6.30)

.304
(7.72)

.125
(3.18)

.825
(20.96)

.100
(2.54)

.600
(15.24)

J1

Recommended
PCB Layout

.500
(12.70)

.125
(3.18)

.160
(4.06)

.600
(15.24)

.725
(18.42)

.080
(2.03)
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.634
(16.10)

.067 (1.70)

.825
(20.96)

.100
(2.54)

.128 (3.25) Ø (2 Plcs)

.062 (1.57) Ø (2 Plcs)

.035 (.890) Ø (12 Plcs)

.551
(14.00)

.691
(17.55)

Suggested
Panel Opening

.050
(1.27)


