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Diodes

Zener Diodes
1SMA5914 ~ 1SMA5949

■ Features
 ● Low profile package

 ● Built-in strain relief

 ● Glass passivated junction

 ● Low inductance

 ● Typical IR less than 1uA above 12V

 ● High temperature soldering : 260 °C /10 seconds at terminals

12

4.597
3.988

5.668
4.925

2.896
2.489

2.126
1.397

4.32
4.12

2.75
2.55
5.87
5.67

2.02
2.22

1.524
0.762

0.203
0.051

0.305
0.152

Recommended
Land Pattern

DO-214AC(SMA) Unit: mm
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■ Absolute Maximum Ratings Ta = 25℃

   

Note.1: Mounted on 5.0mm 2 (.013mm thick) land areas.

Parameter Symbol Rating Unit

 Peak  Forward Surge Current   @ 8.3ms single half sine-wave IFSM 10 A

 Power Dissipation @ Ta = 70℃   (Note.1) Pd 1.5  W

 Derate above 70°C 15 mW/℃

 Junction Temperature TJ 150

 Storage Temperature range Tstg  -55 to 150
℃
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Zener Diodes
1SMA5914 ~ 1SMA5949

■ Electrical Characteristics Ta = 25℃
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4195AMS1 6.3 24.3 87.3 9 2.401 005 00.1 00.57 00.1 A419

5195AMS1 9.3 17.3 01.4 8 1.69 005 00.1 00.52 00.1 A519

6195AMS1 3.4 90.4 25.4 6 2.78 005 00.1 00.5 00.1 A619

7195AMS1 7.4 74.4 49.4 5 8.97 005 00.1 00.5 05.1 A719

8195AMS1 1.5 58.4 63.5 4 5.37 053 00.1 00.5 00.2 A819

9195AMS1 6.5 23.5 88.5 2 9.66 052 00.1 00.5 00.3 A919

0295AMS1 2.6 98.5 15.6 2 5.06 002 00.1 00.5 00.4 A029

1295AMS1 8.6 64.6 41.7 3 1.55 002 00.1 00.5 02.5 A129

2295AMS1 5.7 31.7 88.7 3 0.05 004 05.0 00.5 00.6 A229

3295AMS1 2.8 97.7 16.8 4 7.54 004 05.0 00.5 05.6 A329

4295AMS1 1.9 56.8 65.9 4 2.14 005 05.0 00.5 00.7 A429

5295AMS1 01 05.9 05.01 5 5.73 005 52.0 00.5 00.8 A529

6295AMS1 11 54.01 55.11 6 1.43 055 52.0 00.1 04.8 A629

7295AMS1 21 04.11 06.21 7 2.13 055 52.0 00.1 01.9 A729

8295AMS1 31 53.21 56.31 7 8.82 055 52.0 00.1 09.9 A829

9295AMS1 51 52.41 57.51 9 0.52 006 52.0 00.1 04.11 A929

0395AMS1 61 02.51 08.61 01 4.32 006 52.0 00.1 02.21 A039

1395AMS1 81 01.71 09.81 21 8.02 056 52.0 00.1 07.31 A139

2395AMS1 02 00.91 00.12 41 7.81 056 52.0 00.1 02.51 A239

3395AMS1 22 09.02 01.32 81 0.71 056 52.0 00.1 07.61 A339

4395AMS1 42 08.22 02.52 91 6.51 007 52.0 00.1 02.81 A439

5395AMS1 72 56.52 53.82 32 9.31 007 52.0 00.1 06.02 A539

6395AMS1 03 05.82 05.13 62 5.21 057 52.0 00.1 08.22 A639

7395AMS1 33 53.13 56.43 33 4.11 008 52.0 00.1 01.52 A739

8395AMS1 63 02.43 08.73 83 4.01 058 52.0 00.1 04.72 A839

9395AMS1 93 50.73 59.04 54 6.9 009 52.0 00.1 07.92 A939

0495AMS1 34 58.04 51.54 35 7.8 059 52.0 00.1 07.23 A049

1495AMS1 74 56.44 53.94 76 0.8 0001 52.0 00.1 08.53 A149

2495AMS1 15 54.84 55.35 07 3.7 0011 52.0 00.1 08.83 A249

3495AMS1 65 02.35 08.85 68 7.6 0031 52.0 00.1 06.24 A349

4495AMS1 26 09.85 01.56 001 0.6 0051 52.0 00.1 01.74 A449

5495AMS1 86 06.46 04.17 021 5.5 0071 52.0 00.1 07.15 A549

6495AMS1 57 52.17 57.87 041 0.5 0002 52.0 00.1 00.65 A649

7495AMS1 28 09.77 01.68 061 6.4 0052 52.0 00.1 02.26 A749

8495AMS1 19 54.68 55.59 002 1.4 0003 52.0 00.1 02.86 A849

9495AMS1 001 00.59 00.501 052 7.3 0013 52.0 00.1 00.67 A949
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Zener Diodes
1SMA5914 ~ 1SMA5949

■ Typical  Characterisitics
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Fig.3 Zener Voltage - 14 to 200 Volts
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Fig.4 Effect of Zener Current
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Fig.6 Maximum Surge Power
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Fig.5 Effect of Zener Voltage
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Fig.2 Zener Voltage - to 12 volts
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Zener Diodes
1SMA5914 ~ 1SMA5949

■ Typical  Characterisitics
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Fig.7 Vz = 6.8 thru 10 Volts
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Fig.8 Vz = 12 thru 82 Volts


