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SPECIFICATIONS: DETAIL Y
Material:
Insulator: PBT, glass fiber, rated UL 94V-0
— Insulator color: Black
Contacts: Phosphor Bronze X PLATING
Plating: 0 15 pin Gold
Gold over Nickel underplate on contact area, 1 30 pin Gold
Ti C derplat PCB tails (S hart 2 50 pin Gold UNLESS OTHERWISE SPECIFIED
_m__MO.Hn_‘u_MM_1 OUUmﬂ un mﬂUQ eon ars A ee cha v ALL DIMENSIONS ARE INCHES [MM] bbbg ﬂmOI
ovmﬂoﬁ.:d@ <O_+.D@mu 150 VAC max A@ZyWUWMOWm EXCEPT h%,rmszAm_u @O@ wmjs\mV\ ><®3C®_ CD_OD_ Zt_ ONOWW
Current rating: 1.5 Amps max X ooEa0 o gx o E10 Phone: 908-687-5000 Fax: 908-687-5710
A| Contact resistance: 20 mohms max oEY g 10 b
Insulation resistance: 500 Mohms min @ 500 VDC AP PROVALS OATE 2 PORT GANGED STACKED JACK
Dielectric withstanding voltage: 1000 VAC for 1 minute 6P6C
Temperature Rating: DRAWN SS 3/19/08
Operating temperature: —40°C to +125°C SIZE [PART NO. REV.
Environmental: e X _/\_._.__O-N-mm._XA A
Lead free, RoHS compliant. APPROVED REF:  S00065T scae: NTS | sHEET 1 oF ¢
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