
FEATURES

• Fast switching Speed.

• Electrically ldentical to Standerd JEDEC

•  Surface Mount Package ldeally Suited for Automatic lnsertion.
•  Pb free product are available : 99% Sn above can meet RoHS environment
   substance directive request

MECHANICAL DATA

Case: SOD-523  plastic case.

Terminals : Solderable per MIL-STD-750,Method 2026

Standard packaging: 8mm tape

Marking Code: A2

POWER

ABSOLUTE RATINGS  (T
A

=25
O
C , unless otherwise noted)

NOTE:

1. CJ at VR=0, f=1MHZ

2.From IF=10mA to IR=1mA, VR=6Volts, RL=100Ω
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Surface Mount Switching Diodes

MMBD4148TS-G  (RoHS Device)
Voltage: 100V

Power: 200mW

Unit: inch (mm)

SOD-523



FIG. 1-TYPICAL FORWARD CHARACTERISTIC FIG. 2-TYPICAL REVERSE CHARACTERISTICS

FIG. 4 POWER DERATING CURVEFIG. 3 TYPICAL JUNCTION CAPACITANCE
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ELECTRICAL CHARACTERISTICS (T
A

=25
O
C , unless otherwise noted)
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Surface Mount Switching Diodes

MMBD4148TS-G  (RoHS Device)



MOUNTING PAD LAYOUT

•  Packing information

                    T/R - 12K per 13" plastic Reel

                    T/R - 5K per 7" plastic Reel

ORDER INFORMATION

Surface Mount Switching Diodes

MMBD4148TS-G  (RoHS Device)

SOD-523

Unit: inch (mm)


