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■Features  ■Outline Dimension 
● High Luminous LEDs 

● 5mm Standard Directivity 
● Long Lifetime Operation 
● Superior Weather-resistance 
● UV Resistant Epoxy 
● Water Clear Type 

■Applications 
● Automotive Dashboard Lighting 

● Traffic Signal Lamp 

● Back Lighting 

● Other Lighting 
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■Absolute Maximum Rating                (Ta=25℃) ■Directivity 

Item Symbol Value Unit

DC Forward Current IF 50 mA 

Pulse Forward Current* IFP 100 mA 

Reverse Voltage VR 5 V 

Power Dissipation PD 190 mW

Operating Temperature Topr -30 ~ +85 ℃ 

Storage Temperature Tstg -40~ +100 ℃ 

Lead Soldering Temperature Tsol 260℃/5sec - 

*Pulse width Max.10ms  Duty ratio max 1/10 
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■Electrical -Optical Characteristics        (Ta=25℃)  

Item Symbol Condition Min. Typ. Max. Unit   

DC Forward Voltage VF IF=50mA 3.0 3.3 3.8 V   

DC Reverse Current IR VR=5V - - 10 µA   

Domi. Wavelength λD IF=50mA 520 525 530 nm   

Luminous Intensity Iv IF=50mA 80000 100000 - mcd   

50% Power Angle 2θ1/2 IF=50mA - 15 - deg   

*1 Tolerance of dominant wavelength is +1nm 
*2 Tolerance of luminous intensity is +15% 

LED & Application Technologies 
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InGaN LED 
 TYPICAL ELECTRICAL/OPTICAL CHARACTERISTIC CURVES 
   

   

   

IF-VF

3 .0 3 .2 3 .6

1 2 0

1 0 0

8 0

4 0

2 0

0
2 .8

F
or

w
ar

d 
C

ur
re

nt
 I

f 
(m

A
)

6 0

Forward Voltage Vf (V)
4 .03 .4 3 .8

1.0

60 100200

    Relative Intensity-IF

0.5

Forward current IF(mA) 

 
  
  

  
R

el
at

iv
e 

 I
nt

en
si

ty
  

(
N

or
m

al
iz

ed
 @

50
m

A
)

0.0

2.5

1.5

2.0

3.0

40 80

2.0

1.5

 
  

 R
el

at
iv

e 
In

te
ns

it
y@

50
m

A
  

  
  

N
or

m
al

iz
ed

@
25
　

°C
　

Ambient Temperature Ta (°C)

0.5

Relative Intensity-Ta

20-20 0 6040 80 100

1.0

100

F
o
rw

ar
d
 V

ol
ta

ge
 V

f 
 (

V
)

Vf_Ta

755025

3.5

4.0

3.0

2.5

2.0

1.5

1.0
-25

Ambient Temperature Ta  (°C)

0

If_Ta

100

80

60

40

20

F
or

w
ar

d 
C

ur
re

nt
 I

f 
(m

A
)

806020-20 40-30

Ambient Tem perature Ta  (°C)

0

0R
el

at
iv

e 
L

um
in

ou
s 

In
te

ns
it
y

700650500 550 600

Ta=25°C
100

60

80

0

20

400 450

40

Wavelength Characteristics

 

LED & Application Technologies 

 

 

 

 


