
ENGINEERING DATA SHEET 
SERIES 06P

WATERPROOF LIMIT SWITCH
2 PDT, 1 AMP 

 

Certification - French Navy 

PRINCIPLE TECHNICAL CHARACTERISTICS

Waterproof limit switch (snap action)

Rounded end or roller ended actuator

Operating point adjustment by the mounting nuts and positioning 
washers on the mounting panel.

Weight 115 grams max
Without cable

All stainless steel material

CONTACT ELECTRICAL CHARACTERISTICS 

Load type

Electrical ratings

30Vdc 115Vac / 400Hz

Nominal
rating

(Amps)

Overload
rating

(Amps)

Nominal
rating

(Amps)

Overload
rating

(Amps)

Resistive 1 2 1 2

Inductive (L/R=5ms) 0.7 1.5 1 2

Lamp 0.2 1 0.5 1
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SIZE SERIES 06P 

Date of issue:  4/06 - 14 - Page 2 of 4 

Ø
2
0

Ø20Ø40

2
 
t
o
 
10

Ø1

Ø9.9

Ø
2

Detail of orientation washer

Ø0.5

Ø
Ø
0.
4

Cable (type and length :

Tolerances : ±0.3 unless otherwise specified

Amendement label (M244)

Identification label
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Locking washer
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Travel speed 0.15m/s max
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Orientation washer
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Rounded end actuator Roller ended actuator
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GENERAL AND MECHANICAL CHARACTERISTICS SERIES 06P 

Operating temperature -40°C to +85°C

Humidity 40% to 100%

Vibration 5g 10 to 2000 Hz

Shock 50g 11 ms

Water, dust and sand, protection level IP 66 according to IEC 529

PART-NUMBER SYSTEM 

06P C S M 30

 
Body style Actuator style Cable style Cable 

length
Code Description Code Description Code Cable type Define your 

cable 
length in 

meter x 10

D Straight R Roller ended Z 250 MZH 7x0.75 ALNE

C L Shape S Rounded end M NNO 6145.14.433.8816
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2 1 3 5 64

Cable identification 


