

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						421ESS4			NTE15013			AN1524			AT89C			NC7WP07			STA343			156X0			PC929PY			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			BL-BU2331M -    ULTRA BRIGHT LED LAMPS (ROUND TYPES) High Speed CMOS Logic Dual Positive-Edge-Triggered D Flip-Flops with Set and Reset 14-PDIP -55 to 125 PV76L20-16S Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:2; Connector Shell Size:14S; Connecting Termination:Solder; Body Style:Straight; Circular Contact Gender:Socket; Gender:Female PV SERIES Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes CONNECTOR, MALE, FREE, GREEN; Connector type:UK Mains; Gender:Pin; Current rating:250A; Voltage rating, AC:415V; Outlets, No. of:1; Termination method:Bayonet Coupling; Series:Snaplock; Mounting type:Cable; Colour:Green; Contacts, RoHS Compliant: Yes 8-Bit Identity/Magnitude Comparators (P=Q) with Enable 20-SOIC -55 to 125 High Speed CMOS Logic Dual Negative-Edge-Triggered J-K Flip-Flops with Reset 14-PDIP -55 to 125 High Speed CMOS Logic Phase-Locked Loop with VCO and Lock Detector 16-PDIP -55 to 125 Small Polarized High Sensitivity, 2 Form C, 7.5A 30VDC, SMD ULTRA BRIGHT LED LAMPS (ROUND TYPES) 超高亮度LED灯（圆形类型 High Speed CMOS Logic Phase-Locked Loop with VCO and Lock Detector 16-SOIC -55 to 125 超高亮度LED灯（圆形类型 High Speed CMOS Logic Dual Negative-Edge-Triggered J-K Flip-Flops with Reset 14-SOIC -55 to 125 超高亮度LED灯（圆形类型 SCR-400V-55A-TO-218 超高亮度LED灯（圆形类型 Ultra green, ultra bright LED lamp (round type) 
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	Part No.	BL-BU2331M BL-BU1341 BL-BJ5331M BL-BU0331K BL-BU0331 BL-BS0331 BL-BS0331K BL-BG33J4 BL-BG3331K BL-BG3331 BL-BK4341 BL-BD0341 BL-WU13J4 BL-BD0331K BL-BD0331M BL-BD03J4 BL-BD03J4G-1 BL-BD03J7M BL-BF0331 BL-BF1341 BL-BF4331K BL-BF4331M BL-BF43R4G-1 BL-BF43R7M BL-BG2341 BL-BG4331 BL-BG4331M BL-BG43J4 BL-BG43J4G-1 BL-BG63J4 BL-BJ0331  

	Description	   ULTRA BRIGHT LED LAMPS (ROUND TYPES) 
 High Speed CMOS Logic Dual Positive-Edge-Triggered D Flip-Flops with Set and Reset 14-PDIP -55 to 125
PV76L20-16S
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:2; Connector Shell Size:14S; Connecting Termination:Solder; Body Style:Straight; Circular Contact Gender:Socket; Gender:Female
PV SERIES
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
CONNECTOR, MALE, FREE, GREEN; Connector type:UK Mains; Gender:Pin; Current rating:250A; Voltage rating, AC:415V; Outlets, No. of:1; Termination method:Bayonet Coupling; Series:Snaplock; Mounting type:Cable; Colour:Green; Contacts, RoHS Compliant: Yes
8-Bit Identity/Magnitude Comparators (P=Q) with Enable 20-SOIC -55 to 125
High Speed CMOS Logic Dual Negative-Edge-Triggered J-K Flip-Flops with Reset 14-PDIP -55 to 125
High Speed CMOS Logic Phase-Locked Loop with VCO and Lock Detector 16-PDIP -55 to 125
Small Polarized High Sensitivity, 2 Form C, 7.5A 30VDC, SMD
ULTRA BRIGHT LED LAMPS (ROUND TYPES) 超高亮度LED灯（圆形类型
High Speed CMOS Logic Phase-Locked Loop with VCO and Lock Detector 16-SOIC -55 to 125 超高亮度LED灯（圆形类型
High Speed CMOS Logic Dual Negative-Edge-Triggered J-K Flip-Flops with Reset 14-SOIC -55 to 125 超高亮度LED灯（圆形类型
SCR-400V-55A-TO-218 超高亮度LED灯（圆形类型
Ultra green, ultra bright LED lamp (round type)
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 			 Full text search :    ULTRA BRIGHT LED LAMPS (ROUND TYPES) High Speed CMOS Logic Dual Positive-Edge-Triggered D Flip-Flops with Set and Reset 14-PDIP -55 to 125 PV76L20-16S Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:2; Connector Shell Size:14S; Connecting Termination:Solder; Body Style:Straight; Circular Contact Gender:Socket; Gender:Female PV SERIES Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes CONNECTOR, MALE, FREE, GREEN; Connector type:UK Mains; Gender:Pin; Current rating:250A; Voltage rating, AC:415V; Outlets, No. of:1; Termination method:Bayonet Coupling; Series:Snaplock; Mounting type:Cable; Colour:Green; Contacts, RoHS Compliant: Yes 8-Bit Identity/Magnitude Comparators (P=Q) with Enable 20-SOIC -55 to 125 High Speed CMOS Logic Dual Negative-Edge-Triggered J-K Flip-Flops with Reset 14-PDIP -55 to 125 High Speed CMOS Logic Phase-Locked Loop with VCO and Lock Detector 16-PDIP -55 to 125 Small Polarized High Sensitivity, 2 Form C, 7.5A 30VDC, SMD ULTRA BRIGHT LED LAMPS (ROUND TYPES) 超高亮度LED灯（圆形类型 High Speed CMOS Logic Phase-Locked Loop with VCO and Lock Detector 16-SOIC -55 to 125 超高亮度LED灯（圆形类型 High Speed CMOS Logic Dual Negative-Edge-Triggered J-K Flip-Flops with Reset 14-SOIC -55 to 125 超高亮度LED灯（圆形类型 SCR-400V-55A-TO-218 超高亮度LED灯（圆形类型 Ultra green, ultra bright LED lamp (round type)   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	LN1251CAL LN1251CAL-TR LNJ251C4ARA 	LNJ251C4ARA - Ultra Hight Bright Surface Mounting Chip (J-GaAIAs Type) Bright Red LED
	Panasonic Corporation
Panasonic Semiconductor

	APBA3010MGSYW01 	3.0 x 1.0 mm right angle bi-color SMD chip LED. Mega bright green, super bright yellow. Lens type white diffused..
	Kingbright Electronic

	MT7403-UR MT7403A-UR MT7203-UR MT7203A-UR MT7303A-	Ultra Bright T-1 LED Lamps 超高亮度的T 1 LED灯具
kjl series i
Marktech 3mm Ultra Bright Red LEDs
	Marktech Optoelectronics
MARKTECH[Marktech Corporate]

	BL0102-14-34 	26mm LED CLUSTER DUAL COLOR DISPLAY CLUSTER, SUPER BRIGHT RED/SUPER BRIGHT GREEN, 24 mm
	Kingbright, Corp.
Kingbright Corporation.
KINGBRIGHT[Kingbright Corporation]
Kingbright Electronic

	BD-A815RD 	bright red chips, which are made from GaP on GaP substrate
7 SEG NUMERIC DISPLAY, BRIGHT RED, 20.1 mm
	BRIGHT LED ELECTRONICS CORP
AMERICAN BRIGHT OPTOELECTRONICS CORP

	Q62703-Q3500 Q62703-Q3502 Q62703-Q3503 LSA676-P LS	ECONOLINE: RB & RA - Dual Output from a Single Input Rail- Power Sharing on Output- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- Custom Solutions Available- UL94V-0 Package Material- Efficiency to 85%
Hyper SIDELED Hyper-Bright LED SINGLE COLOR LED, AMBER, 2.4 mm
Hyper SIDELED Hyper-Bright LED SINGLE COLOR LED, ORANGE, 2.4 mm
Hyper SIDELED Hyper-Bright LED 超SIDELED超高亮LED
	SIEMENS[Siemens Semiconductor Group]
SIEMENS AG
TE Connectivity, Ltd.

	L934SRC/G 	T-1(3MM) SUPER BRIGHT LED LAMPS T-1 SINGLE COLOR LED, SUPER BRIGHT RED, 3 mm
	Kingbright, Corp.

	L934SRC/F 	T-1(3MM) SUPER BRIGHT LED LAMPS T-1 SINGLE COLOR LED, SUPER BRIGHT RED, 3 mm
	Kingbright, Corp.

	L7104SGD 	T-1 (3 mm) super bright LED lamp. Super bright green. Lens type green diffused.
	Kingbright Electronic

	AA2734SRSGC 	2.7 x 3.4mm surface mount LED lamp. Super bright red (peak wavelength 660 nm). Super bright green (peak wavelength 565 nm). Lens type water clear.
	Kingbright Electronic

	BL0508-09-73 	22 mm x 22 mm LED cluster. Super bright red (peak wavelength 660 nm), super bright green (peak wavelength 565 nm). Lens type water clear.
	Kingbright Electronic
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