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	Part No.	DS21054E 24AA16 24AA16IP 24AA16ISL 24AA16ISN 24AA16P 24AA16SL 24AA16SN 21054E   

	Description	The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一 KB的EEPROM的国56位每字举办的串行CMOS 
 16K 1.8V I 2 C O Serial EEPROM 16K.8VI 2二氧化碳串行EEPROM
16K 1.8V I2C SERIAL EEPROM
16K1.8VI2CSERIALEEPROM
16K1.8VI2COSerialEEPROM
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			 Related Part Number
	
					PART	Description	Maker
	SLA24C01-D-3/P SLA24C02-D-3/P SLA24C02-S-3/P SLA24	The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 256 X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 256 X 8 I2C/2-WIRE SERIAL EEPROM, PDIP8
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 128 X 8 I2C/2-WIRE SERIAL EEPROM, PDIP8
1/2 Kbit 128/256 x 8 bit Serial CMOS EEPROMs, I2C Synchronous 2-Wire Bus
	SIEMENS A G
SIEMENS AG
Siemens Semiconductor Group

	28C64AT/P 28C64ATI/L 28C64AFTI/SO 28C64AFI/SO 28C6	64K (8K x 8) CMOS EEPROM
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一2 KB的EEPROM的国256位每字举办的串行CMOS
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一 KB的EEPROM的国56位每字举办的串行CMOS
	Microchip Technology Inc.
Microchip Technology, Inc.

	AT24C01ASC-09GT AT24C16SC AT24C02SC AT24C01ASC-10W	   Schmitt Trigger, Filtered Inputs for Noise Suppression
256 X 8 I2C/2-WIRE SERIAL EEPROM, UUC
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each
From old datasheet system
   Two-wire Serial EEPROM Smart Card Modules
	Atmel Corp.
ATMEL[ATMEL Corporation]

	CAT93HC46JE-TE13 CAT93HC46SE-TE13 CAT93HC46PI CAT9	The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一 KB的EEPROM的国56位每字举办的串行CMOS
SERIAL EEPROM|128X8/64X16|CMOS|SOP|8PIN|PLASTIC 串行EEPROM的| 128X8/64X16 |的CMOS |专科| 8引脚|塑料
	Rohm Co., Ltd.

	AM24LC21SA AM24LC21 AM24LC21IN AM24LC21INA AM24LC2	The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each
Dual Mode/ 1K-bits (128 x 8) 2-Wire Serial EEPROM
Dual Mode, 1K-bits (128 x 8) 2-Wire Serial EEPROM
	Anachip
Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers

	28C16AT/L 28C16ATI/P 28C16AFI/L 28C16AFT/L 28C16AF	16K (2K x 8) CMOS EEPROM
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each
	Microchip Technology Inc.

	28C17A 27C17AT-25VS 27C17A-15L 27C17A-15P 27C17A-1	18-Bit Universal Bus Driver, LE 16K的（2K × 8）的CMOS EEPROM
Global Limit Switches Series 91MCE: Panel Mount Pin Plunger, 1NO 1NC Direct Opening Snap Action, 1M Cable - Side Exit 16K的（2K × 8）的CMOS EEPROM
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一 KB的EEPROM的国56位每字举办的串行CMOS
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一2 KB的EEPROM的国256位每字举办的串行CMOS
CAT 5E PATCH CORD, BLUE, 1 FT
CAT 5E PATCH CORD, BLUE, 3 FT
LJT 39C 37#20 2#16 SKT PLUG
LJT 11C 11#12 SKT WALL RECP
Circular Connector; No. of Contacts:11; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:21-11 RoHS Compliant: No
16K (2K x 8) CMOS EEPROM
	Microchip Technology, Inc.
Microchip Technology Inc.
MICROCHIP[Microchip Technology]
http://

	24LC22A 24LC22A-I/P 24LC22A-I/SN 24LC22AT-I/SN 	The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一 KB的EEPROM的国56位每字举办的串行CMOS
2K VESA E - EDID SERIAL EEPROM
The Microchip Technology Inc. 24LC22A is a 256 x 8-bit dual-mode Electrically Erasable PROM. This device is designed for use in applications requiring storage and serial transmission of configuration and control information. Two modes of o
The Microchip Technology Inc. 24LC22A is a 256 x 8-bit dual-mode Electrically Erasable PROM. This device is designed for use in applications ...
	Microchip Technology, Inc.
Microchip Technology Inc.
MICROCHIP[Microchip Technology]

	CAT25040S CAT25040SA CAT25040SE CAT25040SI CAT2502	SPI Serial CMOS EEPROM (Motorola Compatible), 1K, 2-bit Block Protection
SPI Serial CMOS EEPROM (Motorola Compatible), 2K, 2-bit Block Protection
1K/2K/4K SPI Serial CMOS EEPROM
Replaced by DRV101,DRV102,DRV104 : PWM Low Side Driver (1.5A/3A) for Solenoids, Coils, Valves, Heaters, and Lamps 8-SO PowerPAD -40 to 85
Replaced by DRV101,DRV102,DRV104 : PWM Low Side Driver (1.5A/3A) for Solenoids, Coils, Valves, Heaters, and Lamps 8-SOIC
Replaced by SN74LVC162244A : 16-Bit Buffer/Driver With 3-State Outputs 48-TSSOP -40 to 85
Automotive Catalog Quadruple 2-Line To 1-Line Data Selector / Multiplexer 16-TSSOP -40 to 125
Replaced by SN74LVC162244A : 16-Bit Buffer/Driver With 3-State Outputs 48-SSOP -40 to 85
Automotive Catalog Quadruple 2-Line To 1-Line Data Selector / Multiplexer 16-SOIC -40 to 125
16-Bit Buffer/Driver With 3-State Outputs 48-TVSOP -40 to 85
19-Bit Bus Interface With 3-State Outputs 48-SSOP 0 to 70
19-Bit Bus Interface With 3-State Outputs 48-TSSOP 0 to 70
128 X 8 SPI BUS SERIAL EEPROM, PDSO8 LEAD AND HALOGEN FREE, TSSOP-8
256 X 8 SPI BUS SERIAL EEPROM, PDSO8 LEAD AND HALOGEN FREE, MSOP-8
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一 KB的EEPROM的国56位每字举办的串行CMOS
192 kHz Digital Audio Transmitter 28-TSSOP -40 to 85 1K/2K/4K SPI串行EEPROM中的CMOS
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一 KB的EEPROM的国256位每字举办的串行CMOS
256 X 8 SPI BUS SERIAL EEPROM, PDIP8
	CATALYST[Catalyst Semiconductor]
Rectron Semiconductor
Bourns, Inc.

	CAT28C16AKI-20 CAT25C03U-1.8 CAT25040YI-GT3 CAT24W	EEPROM (256x8) 2K 1.8-6.0
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一 KB的EEPROM的国56位每字举办的串行CMOS
EEPROM (4kx8) 32K 1.8-6.0
EEPROM (2048x8) 16K
EEPROM (256x8) 2K 2.5-6.0
EEPROM 64K X 8 512K 5V
EEPROM (256x8) (128x16) 2K
EEPROM (8kx8) 64K 3V
EEPROM (512x8) (256x16) 4K
EEPROM (2048x8)(1024x16)16K
EEPROM (128x8) 1k 1.8-6.0
EEPROM (8kx8) 64K 1.8-6.0
EEPROM 16K-Bit CMOS PARA EEPROM
EEPROM (512x8) 4k 2.5-6.0
EEPROM (4096x8) 32k 1.8-6.0
EEPROM (384x8) 128k 16
EEPROM (2Kx8) 16K 5V 90ns
	Electronic Theatre Controls, Inc.
ON Semiconductor
Qualtek Electronics, Corp.
Lumex, Inc.
Vicor, Corp.
EPCOS AG
NXP Semiconductors N.V.
Atmel, Corp.
Linear Technology, Corp.
Amphenol, Corp.
Bourns, Inc.
TE Connectivity, Ltd.
Integrated Silicon Solution, Inc.
Anpec Electronics, Corp.

	CAT1022LE-30TE13 CAT1022LE-45TE13 CAT1022LE-42TE13	   Supervisory Circuits with I2C Serial 2k-bit CMOS EEPROM, Manual Reset and Watchdog Timer
1-CHANNEL POWER SUPPLY MANAGEMENT CKT, DSO8
Style A Potting Box Enclosure; Enclosure Material:ABS Plastic; External Height:1"; External Width:1.5"; External Depth:2"; Enclosure Color:Black 监控电路，带有I2C串行K位CMOS EEPROM中，手动复位和看门狗定时
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each CAT24FC02是一 KB的EEPROM的国56位每字举办的串行CMOS
Cable Gland (Clamp); Cable Bundle Diameter Max:0.315"; Thread Size:PG 9 监控电路，带有I2C串行K位CMOS EEPROM中，手动复位和看门狗定时
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一 KB的EEPROM的国568位每字举办的串行CMOS
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一2 KB的EEPROM的国256位每字举办的串行CMOS
1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8 LEAD AND HALOGEN FREE, MSOP-8
1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8 LEAD AND HALOGEN FREE, TSSOP-8
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一 KB的EEPROM的国56位每字举办的串行CMOS
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:30VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:78000uF RoHS Compliant: Yes
HARDWARE
Silver Mica Capacitor; Capacitance:24pF; Capacitance Tolerance: /- 0.5pF; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:24pF; Capacitance Tolerance: 0.5pF; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Surround-Sound CODEC IC; IC Function:Surround-Sound CODEC IC; Package/Case:64-LQFP; IC Generic Number:42428; Leaded Process Compatible
Audio CODEC IC; IC Function:Audio Codec; Package/Case:64-LQFP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:8; Operating Temp. Max:70 C; Operating Temp. Min:-10 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio CODEC IC; Package/Case:64-LQFP; IC Generic Number:42418; Leaded Process Compatible:No; Number of Bits:24; Number of Channels:8; Operating Temp. Max:70 C; Operating Temp. Min:-10 C
DC37PF179C
0.094 IN  (2.39 MM) DIAMETER
Silver Mica Capacitor; Capacitance:750pF; Capacitance Tolerance: /- 5%; Series:CDV30; Voltage Rating:2000VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:No RoHS Compliant: No
Audio CODEC IC; IC Function:Audio CODEC IC; Package/Case:64-LQFP; IC Generic Number:42426; Leaded Process Compatible:No; Number of Bits:24; Number of Channels:6; Operating Temp. Max:70 C; Operating Temp. Min:-10 C
Silver Mica Capacitor; Capacitance:1000pF; Capacitance Tolerance: /- 5%; Series:CDV30; Voltage Rating:2500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:110pF; Capacitance Tolerance: /- 5%; Series:CDV30; Voltage Rating:2500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:100pF; Capacitance Tolerance: /- 5%; Series:CDV30; Voltage Rating:2500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:No RoHS Compliant: No
	YEONHO Electronics Co., Ltd.
Vicor, Corp.
STMicroelectronics N.V.
Omron Electronics, LLC
TE Connectivity, Ltd.
Square D by Schneider Electric
Bourns, Inc.
BRILLIANCE SEMICONDUCTOR, Inc.
Atmel, Corp.
3M Company
Infineon Technologies AG
Cypress Semiconductor, Corp.
HIROSE ELECTRIC Co., Ltd.
ON Semiconductor
EEPROM
Catalyst Semiconductor

	PUMA67F16006A-80E PUMA67F16006A-12E PUMA67F16006AI	The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each
120NS, SOIC, IND TEMP(EEPROM)
70NS, PDIP, IND TEMP(EEPROM)
120NS, TSOP, COM TEMP(EEPROM)
200NS, PLCC, COM TEMP(EEPROM)
DIE(EEPROM)
90NS, PGA, 883C; LEVEL B FULLY COMPLIANT(EEPROM)
120NS, PGA, 883C; LEV B FULLY COMPLIANT(EEPROM)
120NS, PLCC, IND TEMP(EEPROM) X32号，闪存EEPROM模块
x32 Flash EEPROM Module X32号，闪存EEPROM模块
	Lattice Semiconductor, Corp.
Amphenol, Corp.
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