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			FAN431 - Adjustable/2.5V, 2% Tolerance Shunt Regulator Circular Connector; No. of Contacts:41; Series:; Body Material:Aluminum; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:22-41; MIL SPEC:MIL-C-26482 Series I RoHS Compliant: No Programmable Shunt Regulator 1-OUTPUT TWO TERM VOLTAGE REFERENCE, 2.495 V, PBCY3 
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	Part No.	FAN431 FAN431A FAN431AZXA FAN431L FAN431LZXA FAN431ZXA   

	Description	Adjustable/2.5V, 2% Tolerance Shunt Regulator 
 Circular Connector; No. of Contacts:41; Series:; Body Material:Aluminum; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:22-41; MIL SPEC:MIL-C-26482 Series I RoHS Compliant: No
Programmable Shunt Regulator 1-OUTPUT TWO TERM VOLTAGE REFERENCE, 2.495 V, PBCY3
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						 FAIRCHILD[Fairchild Semiconductor] 
 Fairchild Semiconductor Corporation
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			 Related Part Number
	
					PART	Description	Maker
	CAT102 CAT102EUK-TE7 	1-OUTPUT THREE TERM VOLTAGE REFERENCE, 0.6 V, PDSO5
Precision/ Adjustable Shunt Regulator (600mV Reference)
Precision, Adjustable Shunt Regulator (600mV Reference)
Low Voltage Precision, Adjustable Shunt Voltage Reference. 600 mV reference. ?% Tolerance.
	ON SEMICONDUCTOR
CATALYST[Catalyst Semiconductor]

	1N974B 1N963B 1N965B 1N962B 1N970B 1N960B 1N968D 1	0.5W, silicon zener diode. Zener voltage 56V. Test current 2.2mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 30V. Test current 4.2mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 62V. Test current 2.0mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 120V. Test current 1.0mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 120V. Test current 1.0mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 75V. Test current 1.7mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 22V. Test current 5.6mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 39V. Test current 3.2mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 68V. Test current 1.8mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 160V. Test current 0.80mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 150V. Test current 0.85mA.  -20% tolerance.
0.5W SILICON ZENER DIODES
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????) 50μA低电流操作，低反向漏，低噪声稳压二极管（250μA工作电流，小反向漏电流，低噪声，齐纳二极管）
PC 4/ 5-ST-7,62 .5W硅稳压二极管
Low Current Operation at 250?录A茂录?Low Reverse Leakage,Low Noise Zener Diode(250?录A氓路楼盲陆?莽?碌忙碌?茫??氓掳?氓??氓??忙录?莽?碌忙碌?茫??盲陆?氓?陋氓拢掳茫??茅陆?莽潞鲁盲潞?忙??莽庐隆)
0.5W, silicon zener diode. Zener voltage 180V. Test current 0.68mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 180V. Test current 0.68mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 200V. Test current 0.65mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 150V. Test current 0.85mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 68V. Test current 1.8mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 22V. Test current 5.6mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 7.5V. Test current 16.5mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 130V. Test current 0.95mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 51V. Test current 2.5mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 62V. Test current 2.0mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 56V. Test current 2.2mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 47V. Test current 2.7mA.  -10% tolerance.
	JGD[Jinan Gude Electronic Device]
济南固锝电子器件有限公司
Jinan Gude Electronic Device Co., Ltd.
Semtech, Corp.
娴???洪??靛??ㄤ欢??????
Jinan Gude Electronic D...

	LM431SBCMFX 	Adjustable/2.5V, 1% Tolerance Shunt Regulator; Package: SOT-23F; No of Pins: 3; Container: Tape &amp; Reel 1-OUTPUT TWO TERM VOLTAGE REFERENCE, 2.495 V, PDSO3
	Fairchild Semiconductor, Corp.

	ATV50C101JB-G ATV50C110J-G ATV50C110JB-G ATV50C111	Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=100V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=11V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=110V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=12V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=120V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=60V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=75V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=70V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=78V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=40V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=130V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=5000Watts, V-RWM=13V, Tolerance=5%
	Comchip Technology

	3KP70CA-HF 3KP70A-HF 3KP45A-HF 3KP36A-HF 3KP36CA-H	Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=70V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=45V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=36V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=58V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=54V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=90V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=48V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=75V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=28V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=80V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=43V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=60V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=33V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=51V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=78V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=350V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=250V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=14V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=8V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=64V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=17V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=26V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=19V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=6V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=3000Watts, V-RWM=6.5V, Tolerance=5%
	Comchip Technology

	NTE5296A NTE5240A NTE5241A NTE5242A NTE5243A NTE52	50 watt zener diode,  -5% tolerance. Nominal zener voltage Vz = 52.0V. Zener test current Izt = 240mA.
50 watt zener diode,  -5% tolerance. Nominal zener voltage Vz = 33.0V. Zener test current Izt = 380mA.
50 watt zener diode,  -5% tolerance. Nominal zener voltage Vz = 180.0V. Zener test current Izt = 68mA.
50 Watt Zener Diodes ±5% Tolerance
50 Watt Zener Diodes 5% Tolerance
50 WATT ZENER DIODES 【5% TOLERANCE
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????) 50μA低电流操作，低反向漏，低噪声稳压二极管（250μA工作电流，小反向漏电流，低噪声，齐纳二极管）
50 watt zener diode,  -5% tolerance. Nominal zener voltage Vz = 13.0V. Zener test current Izt = 960mA.
50 watt zener diode,  -5% tolerance. Nominal zener voltage Vz = 43.0V. Zener test current Izt = 290mA.
	NTE[NTE Electronics]
Fujitsu, Ltd.
NTE Electronics, Inc.

	1N754 1N746 1N759 1N4371 1N4372 1N747 1N748 1N749 	   500mW SILICON ZENER DIODES
500mW, silicon zener diode. Zener voltage 9.1 V. Test current 20 mA.  -2% tolerance.
500mW, silicon zener diode. Zener voltage 12.0 V. Test current 20 mA.  -1% tolerance.
500mW, silicon zener diode. Zener voltage 4.3 V. Test current 20 mA.  -2% tolerance.
500mW, silicon zener diode. Zener voltage 3.9 V. Test current 20 mA.  -2% tolerance.
500mW, silicon zener diode. Zener voltage 8.2 V. Test current 20 mA.  -1% tolerance.
500mW, silicon zener diode. Zener voltage 3.0 V. Test current 20 mA.  -2% tolerance.
500mW, silicon zener diode. Zener voltage 2.4 V. Test current 20 mA.  -1% tolerance.
500mW, silicon zener diode. Zener voltage 2.4 V. Test current 20 mA.  -2% tolerance.
SIDE GRIPS, PAIR GREY LARGESIDE GRIPS, PAIR GREY LARGE; Colour:Grey; Pack size:2
surface mount silicon Zener diodes
500mW, silicon zener diode. Zener voltage 12 V. Test current 20 mA.  -2% tolerance.
500mW, silicon zener diode. Zener voltage 10 V. Test current 20 mA.  -2% tolerance.
500mW, silicon zener diode. Zener voltage 3.0 V. Test current 20 mA.  -1% tolerance.
500mW, silicon zener diode. Zener voltage 3.3 V. Test current 20 mA.  -2% tolerance.
500mW, silicon zener diode. Zener voltage 3.9 V. Test current 20 mA.  -1% tolerance.
500mW, silicon zener diode. Zener voltage 9.1 V. Test current 20 mA.  -1% tolerance.
500mW, silicon zener diode. Zener voltage 7.5 V. Test current 20 mA.  -1% tolerance.
	Jinan Gude Electronic D...
JGD[Jinan Gude Electronic Device]
济南固锝电子器件有限公司
娴???洪??靛??ㄤ欢??????

	1N5222AUR-1 1N5222BUR-1 1N5253AUR-1 1N5267BUR-1 1N	Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.5 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.5 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 25 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 75 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 47 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 180 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 180 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 110 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 110 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.9 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 150 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 150 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 82 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 12 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 12 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 56 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 68 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.6 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 24 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 51 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.8 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.0 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.3 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.3 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.7 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.8 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.0 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.3 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.6 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.6 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.9 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.3 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.7 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.7 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 39 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 140 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 56 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 24 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 43 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 43 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 8.7 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 18 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 36 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 170 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 60 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 11 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 11 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 130 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 33 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 33 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 14 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 39 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 14 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 62 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 17 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 200 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 87 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 27 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 130 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.2 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 60 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 18 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 27 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 30 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 30 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 62 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 120 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 160 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 160 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 75 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 87 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 190 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 28 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 19 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 17 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 47 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.1 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 25 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 36 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 15 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 22 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 100 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.1 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 10 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 8.7 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 13 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.0 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 120 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 10 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 91 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.2 V. Tolerance  -5%.
	Microsemi

	VN920-B5 VN920SOTR-E 	SINGLE CHANNEL HIGH SIDE SOLID STATE RELAY
INDUCTOR, AXIAL, 12UH; Inductor type:Choke; Inductance:12uH; Tolerance, inductance: /-20%; Resistance:0.04R; Current, DC max:4A; Frequency, resonant
INDUCTOR, AXIAL, 22UH; Inductor type:Choke; Inductance:22uH; Tolerance, inductance: /-20%; Resistance:0.07R; Current, DC max:3A; Frequency, resonant:110MHz; Case style:Axial; Material, core:Ferrite; Tolerance,  :20%; Tolerance, RoHS Compliant: Yes
	STMicroelectronics
意法半导
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