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	Part: KTK211
	Maker: KEC
	Pack: SOT23
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.14
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	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	SP4-2520/883 SP7-2520-2 SP3-2525-5 SP3-2520-5 	OP-AMP, 8000 uV OFFSET-MAX, 20 MHz BAND WIDTH, CQCC20 CERAMIC, LCC-20
OP-AMP, 8000 uV OFFSET-MAX, 20 MHz BAND WIDTH, CDIP8 MINI, CERDIP-8
OP-AMP, 10000 uV OFFSET-MAX, 20 MHz BAND WIDTH, PDIP8
OP-AMP, 8000 uV OFFSET-MAX, 20 MHz BAND WIDTH, PDIP8
	Intersil, Corp.
E2V Technologies PLC

	LT1124IS8TRPBF LT1124IS8-1TRPBF LINEARTECHNOLOGYCO	Dual/Quad Low Noise, High Speed Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C DUAL OP-AMP, 200 uV OFFSET-MAX, 12.5 MHz BAND WIDTH, PDSO8
DUAL OP-AMP, 170 uV OFFSET-MAX, 12.5 MHz BAND WIDTH, PDSO8
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP
Linear Dimensions Semic...

	LT1996IMSPBF LT1996IMSTR 	Precision, 100&#181;A Gain Selectable Amplifier; Package: MSOP; No of Pins: 10; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 200 uV OFFSET-MAX, 0.56 MHz BAND WIDTH, PDSO10
	Linear Technology, Corp.

	SP4-2512/883 SP2-2512/883 SP4-2510-2 SP3-2512-2 SP	OP-AMP, 10000 uV OFFSET-MAX, 12 MHz BAND WIDTH, CQCC20 CERAMIC, LCC-20
OP-AMP, 10000 uV OFFSET-MAX, 12 MHz BAND WIDTH, MBCY8 METAL CAN-8
OP-AMP, 8000 uV OFFSET-MAX, 12 MHz BAND WIDTH, CQCC20
OP-AMP, 10000 uV OFFSET-MAX, 12 MHz BAND WIDTH, PDIP8
	Ecliptek, Corp.

	MAX417CPA MAX4166ELAT MAX4128EUA MAX4266ESA MAX441	Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps DUAL OP-AMP, 5000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDIP8
High-Output-Drive, Precision, Low-Power, Single-Supply, Rail-to-Rail I/O Op Amps with Shutdown OP-AMP, 4900 uV OFFSET-MAX, 5 MHz BAND WIDTH, DSO8
Single/Dual/Quad, Wide-Bandwidth, Low-Power, Single-Supply Rail-to-Rail I/O Op Amps DUAL OP-AMP, 4700 uV OFFSET-MAX, 25 MHz BAND WIDTH, PDSO8
Ultra-Low-Distortion, Single-Supply, 300MHz Op Amps with Enable OP-AMP, 9000 uV OFFSET-MAX, 700 MHz BAND WIDTH, PDSO8
Low-Power,  3V/ 5V, 400MHz Single-Supply Op Amps with Rail-to-Rail Outputs OP-AMP, 6000 uV OFFSET-MAX, PDSO8
Single/Dual/Triple/Quad Operational Amplifiers QUAD OP-AMP, 25000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDIP14
Single/Dual/Triple/Quad Operational Amplifiers DUAL OP-AMP, 3000 uV OFFSET-MAX, 0.48 MHz BAND WIDTH, PDSO8
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps DUAL OP-AMP, 5000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDSO8
740MHz, Low-Noise, Low-Distortion Op Amps in SOT23-5 OP-AMP, 6000 uV OFFSET-MAX, 740 MHz BAND WIDTH, PDSO8
UCSP, Single-Supply, Low-Noise, Low-Distortion, Rail-to-Rail Op Amps OP-AMP, 750 uV OFFSET-MAX, 3 MHz BAND WIDTH, PDSO5
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 3000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDSO8
Single/Dual/Quad, General-Purpose, Low-Voltage, Rail-to-Rail Output Op Amps OP-AMP, 6000 uV OFFSET-MAX, 1.3 MHz BAND WIDTH, PDSO5
SOT23, Low-Noise, Low-Distortion, Wide-Band, Rail-to-Rail Op Amps QUAD OP-AMP, 750 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDSO14
SOT23, Low-Noise, Low-Distortion, Wide-Band, Rail-to-Rail Op Amps QUAD OP-AMP, 750000 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDSO14
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 950 uV OFFSET-MAX, 0.04 MHz BAND WIDTH, PDSO8
500MHz, Low-Power Op Amps OP-AMP, 8000 uV OFFSET-MAX, 500 MHz BAND WIDTH, PDSO8
Single/Dual/Triple/Quad Operational Amplifiers QUAD OP-AMP, 7000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDSO16
Micropower, SOT23, Rail-to-Rail, Fixed-Gain GainAmp Open-Loop GainAmps Op Amps DUAL OP-AMP, 3500 uV OFFSET-MAX, 4 MHz BAND WIDTH, PDSO8
Single/Dual/Quad, 270MHz, 1mA, SOT23, Current-Feedback Amplifiers with Shutdown OP-AMP, 7000 uV OFFSET-MAX, 245 MHz BAND WIDTH, PDSO8
SOT23, Rail-to-Rail, Fixed-Gain, Gain Amps/Open-Loop Op Amps
	Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC

	LT1636CDD LT1636IMS8 LT1636IMS8PBF LT1636IN8PBF LT	Over-The-Top Micropower Rail-to-Rail Input and Output Op Amp; Package: SO; No of Pins: 8; Temperature Range: -40&deg; to  125&deg;C OP-AMP, 3400 uV OFFSET-MAX, 0.22 MHz BAND WIDTH, PDSO8
Over-The-Top Micropower Rail-to-Rail Input and Output Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 700 uV OFFSET-MAX, 0.22 MHz BAND WIDTH, PDIP8
Over-The-Top Micropower Rail-to-Rail Input and Output Op Amp; Package: MSOP; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 1200 uV OFFSET-MAX, 0.22 MHz BAND WIDTH, PDSO8
	Linear Technology, Corp.

	ASOP-77GP ASOP-77FS ASOP-77GS ASOP-77AJ ASOP-77BJ 	OP-AMP, 150 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, PDIP8 MINI, PLASTIC, DIP-8
OP-AMP, 0.6 MHz BAND WIDTH, PDSO8 0.150 INCH, PLASTIC, SOIC-8
OP-AMP, 60 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, MBCY8 HERMETIC SEALED, METAL CAN, TO-99, 8 PIN
OP-AMP, 120 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, MBCY8 HERMETIC SEALED, METAL CAN, TO-99, 8 PIN
OP-AMP, 45 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, MBCY8 HERMETIC SEALED, METAL CAN, TO-99, 8 PIN
OP-AMP, 100 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, MBCY8 HERMETIC SEALED, METAL CAN, TO-99, 8 PIN
OP-AMP, 100 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, PDIP8 MINI, PLASTIC, DIP-8
	Calogic, LLC

	LT1206CT7 LT1206_07 LT1206 LT1206CN8 LT1206CR LT12	250mA/60MHz Current Feedback Amplifi er OP-AMP, 10000 uV OFFSET-MAX, 60 MHz BAND WIDTH, PZFM7
250mA/60MHz Current Feedback Amplifier; Package: DD PAK; No of Pins: 7; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 10000 uV OFFSET-MAX, 60 MHz BAND WIDTH, PSSO7
	Linear Technology, Corp.
LINER[Linear Technology]

	LT1189CS8TR 	Low Power Video Difference Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 3000 uV OFFSET-MAX, 35 MHz BAND WIDTH, PDSO8
	Linear Technology, Corp.

	LT1210_06 LT1210 LT1210CR LT1210CS LT1210CT7 LT121	OP-AMP, 20000 uV OFFSET-MAX, 35 MHz BAND WIDTH, PZFM7
1.1A, 35MHz Current Feedback Amplifier (CFA); Package: SO; No of Pins: 16; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 20000 uV OFFSET-MAX, 35 MHz BAND WIDTH, PDSO16
1.1A, 35MHz Current Feedback Amplifier (CFA); Package: DD PAK; No of Pins: 7; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 20000 uV OFFSET-MAX, 35 MHz BAND WIDTH, PSSO7
	LINEAR TECHNOLOGY CORP
Linear Technology, Corp.
LINER[Linear Technology]

	EL8188FWZ-T7 INTERSILCORP-EL8188FWZ-T7A EL8188FIZ-	Micropower Single Supply Rail-to-Rail Input-Output Precision Op Amp OP-AMP, 1500 uV OFFSET-MAX, 0.266 MHz BAND WIDTH, PDSO6
OP-AMP, 1500 uV OFFSET-MAX, 0.266 MHz BAND WIDTH, PBGA6
	Intersil, Corp.
INTERSIL CORP

	LTC6242HVHGN LTC6242HGN 	Quad 18MHz, Low Noise, Rail-to-Rail, CMOS Op Amp; Package: SSOP; No of Pins: 16; Temperature Range: -40&deg; to  125&deg;C QUAD OP-AMP, 400 uV OFFSET-MAX, 12 MHz BAND WIDTH, PDSO16
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP
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