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			HE722A0510 -    DUAL-IN-LINE Reed Relay 2GHz Current Feedback Amplifier 8-MSOP -40 to 85 14-Bit, 1 MSPS ADC Single Ch., Diff. Input, DSP/uP IF, Pgmable Gain Amp, Internal S&amp;H 48-TQFP -40 to 85 XTAL PLAS SMT 12X4 4PAD 10-Bit, 6 MSPS Simultaneous Sampling Quad Ch. ADC; Includes Parallel DSP/uP I/F &amp; Ch. Auto-Scan 32-TSSOP 0 to 70 Low Power 5V RS232 Dual Driver/Receiver with 0.1?碌F Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?掳C to  85?掳C 100-W Stereo Digital Amplifier Power Stage 44-HTSSOP 0 to 70 双列直插式干簧继电器 125-W Stereo Digital Amplifier Power Stage 36-HSSOP 0 to 70 双列直插式干簧继电器 20-W Stereo Digital Amplifier Power Stage 44-HTSSOP 0 to 70 双列直插式干簧继电器 Octal Buffers And Line/MOS Drivers With 3-State Outputs 20-LCCC -55 to 125 双列直插式干簧继电器 6 Channel Digital Audio PWM Processor 38-TSSOP 0 to 70 双列直插式干簧继电器 Octal Buffers And Line/MOS Drivers With 3-State Outputs 20-CFP -55 to 125 双列直插式干簧继电器 Quadruple Bus Buffer Gates With 3-State Outputs 14-CDIP -55 to 125 双列直插式干簧继电器 3.3/5-V RS-485 Transceiver 8-PDIP 0 to 70 双列直插式干簧继电器 Quad High-Speed Differential Receivers 16-SOIC 0 to 70 双列直插式干簧继电器 PROFIBUS RS-485 Transceiver 8-SOIC 0 to 70 双列直插式干簧继电器 100-W Mono Digital Amplifier Power Stage 36-HSSOP 0 to 70 双列直插式干簧继电器 XTAL MTL T/H HC49/U 双列直插式干簧继电器 Quadruple Low-Power Line Receiver 14-PDIP 0 to 70 双列直插式干簧继电器 Quadruple Low-Power Line Receiver 14-SO 0 to 70 双列直插式干簧继电器 PanelBus DVI Receiver 165MHz 100-HTQFP 0 to 70 双列直插式干簧继电器 Replaced by TAS5111A : 30-W Digital Amplifier Power Stage 32-HTSSOP -40 to 85 双列直插式干簧继电器 Replaced by TAS5111A : Digital Amplifier Power Stage 32-HTSSOP 0 to 70 双列直插式干簧继电器 10 Bit, 40 MSPS Low Power ADC With PGA and Internal Precision Clamp 28-TSSOP 0 to 70 双列直插式干簧继电器 100-W Stereo Digital Amplifier Power Stage 36-HSSOP 0 to 70 双列直插式干簧继电器 9-Channel Differential Transceiver 56-SSOP 0 to 70 双列直插式干簧继电器 5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 5V的高速RS - 232收发器与0.1uF电容 Digital Audio PWM Processor 48-TQFP 0 to 70 双列直插式干簧继电器 Enclosure; External Height:66.562"; External Width:22"; External Depth:18.50"; Panel Space:61.25"; Enclosure Color:Black; Enclosure Material:Steel; Panel Width:19.00" RoHS Compliant: Yes 双列直插式干簧继电器 Replaced by TAS5112A,TAS5111A : Digital Amplifier Power Stage 32-HTSSOP 0 to 70 双列直插式干簧继电器 TI PanelBus DVI Transmitter 165 MHz plus HDCP and embedded HDCP keys 64-HTQFP 0 to 70 双列直插式干簧继电器 Triple Differential Transceivers 20-SSOP 0 to 70 双列直插式干簧继电器 Digital Audio Processor with 3D Effects 38-TSSOP 0 to 70 双列直插式干簧继电器 4-Channel Automotive Digital Amplifiers 36-HSSOP -40 to 105 双列直插式干簧继电器 Transient Voltage Suppression Differential Transceiver 8-SOIC 0 to 70 双列直插式干簧继电器 TV Tuner IC 30-TSSOP -20 to 85 双列直插式干簧继电器 Replaced by TAS5112A : 50-W Digital Amplifier Power Stage 32-HTSSOP 0 to 70 双列直插式干簧继电器 12 Bit, 8 MSPS ADC with Dual Ch., DSP/uP Interface, 16X FIFO, Channel Autoscan, Low Power 32-TSSOP -40 to 85 双列直插式干簧继电器 5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 5V的高RS - 232收发器与0.1uF电容 14-Bit, 8 MSPS ADC Single Ch., Diff. Input, DSP/uP IF, Pgmable Gain Amp, Internal S&amp;H 48-TQFP -40 to 85 双列直插式干簧继电器 14-Bit, 1 MSPS ADC Single Ch., Diff. Input, DSP/uP IF, Pgmable Gain Amp, Internal S&amp;H 48-HTQFP -40 to 125 双列直插式干簧继电器 FlatLink(TM) Receiver 48-TSSOP 双列直插式干簧继电器 FlatLink(TM) Transmitter 48-TSSOP 0 to 70 双列直插式干簧继电器 Low-Power Multiple Drivers And Receivers 20-SOIC 0 to 70 双列直插式干簧继电器 Triple Low-Power Drivers And Receivers 16-SO 0 to 70 双列直插式干簧继电器 Quadruple Low-Power Line Driver 14-SO 0 to 70 双列直插式干簧继电器 Quadruple Low-Power Line Driver 14-SSOP 0 to 70 双列直插式干簧继电器 DUAL-IN-LINE Reed Relay 双列直插式干簧继电器 Quadruple Low-Power Line Receiver 14-SOIC 0 to 70 双列直插式干簧继电器 Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 电可擦除可编程逻辑器件 Replaced by TAS5001 : Digital Audio PWM Processor 48-TQFP 0 to 70 Low-Power Multiple Drivers And Receivers With Enable 24-PDIP 0 to 70 Low-Power Multiple Drivers And Receivers With Enable 24-TSSOP 0 to 70 Low-Power RS-485 Transceiver 8-PDIP 0 to 70 TI PanelBus <TM> DVI Transmitter 165MHz plus HDCP 64-HTQFP 0 to 70 Replaced by ADS826 : 10 Bit, 60 MSPS ADC Diff. Input/Clock, Best in Industry ENOB over full temp range 48-HTQFP 0 to 70 Replaced by ADS826 : 10 Bit, 60 MSPS ADC Diff. Input/Clock, Best in Industry ENOB over full temp range 48-HTQFP -40 to 85 Octal Buffers & Line Drivers With Open-Collector Outputs 20-LCCC -55 to 125 Low-Voltage 8-Bit I2C and SMBus I/O Expander With Interrupt Output, Reset, and Config Register 20-BGA MICROSTAR JUNIOR -40 to 85 Low-Voltage 8-Bit I2C and SMBus I/O Expander With Interrupt Output, Reset, and Config Register 16-QFN -40 to 85 Low-Voltage 24 Bit I2C and SMBus I/O Expander With Interrupt Output Reset and Config Registers 32-UQFN -40 to 85 Low-Voltage 8-Bit I2C and SMBus I/O Expander With Interrupt Output, Reset, and Config Register 16-TSSOP -40 to 85 Low-Voltage 7-Bit I2C and SMBus LED Driver With Intensity Control and Shutdown 14-TSSOP -40 to 85 Low-Voltage 7-Bit I2C and SMBus LED Driver With Intensity Control and Shutdown 12-BGA MICROSTAR JUNIOR -40 to 85 Low-Voltage 7-Bit I2C and SMBus LED Driver With Intensity Control and Shutdown 12-X2QFN Dual- High-Voltage, Low Distortion, Current-Feedback Operational Amplifier with Power-down 14-HTSSOP -40 to 85 Dual- High-Voltage, Low Distortion, Current-Feedback Operational Amplifier with Power-down 14-SOIC -40 to 85 Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C Single Supply RS232C Line Driver/Receiver(?????μ?o?RS232C ?o?????????¨???2???2??????) 8 Channel Digital Audio PWM Processor 64-TQFP 0 to 70 Quadruple RS-485 Differential Line Receivers 16-SOIC 0 to 70 Replaced by SN75971B : Differential Converter-Data Product Preview 56-SSOP 0 to 70 FM stereo radio with transmitter 40-WQFN -20 to 85 PanelBus DVI Receiver 112MHz, HSYNC fix 100-HTQFP 0 to 70 PanelBus DVI Receiver 86MHz, HSYNC fix 100-HTQFP 0 to 70 PanelBus DVI Receiver 165MHz, HSYNC fix 100-HTQFP 0 to 70 10-Bit, 8 MSPS ADC Dual Ch., Parallel DSP/uP, Channel Autoscan, Low Power 32-TSSOP -40 to 85 12 Bit, 8 MSPS ADC with Dual Ch., DSP/uP Interface, 16X FIFO, Channel Autoscan, Low Power 32-TSSOP 0 to 70 12-Bit, 6 MSPS ADC Quad Ch. (Config.), DSP/uP IF, Integ. 16x FIFO, Channel AutoScan, Low Power 32-TSSOP -40 to 125 12-Bit, 6 MSPS ADC Quad Ch. (Config.), DSP/uP IF, Integ. 16x FIFO, Channel AutoScan, Low Power 32-TSSOP -40 to 85 12-Bit, 6 MSPS ADC Quad Ch. (Config.), DSP/uP IF, Integ. 16x FIFO, Channel AutoScan, Low Power 32-TSSOP 0 to 70 10 Bit, 8 MSPS ADC W/Dual Channel, Parallel DSP/uP Interface, 16X FIFO, Channel AutoScan, Low Power 32-TSSOP -40 to 85 10 Bit, 8 MSPS ADC W/Dual Channel, Parallel DSP/uP Interface, 16X FIFO, Channel AutoScan, Low Power 32-TSSOP 0 to 70 10-Bit, 6 MSPS ADC Quad Ch. (Config.), DSP/uP Interface, Integ. 16x FIFO, Ch. AutoScan, Low Power 32-TSSOP -40 to 85 10-Bit, 6 MSPS ADC Quad Ch. (Config.), DSP/uP Interface, Integ. 16x FIFO, Ch. AutoScan, Low Power 32-TSSOP 0 to 70 70-W Mono Digital Amplifier Power Stage 32-HTSSOP 0 to 70 Low-Power Multiple RS-232 Drivers And Receivers 20-PDIP 0 to 70 Low-Power Multiple Drivers And Receivers With Enable 24-SSOP 0 to 70 Replaced by TAS5111A : 30-W Digital Amplifier Power Stage 32-HTSSOP 0 to 70 Replaced by ADS826 : 10-Bit 50 MSPS IF Sampling Communications ADC W/Single Ch., Low Noise, High SFDR, No Missing Codes 48-HTQFP 0 to 70 Replaced by ADS826 : 10-Bit 50 MSPS IF Sampling Communications ADC W/Single Ch., Low Noise, High SFDR, No Missing Codes 48-HTQFP -40 to 85 Low-Power LinBiCMOS Multiple Drivers And Receivers 28-SOIC 0 to 70 50-W Stereo Digital Amplifier Power Stage 56-HTSSOP 0 to 70 Replaced by TAS5122 : 15-W Stereo Digital Amplifier Power Stage 32-HTSSOP Octal Bus Transceivers And Registers With 3-State Outputs 24-CDIP -55 to 125 
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	Description	   DUAL-IN-LINE Reed Relay 
 2GHz Current Feedback Amplifier 8-MSOP -40 to 85
14-Bit, 1 MSPS ADC Single Ch., Diff. Input, DSP/uP IF, Pgmable Gain Amp, Internal S&amp;H 48-TQFP -40 to 85
XTAL PLAS SMT 12X4 4PAD
10-Bit, 6 MSPS Simultaneous Sampling Quad Ch. ADC; Includes Parallel DSP/uP I/F &amp; Ch. Auto-Scan 32-TSSOP 0 to 70
Low Power 5V RS232 Dual Driver/Receiver with 0.1?碌F Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?掳C to  85?掳C
100-W Stereo Digital Amplifier Power Stage 44-HTSSOP 0 to 70 双列直插式干簧继电器
125-W Stereo Digital Amplifier Power Stage 36-HSSOP 0 to 70 双列直插式干簧继电器
20-W Stereo Digital Amplifier Power Stage 44-HTSSOP 0 to 70 双列直插式干簧继电器
Octal Buffers And Line/MOS Drivers With 3-State Outputs 20-LCCC -55 to 125 双列直插式干簧继电器
6 Channel Digital Audio PWM Processor 38-TSSOP 0 to 70 双列直插式干簧继电器
Octal Buffers And Line/MOS Drivers With 3-State Outputs 20-CFP -55 to 125 双列直插式干簧继电器
Quadruple Bus Buffer Gates With 3-State Outputs 14-CDIP -55 to 125 双列直插式干簧继电器
3.3/5-V RS-485 Transceiver 8-PDIP 0 to 70 双列直插式干簧继电器
Quad High-Speed Differential Receivers 16-SOIC 0 to 70 双列直插式干簧继电器
PROFIBUS RS-485 Transceiver 8-SOIC 0 to 70 双列直插式干簧继电器
100-W Mono Digital Amplifier Power Stage 36-HSSOP 0 to 70 双列直插式干簧继电器
XTAL MTL T/H HC49/U 双列直插式干簧继电器
Quadruple Low-Power Line Receiver 14-PDIP 0 to 70 双列直插式干簧继电器
Quadruple Low-Power Line Receiver 14-SO 0 to 70 双列直插式干簧继电器
PanelBus DVI Receiver 165MHz 100-HTQFP 0 to 70 双列直插式干簧继电器
Replaced by TAS5111A : 30-W Digital Amplifier Power Stage 32-HTSSOP -40 to 85 双列直插式干簧继电器
Replaced by TAS5111A : Digital Amplifier Power Stage 32-HTSSOP 0 to 70 双列直插式干簧继电器
10 Bit, 40 MSPS Low Power ADC With PGA and Internal Precision Clamp 28-TSSOP 0 to 70 双列直插式干簧继电器
100-W Stereo Digital Amplifier Power Stage 36-HSSOP 0 to 70 双列直插式干簧继电器
9-Channel Differential Transceiver 56-SSOP 0 to 70 双列直插式干簧继电器
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 5V的高速RS - 232收发器与0.1uF电容
Digital Audio PWM Processor 48-TQFP 0 to 70 双列直插式干簧继电器
Enclosure; External Height:66.562"; External Width:22"; External Depth:18.50"; Panel Space:61.25"; Enclosure Color:Black; Enclosure Material:Steel; Panel Width:19.00" RoHS Compliant: Yes 双列直插式干簧继电器
Replaced by TAS5112A,TAS5111A : Digital Amplifier Power Stage 32-HTSSOP 0 to 70 双列直插式干簧继电器
TI PanelBus DVI Transmitter 165 MHz plus HDCP and embedded HDCP keys 64-HTQFP 0 to 70 双列直插式干簧继电器
Triple Differential Transceivers 20-SSOP 0 to 70 双列直插式干簧继电器
Digital Audio Processor with 3D Effects 38-TSSOP 0 to 70 双列直插式干簧继电器
4-Channel Automotive Digital Amplifiers 36-HSSOP -40 to 105 双列直插式干簧继电器
Transient Voltage Suppression Differential Transceiver 8-SOIC 0 to 70 双列直插式干簧继电器
TV Tuner IC 30-TSSOP -20 to 85 双列直插式干簧继电器
Replaced by TAS5112A : 50-W Digital Amplifier Power Stage 32-HTSSOP 0 to 70 双列直插式干簧继电器
12 Bit, 8 MSPS ADC with Dual Ch., DSP/uP Interface, 16X FIFO, Channel Autoscan, Low Power 32-TSSOP -40 to 85 双列直插式干簧继电器
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 5V的高RS - 232收发器与0.1uF电容
14-Bit, 8 MSPS ADC Single Ch., Diff. Input, DSP/uP IF, Pgmable Gain Amp, Internal S&amp;H 48-TQFP -40 to 85 双列直插式干簧继电器
14-Bit, 1 MSPS ADC Single Ch., Diff. Input, DSP/uP IF, Pgmable Gain Amp, Internal S&amp;H 48-HTQFP -40 to 125 双列直插式干簧继电器
FlatLink(TM) Receiver 48-TSSOP 双列直插式干簧继电器
FlatLink(TM) Transmitter 48-TSSOP 0 to 70 双列直插式干簧继电器
Low-Power Multiple Drivers And Receivers 20-SOIC 0 to 70 双列直插式干簧继电器
Triple Low-Power Drivers And Receivers 16-SO 0 to 70 双列直插式干簧继电器
Quadruple Low-Power Line Driver 14-SO 0 to 70 双列直插式干簧继电器
Quadruple Low-Power Line Driver 14-SSOP 0 to 70 双列直插式干簧继电器
DUAL-IN-LINE Reed Relay 双列直插式干簧继电器
Quadruple Low-Power Line Receiver 14-SOIC 0 to 70 双列直插式干簧继电器
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 电可擦除可编程逻辑器件
Replaced by TAS5001 : Digital Audio PWM Processor 48-TQFP 0 to 70
Low-Power Multiple Drivers And Receivers With Enable 24-PDIP 0 to 70
Low-Power Multiple Drivers And Receivers With Enable 24-TSSOP 0 to 70
Low-Power RS-485 Transceiver 8-PDIP 0 to 70
TI PanelBus <TM> DVI Transmitter 165MHz plus HDCP 64-HTQFP 0 to 70
Replaced by ADS826 : 10 Bit, 60 MSPS ADC Diff. Input/Clock, Best in Industry ENOB over full temp range 48-HTQFP 0 to 70
Replaced by ADS826 : 10 Bit, 60 MSPS ADC Diff. Input/Clock, Best in Industry ENOB over full temp range 48-HTQFP -40 to 85
Octal Buffers & Line Drivers With Open-Collector Outputs 20-LCCC -55 to 125
Low-Voltage 8-Bit I2C and SMBus I/O Expander With Interrupt Output, Reset, and Config Register 20-BGA MICROSTAR JUNIOR -40 to 85
Low-Voltage 8-Bit I2C and SMBus I/O Expander With Interrupt Output, Reset, and Config Register 16-QFN -40 to 85
Low-Voltage 24 Bit I2C and SMBus I/O Expander With Interrupt Output Reset and Config Registers 32-UQFN -40 to 85
Low-Voltage 8-Bit I2C and SMBus I/O Expander With Interrupt Output, Reset, and Config Register 16-TSSOP -40 to 85
Low-Voltage 7-Bit I2C and SMBus LED Driver With Intensity Control and Shutdown 14-TSSOP -40 to 85
Low-Voltage 7-Bit I2C and SMBus LED Driver With Intensity Control and Shutdown 12-BGA MICROSTAR JUNIOR -40 to 85
Low-Voltage 7-Bit I2C and SMBus LED Driver With Intensity Control and Shutdown 12-X2QFN
Dual- High-Voltage, Low Distortion, Current-Feedback Operational Amplifier with Power-down 14-HTSSOP -40 to 85
Dual- High-Voltage, Low Distortion, Current-Feedback Operational Amplifier with Power-down 14-SOIC -40 to 85
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
Single Supply RS232C Line Driver/Receiver(?????μ?o?RS232C ?o?????????¨???2???2??????)
8 Channel Digital Audio PWM Processor 64-TQFP 0 to 70
Quadruple RS-485 Differential Line Receivers 16-SOIC 0 to 70
Replaced by SN75971B : Differential Converter-Data Product Preview 56-SSOP 0 to 70
FM stereo radio with transmitter 40-WQFN -20 to 85
PanelBus DVI Receiver 112MHz, HSYNC fix 100-HTQFP 0 to 70
PanelBus DVI Receiver 86MHz, HSYNC fix 100-HTQFP 0 to 70
PanelBus DVI Receiver 165MHz, HSYNC fix 100-HTQFP 0 to 70
10-Bit, 8 MSPS ADC Dual Ch., Parallel DSP/uP, Channel Autoscan, Low Power 32-TSSOP -40 to 85
12 Bit, 8 MSPS ADC with Dual Ch., DSP/uP Interface, 16X FIFO, Channel Autoscan, Low Power 32-TSSOP 0 to 70
12-Bit, 6 MSPS ADC Quad Ch. (Config.), DSP/uP IF, Integ. 16x FIFO, Channel AutoScan, Low Power 32-TSSOP -40 to 125
12-Bit, 6 MSPS ADC Quad Ch. (Config.), DSP/uP IF, Integ. 16x FIFO, Channel AutoScan, Low Power 32-TSSOP -40 to 85
12-Bit, 6 MSPS ADC Quad Ch. (Config.), DSP/uP IF, Integ. 16x FIFO, Channel AutoScan, Low Power 32-TSSOP 0 to 70
10 Bit, 8 MSPS ADC W/Dual Channel, Parallel DSP/uP Interface, 16X FIFO, Channel AutoScan, Low Power 32-TSSOP -40 to 85
10 Bit, 8 MSPS ADC W/Dual Channel, Parallel DSP/uP Interface, 16X FIFO, Channel AutoScan, Low Power 32-TSSOP 0 to 70
10-Bit, 6 MSPS ADC Quad Ch. (Config.), DSP/uP Interface, Integ. 16x FIFO, Ch. AutoScan, Low Power 32-TSSOP -40 to 85
10-Bit, 6 MSPS ADC Quad Ch. (Config.), DSP/uP Interface, Integ. 16x FIFO, Ch. AutoScan, Low Power 32-TSSOP 0 to 70
70-W Mono Digital Amplifier Power Stage 32-HTSSOP 0 to 70
Low-Power Multiple RS-232 Drivers And Receivers 20-PDIP 0 to 70
Low-Power Multiple Drivers And Receivers With Enable 24-SSOP 0 to 70
Replaced by TAS5111A : 30-W Digital Amplifier Power Stage 32-HTSSOP 0 to 70
Replaced by ADS826 : 10-Bit 50 MSPS IF Sampling Communications ADC W/Single Ch., Low Noise, High SFDR, No Missing Codes 48-HTQFP 0 to 70
Replaced by ADS826 : 10-Bit 50 MSPS IF Sampling Communications ADC W/Single Ch., Low Noise, High SFDR, No Missing Codes 48-HTQFP -40 to 85
Low-Power LinBiCMOS Multiple Drivers And Receivers 28-SOIC 0 to 70
50-W Stereo Digital Amplifier Power Stage 56-HTSSOP 0 to 70
Replaced by TAS5122 : 15-W Stereo Digital Amplifier Power Stage 32-HTSSOP
Octal Bus Transceivers And Registers With 3-State Outputs 24-CDIP -55 to 125
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 			 Full text search :    DUAL-IN-LINE Reed Relay 2GHz Current Feedback Amplifier 8-MSOP -40 to 85 14-Bit, 1 MSPS ADC Single Ch., Diff. Input, DSP/uP IF, Pgmable Gain Amp, Internal S&amp;H 48-TQFP -40 to 85 XTAL PLAS SMT 12X4 4PAD 10-Bit, 6 MSPS Simultaneous Sampling Quad Ch. ADC; Includes Parallel DSP/uP I/F &amp; Ch. Auto-Scan 32-TSSOP 0 to 70 Low Power 5V RS232 Dual Driver/Receiver with 0.1?碌F Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?掳C to  85?掳C 100-W Stereo Digital Amplifier Power Stage 44-HTSSOP 0 to 70 双列直插式干簧继电器 125-W Stereo Digital Amplifier Power Stage 36-HSSOP 0 to 70 双列直插式干簧继电器 20-W Stereo Digital Amplifier Power Stage 44-HTSSOP 0 to 70 双列直插式干簧继电器 Octal Buffers And Line/MOS Drivers With 3-State Outputs 20-LCCC -55 to 125 双列直插式干簧继电器 6 Channel Digital Audio PWM Processor 38-TSSOP 0 to 70 双列直插式干簧继电器 Octal Buffers And Line/MOS Drivers With 3-State Outputs 20-CFP -55 to 125 双列直插式干簧继电器 Quadruple Bus Buffer Gates With 3-State Outputs 14-CDIP -55 to 125 双列直插式干簧继电器 3.3/5-V RS-485 Transceiver 8-PDIP 0 to 70 双列直插式干簧继电器 Quad High-Speed Differential Receivers 16-SOIC 0 to 70 双列直插式干簧继电器 PROFIBUS RS-485 Transceiver 8-SOIC 0 to 70 双列直插式干簧继电器 100-W Mono Digital Amplifier Power Stage 36-HSSOP 0 to 70 双列直插式干簧继电器 XTAL MTL T/H HC49/U 双列直插式干簧继电器 Quadruple Low-Power Line Receiver 14-PDIP 0 to 70 双列直插式干簧继电器 Quadruple Low-Power Line Receiver 14-SO 0 to 70 双列直插式干簧继电器 PanelBus DVI Receiver 165MHz 100-HTQFP 0 to 70 双列直插式干簧继电器 Replaced by TAS5111A : 30-W Digital Amplifier Power Stage 32-HTSSOP -40 to 85 双列直插式干簧继电器 Replaced by TAS5111A : Digital Amplifier Power Stage 32-HTSSOP 0 to 70 双列直插式干簧继电器 10 Bit, 40 MSPS Low Power ADC With PGA and Internal Precision Clamp 28-TSSOP 0 to 70 双列直插式干簧继电器 100-W Stereo Digital Amplifier Power Stage 36-HSSOP 0 to 70 双列直插式干簧继电器 9-Channel Differential Transceiver 56-SSOP 0 to 70 双列直插式干簧继电器 5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 5V的高速RS - 232收发器与0.1uF电容 Digital Audio PWM Processor 48-TQFP 0 to 70 双列直插式干簧继电器 Enclosure; External Height:66.562"; External Width:22"; External Depth:18.50"; Panel Space:61.25"; Enclosure Color:Black; Enclosure Material:Steel; Panel Width:19.00" RoHS Compliant: Yes 双列直插式干簧继电器 Replaced by TAS5112A,TAS5111A : Digital Amplifier Power Stage 32-HTSSOP 0 to 70 双列直插式干簧继电器 TI PanelBus DVI Transmitter 165 MHz plus HDCP and embedded HDCP keys 64-HTQFP 0 to 70 双列直插式干簧继电器 Triple Differential Transceivers 20-SSOP 0 to 70 双列直插式干簧继电器 Digital Audio Processor with 3D Effects 38-TSSOP 0 to 70 双列直插式干簧继电器 4-Channel Automotive Digital Amplifiers 36-HSSOP -40 to 105 双列直插式干簧继电器 Transient Voltage Suppression Differential Transceiver 8-SOIC 0 to 70 双列直插式干簧继电器 TV Tuner IC 30-TSSOP -20 to 85 双列直插式干簧继电器 Replaced by TAS5112A : 50-W Digital Amplifier Power Stage 32-HTSSOP 0 to 70 双列直插式干簧继电器 12 Bit, 8 MSPS ADC with Dual Ch., DSP/uP Interface, 16X FIFO, Channel Autoscan, Low Power 32-TSSOP -40 to 85 双列直插式干簧继电器 5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 5V的高RS - 232收发器与0.1uF电容 14-Bit, 8 MSPS ADC Single Ch., Diff. Input, DSP/uP IF, Pgmable Gain Amp, Internal S&amp;H 48-TQFP -40 to 85 双列直插式干簧继电器 14-Bit, 1 MSPS ADC Single Ch., Diff. Input, DSP/uP IF, Pgmable Gain Amp, Internal S&amp;H 48-HTQFP -40 to 125 双列直插式干簧继电器 FlatLink(TM) Receiver 48-TSSOP 双列直插式干簧继电器 FlatLink(TM) Transmitter 48-TSSOP 0 to 70 双列直插式干簧继电器 Low-Power Multiple Drivers And Receivers 20-SOIC 0 to 70 双列直插式干簧继电器 Triple Low-Power Drivers And Receivers 16-SO 0 to 70 双列直插式干簧继电器 Quadruple Low-Power Line Driver 14-SO 0 to 70 双列直插式干簧继电器 Quadruple Low-Power Line Driver 14-SSOP 0 to 70 双列直插式干簧继电器 DUAL-IN-LINE Reed Relay 双列直插式干簧继电器 Quadruple Low-Power Line Receiver 14-SOIC 0 to 70 双列直插式干簧继电器 Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 电可擦除可编程逻辑器件 Replaced by TAS5001 : Digital Audio PWM Processor 48-TQFP 0 to 70 Low-Power Multiple Drivers And Receivers With Enable 24-PDIP 0 to 70 Low-Power Multiple Drivers And Receivers With Enable 24-TSSOP 0 to 70 Low-Power RS-485 Transceiver 8-PDIP 0 to 70 TI PanelBus <TM> DVI Transmitter 165MHz plus HDCP 64-HTQFP 0 to 70 Replaced by ADS826 : 10 Bit, 60 MSPS ADC Diff. Input/Clock, Best in Industry ENOB over full temp range 48-HTQFP 0 to 70 Replaced by ADS826 : 10 Bit, 60 MSPS ADC Diff. Input/Clock, Best in Industry ENOB over full temp range 48-HTQFP -40 to 85 Octal Buffers & Line Drivers With Open-Collector Outputs 20-LCCC -55 to 125 Low-Voltage 8-Bit I2C and SMBus I/O Expander With Interrupt Output, Reset, and Config Register 20-BGA MICROSTAR JUNIOR -40 to 85 Low-Voltage 8-Bit I2C and SMBus I/O Expander With Interrupt Output, Reset, and Config Register 16-QFN -40 to 85 Low-Voltage 24 Bit I2C and SMBus I/O Expander With Interrupt Output Reset and Config Registers 32-UQFN -40 to 85 Low-Voltage 8-Bit I2C and SMBus I/O Expander With Interrupt Output, Reset, and Config Register 16-TSSOP -40 to 85 Low-Voltage 7-Bit I2C and SMBus LED Driver With Intensity Control and Shutdown 14-TSSOP -40 to 85 Low-Voltage 7-Bit I2C and SMBus LED Driver With Intensity Control and Shutdown 12-BGA MICROSTAR JUNIOR -40 to 85 Low-Voltage 7-Bit I2C and SMBus LED Driver With Intensity Control and Shutdown 12-X2QFN Dual- High-Voltage, Low Distortion, Current-Feedback Operational Amplifier with Power-down 14-HTSSOP -40 to 85 Dual- High-Voltage, Low Distortion, Current-Feedback Operational Amplifier with Power-down 14-SOIC -40 to 85 Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C Single Supply RS232C Line Driver/Receiver(?????μ?o?RS232C ?o?????????¨???2???2??????) 8 Channel Digital Audio PWM Processor 64-TQFP 0 to 70 Quadruple RS-485 Differential Line Receivers 16-SOIC 0 to 70 Replaced by SN75971B : Differential Converter-Data Product Preview 56-SSOP 0 to 70 FM stereo radio with transmitter 40-WQFN -20 to 85 PanelBus DVI Receiver 112MHz, HSYNC fix 100-HTQFP 0 to 70 PanelBus DVI Receiver 86MHz, HSYNC fix 100-HTQFP 0 to 70 PanelBus DVI Receiver 165MHz, HSYNC fix 100-HTQFP 0 to 70 10-Bit, 8 MSPS ADC Dual Ch., Parallel DSP/uP, Channel Autoscan, Low Power 32-TSSOP -40 to 85 12 Bit, 8 MSPS ADC with Dual Ch., DSP/uP Interface, 16X FIFO, Channel Autoscan, Low Power 32-TSSOP 0 to 70 12-Bit, 6 MSPS ADC Quad Ch. (Config.), DSP/uP IF, Integ. 16x FIFO, Channel AutoScan, Low Power 32-TSSOP -40 to 125 12-Bit, 6 MSPS ADC Quad Ch. (Config.), DSP/uP IF, Integ. 16x FIFO, Channel AutoScan, Low Power 32-TSSOP -40 to 85 12-Bit, 6 MSPS ADC Quad Ch. (Config.), DSP/uP IF, Integ. 16x FIFO, Channel AutoScan, Low Power 32-TSSOP 0 to 70 10 Bit, 8 MSPS ADC W/Dual Channel, Parallel DSP/uP Interface, 16X FIFO, Channel AutoScan, Low Power 32-TSSOP -40 to 85 10 Bit, 8 MSPS ADC W/Dual Channel, Parallel DSP/uP Interface, 16X FIFO, Channel AutoScan, Low Power 32-TSSOP 0 to 70 10-Bit, 6 MSPS ADC Quad Ch. (Config.), DSP/uP Interface, Integ. 16x FIFO, Ch. AutoScan, Low Power 32-TSSOP -40 to 85 10-Bit, 6 MSPS ADC Quad Ch. (Config.), DSP/uP Interface, Integ. 16x FIFO, Ch. AutoScan, Low Power 32-TSSOP 0 to 70 70-W Mono Digital Amplifier Power Stage 32-HTSSOP 0 to 70 Low-Power Multiple RS-232 Drivers And Receivers 20-PDIP 0 to 70 Low-Power Multiple Drivers And Receivers With Enable 24-SSOP 0 to 70 Replaced by TAS5111A : 30-W Digital Amplifier Power Stage 32-HTSSOP 0 to 70 Replaced by ADS826 : 10-Bit 50 MSPS IF Sampling Communications ADC W/Single Ch., Low Noise, High SFDR, No Missing Codes 48-HTQFP 0 to 70 Replaced by ADS826 : 10-Bit 50 MSPS IF Sampling Communications ADC W/Single Ch., Low Noise, High SFDR, No Missing Codes 48-HTQFP -40 to 85 Low-Power LinBiCMOS Multiple Drivers And Receivers 28-SOIC 0 to 70 50-W Stereo Digital Amplifier Power Stage 56-HTSSOP 0 to 70 Replaced by TAS5122 : 15-W Stereo Digital Amplifier Power Stage 32-HTSSOP Octal Bus Transceivers And Registers With 3-State Outputs 24-CDIP -55 to 125   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	100K-ECL-LDM-52 100K-ECL-LDM-12.5 100K-ECL-LDM-28 	ACTIVE DELAY LINE, TRUE OUTPUT, DIP15
DELAY LINE|FIXED TAPS|1-LINE|8-TAP|HYBRID|DIP|24PIN|PLASTIC
	ENGINEERED COMPONENTS CO

	LX5202 LX5202CDWP 	18-LINE, μ POWER SCSI TERMINATOR
18-LINE, レ POWER SCSI TERMINATOR
18-LINE,  POWER SCSI TERMINATOR
18-LINE/  POWER SCSI TERMINATOR
CONN TERM BLOCK 10POS 5.08MM R/A 18-LINE 110 ohm SCSI BUS TERMINATOR, PDSO28
	MICROSEMI[Microsemi Corporation]
Microsemi, Corp.

	HI-8281 HI-8281CJI HI-8281CJT HI-8281PJI HI-8281PJ	ARINC 429 LINE DRIVER AND DUAL RECEICER LINE TRANSCEIVER, PQCC44
ARINC 429 LINE DRIVER AND DUAL RECEICER LINE TRANSCEIVER, CQCC44
256 MACROCELL 3.3 VOLT ISP CPLD - NOT RECOMMENDED for NEW DESIGN
SIGN, MAN RIGHT, ARROW DOWN, 150X300; RoHS Compliant: NA
	Holt Integrated Circuits, Inc.
HOLTIC[Holt Integrated Circuits]

	ADM5180 ADM5180AN ADM5180AP ADM5180JN ADM5180JP AD	Octal, RS-232/RS-423 Line Receiver LINE RECEIVER, PDIP28
Octal/ RS-232/RS-423 Line Receiver
Octal, Differential Line Receiver Suitable for a Wide Range of Digital Communciation Systems with Data Rates up to 200 k/Bs
	ANALOG DEVICES INC
Analog Devices, Inc.
AD[Analog Devices]

	DS1007 DS1007-1 DS1007-10 DS1007-11 DS1007-12 DS10	7-in-1 Silicon Delay Line SILICON DELAY LINE, TRUE OUTPUT, PDSO16
7-in-1 Silicon Delay Line SILICON DELAY LINE, TRUE OUTPUT, PDIP16
Circular Connector; Body Material:Aluminum Alloy; Series:MS3111; Number of Contacts:8; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin
From old datasheet system
7-1 Silicon Delay Line
	Maxim Integrated Products, Inc.
DALLAS[Dallas Semiconductor]
Dallas Semiconducotr
MAXIM - Dallas Semiconductor

	DM74ALS257 DM74ALS258 DM74ALS257M DM74ALS257N DM74	3-STATE Quad 1-of-2 Line Data Selector/Multiplexer (Inverting)
From old datasheet system
2-Input Digital Multiplexer
10-Bit Bus-Interface Flip-Flop With 3-State Outputs 24-TSSOP -40 to 85
3-STATE Quad 1-of-2-Line Data Selector/Multiplexer(1线数据选择多路复用器（三态输出）) 三态四1 - 2 -线数据选择多路（四21线数据选择多路复用器（三态输出）
3-STATE Quad 1-of-2-Line Data Selector/Multiplexer ALS SERIES, QUAD 2 LINE TO 1 LINE MULTIPLEXER, INVERTED OUTPUT, PDIP16
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor Corporation
Fairchild Semiconductor, Corp.

	74LS148 SN74LS148D SN74LS748D SN74LS748N SN54LS147	Data Selector/Multiplexer 2-Input Q; Package: TSSOP-16; No of Pins: 16; Container: Tape and Reel; Qty per Container: 2500 LS SERIES, 8-BIT ENCODER, CDIP16
500mA, 8V,±4% Tolerance, Negative Voltage Regulator, Ta = -40°C to  125°C; Package: TO-220, SINGLE GAUGE; No of Pins: 3; Container: Rail; Qty per Container: 50
10-LINE-TO-4-LINE AND 8-LINE-TO-3-LINE PRIORITY ENCODERS
	Motorola Mobility Holdings, Inc.
Motorola, Inc.
MOTOROLA[Motorola Inc]
Motorola  Inc
MOTOROLA[Motorola, Inc]

	HI-8482D HI-8482U HI-8482S HI-8482J HI-8482DT HI-8	ARINC 429 DUAL LINE RECEIVER DUAL LINE RECEIVER, CDIP20
ARINC 429 DUAL LINE RECEIVER DUAL LINE RECEIVER, PDSO20
384 MCELL 3 VOLT ZERO POWER ISP CPLD - NOT RECOMMENDED for NEW DESIGN
	Holt Integrated Circuits, Inc.

	1507 1507-100A 1507-100B 1507-100C 1507-150A 1507-	Delay 50  /-2.5 ns, 10-TAP SIP delay line Td/Tr=5
Delay 300  /-15 ns, 10-TAP SIP delay line Td/Tr=5
Delay 200  /-10 ns, 10-TAP SIP delay line Td/Tr=5
Delay 250  /-13 ns, 10-TAP SIP delay line Td/Tr=5
Delay 150  /-7.5 ns, 10-TAP SIP delay line Td/Tr=5
Delay 100  /-5 ns, 10-TAP SIP delay line Td/Tr=5
Ultra-Low-Power Voltage Detectors and &#181;P Supervisory Circuits 固定10抽头延迟线被动园
Ultra-Low-Power Voltage Detectors and µP Supervisory Circuits
Delay 40  /-2 ns, 10-TAP SIP delay line Td/Tr=5
Delay 500  /-25 ns, 10-TAP SIP delay line Td/Tr=5
Delay 20  /-2 ns, 10-TAP SIP delay line Td/Tr=5
	Data Delay Devices Inc

	CMOSLDM-39T CMOSLDM-24T CMOSLDM-150T CMOSLDM-71T C	ACTIVE DELAY LINE, TRUE OUTPUT, DIP8 0.150 INCH HEIGHT, DIP-14/8
DELAY LINE|FIXED TAPS|1-LINE|5-TAP|HYBRID|DIP|14PIN|PLASTIC 延迟线|定额丝锥| 1线| 5，技术咨询|混合|双酯| 14PIN |塑料
	Engineered Components Company
ITT, Corp.
TE Connectivity, Ltd.
Electronic Theatre Controls, Inc.

	MM88C30N MM88C29 MM88C29N MM88C30 MM88C30M MM88C30	Dual Differential Line Driver DUAL LINE DRIVER, PDSO14
Quad Single-Ended Line Driver . Dual Differential Line Driver
From old datasheet system
	Fairchild Semiconductor, Corp.
FAIRCHILD[Fairchild Semiconductor]
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