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			 Related Part Number
	
					PART	Description	Maker
	787780-5 787780-1 787780-2 787780-3 787780-4 	HIGH TEMPERATURE COMPATIBLE
	List of Unclassifed Manufacturers
ETC[ETC]

	HADC574 	High Temperature uP Compatible 12-Bit A/D Converter
	Honeywell

	0907793012 90779-3012 	1.27mm (.050) Pitch Picoflex PF-50 Header, Vertical, Low Profile, High Temperature Surface Mount Compatible
MOLEX Connector
	Molex Electronics Ltd.

	0874270802 87427-0802 	4.20mm (.165) Mini-Fit Jr. Header, Right Angle, High Temperature, without Flange8 Circuits, Tin (Sn) over Nickel (Ni) Plating, Glow Wire Compatible
	Molex Electronics Ltd.

	0874270642 87427-0642 	4.20mm (.165) Mini-Fit Jr. Header, Vertical, High Temperature, without Flange, 6 Circuits, Tin (Sn) over Nickel (Ni) Plating, Glow Wire Compatible
4.20mm (.165) Mini-Fit Jr.?/a> Header, Vertical, High Temperature, without Flange, 6 Circuits, Tin (Sn) over Nickel (Ni) Plating, Glow Wire Compatible
	Molex Electronics Ltd.

	567UVG010MFBJ 187UVG016MFBJ 	High temperature ?Very Low ESR ?High ripple current ?stable with temperature ?High frequency
	Illinois Capacitor, Inc...

	AM186ES-20KCW AM186ES-20KIW AM186ES-20VCW AM186ES-	High Performance, 80C186-/80C188-Compatible and 80L186-/80L188-Compatible, 16-Bit Embedded Microcontrollers
	AMD[Advanced Micro Devices]

	AM188EM-33VC/W AM186EMLV-40VI/W 	High Performance, 80C186-/80C188-Compatible and 80L186-/80L188-Compatible, 16-Bit Embedded Microcontrollers
	Advanced Micro Devices

	AM186EM-40KC_W AM188EM AM188EM-20KI_W AM188EM-20VC	High Performance, 80C186-/80C188-Compatible and 80L186-/80L188-Compatible, 16-Bit Embedded Microcontrollers
	AMD[Advanced Micro Devices]

	146-99-640-41-036 146-91-306-41-035 146-91-306-41-	FILM INSULATING - XTAL 3LDS 双列直插式插座开放框架媒体与兼容的引脚适合
EJECTOR PCB WHITE 双列直插式插座开放框架媒体与兼容的引脚适合
Dual-in-line sockets Open frame Press-fit with compliant pins 双列直插式插座开放框架媒体与兼容的引脚适合
ECON-O-GIDE 4.5-In. Standard Card Guide 双列直插式插座开放框架媒体与兼容的引脚适合
LED Mounting Clip; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
CARD GUIDE 2.5X1.5 1/16 PCB
SPACER,NYLON,CAPACITOR MOUNT10MM CAPACITOR MOUNT
Fasteners; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
GMVSTBW 2.5/ 7-STF-7.62
GRIP-O-GIDE Deep-Channel Card Guide 8.0-In.
Deep Channel Card guides for 116th, 332nd and 18th PCBs
GROMMET-LED PANEL MOUNT BLACK 2 PIECE .2
LED Mount; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:20mcd; Viewing Angle:45 ; Forward Current:30mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED MOUNT LEM 1.350
SPACER SPACER  MYLAR INSULATOR/SPACER
LED Mount; Bulb Size:T-1 3/4; LED Color:High Efficiency Red; Luminous Intensity:30mcd; Viewing Angle:45 ; Forward Current:30mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Mount; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:30mcd; Viewing Angle:45 ; Forward Current:30mA; Forward Voltage:2.2V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
	PRECI-DIP SA
PREDIP[Precid-Dip Durtal SA]
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