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			P6KE180CA -    600W TRANSIENT VOLTAGE SUPPRESSOR 2.5-V 460-Kbps RS-232 Transceiver With  /-15-kV ESD Protection 20-SSOP -40 to 85 Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 600 W, BIDIRECTIONAL, SILICON, TVS DIODE, DO-15 Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 600 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-15 600W TRANSIENT VOLTAGE SUPPRESSOR 600 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-15 18-Bit D-Type Flip-Flops with 3-State Outputs 56-SSOP -40 to 85 600 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-15 RF Down-Converter 20-QFN 600 W, BIDIRECTIONAL, SILICON, TVS DIODE, DO-15 



		
			
					
						
						[image: P6KE180CA_192181.PDF Datasheet]



					
				
					 		
	Part No.	P6KE180CA P6KE20CA P6KE16CA P6KE24CA P6KE8V2CA P6KE8V2A P6KE100A P6KE250CA P6KE200A P6KE300CA P6KE47CA P6KE33A P6KE18CA P6KE100CA P6KE10A P6KE10CA P6KE110A P6KE110CA P6KE11A P6KE11CA P6KE120A P6KE120CA P6KE12A P6KE12CA P6KE130A P6KE130CA P6KE13A P6KE13CA P6KE150A P6KE150CA P6KE15A  

	Description	   600W TRANSIENT VOLTAGE SUPPRESSOR 
 2.5-V 460-Kbps RS-232 Transceiver With  /-15-kV ESD Protection 20-SSOP -40 to 85
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 600 W, BIDIRECTIONAL, SILICON, TVS DIODE, DO-15
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 600 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-15
600W TRANSIENT VOLTAGE SUPPRESSOR 600 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-15
18-Bit D-Type Flip-Flops with 3-State Outputs 56-SSOP -40 to 85 600 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-15
RF Down-Converter 20-QFN 600 W, BIDIRECTIONAL, SILICON, TVS DIODE, DO-15


	File Size	67.90K  / 
						4 Page	 
	

						Maker	
						[image: ]


						 Fairchild Semiconductor 
 DIODES[Diodes Incorporated]
Diodes Inc.
Diodes, Inc.
Vishay Intertechnology, Inc.
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									(CHINA HK & SZ)
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	Part: P6KE180CA
	Maker: GS
	Pack: DO-15
	Stock: Reserved
	Unit price 
									for :
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	1000: 
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