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			SFA801G - JIS C 5432 standard waterproof connectors; HRS No: 114-2059-5 71; Shell Size (dia): 21; Applicable Cable: Cable outer dia.f10; Operating Temperature Range (degrees C): -25 to 85; General Description: Standard cable clamp 8.0安培。玻璃钝化超快速整流器 8.0 AMPS. Glass Passivated Super Fast Rectifiers 
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	Part No.	SFA801G SFA807G SFA806G SFA804G SFA803G SFA808G SFA802G SFA805G   

	Description	JIS C 5432 standard waterproof connectors; HRS No: 114-2059-5 71; Shell Size (dia): 21; Applicable Cable: Cable outer dia.f10; Operating Temperature Range (degrees C): -25 to 85; General Description: Standard cable clamp 8.0安培。玻璃钝化超快速整流器 
 8.0 AMPS. Glass Passivated Super Fast Rectifiers


	File Size	47.58K  / 
						2 Page	 
	

						Maker	
						

						 Taiwan Semiconductor Co., Ltd. 
 TSC[Taiwan Semiconductor Company, Ltd]
 
						










	
						
						









				
				

						
							[image: ][image: ]	
								
									JITONG 
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	Part: SFA1604G
	Maker: S
	Pack: TO220
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.28
	  
									100: $0.26
	1000: 
									$0.25
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			 Related Part Number
	
					PART	Description	Maker
	AP105-JRC2-1 AP105-JRC2-2 	Circular Connectors Conforming to JIS C 5432
	Hirose Electric

	UPD16681 UPD16681P-011 UPD16681W-011 	LCD CONTROLLER/DRIVER FOR DOT MATRIX DISPLAY OF JIS LEVEL 1 AND JIS LEVEL 2 KANJI SETS
	NEC Corp.

	UPD16681 UPD16681P-011 UPD16681W-011 	LCD CONTROLLER/DRIVER FOR DOT MATRIX DISPLAY OF JIS LEVEL 1 AND JIS LEVEL 2 KANJI SETS
	NEC[NEC]

	M58609-04P M58609-04S 	KEYBOARD ENCODER ( JIS CODE STANDARD PRODUCT ) 键盘编码标准（JIS编码标准产品
	Mitsubishi Electric Corporation
Mitsubishi Electric, Corp.

	A-DS09-HOOD-WP-R A-DS15-HOOD-WP-R A-DS25-HOOD-WP-R	WATERPROOF D-SUB BACKSHELL W/DB MALE, STANDARD
	Assmann Electronics Inc.

	HD66732 	Graphics Liquid Crystal Display Controller/Driver Supporting JIS Level-1 and Level-2 Kanji ROM(图形LCD控制驱动
	Hitachi,Ltd.

	BTA41-400 BTA41-400B BTA41-700B BTA41A BTA41B BTB4	Standard triac, 40Ampere, 800V
Standard triac, 40Ampere, 600V
Standard triac, 40Ampere, 400V
From old datasheet system
STANDARD TRIACS
POWERLINE: RP15-S_DEW - 4:1 Wide Input Voltage Range- 15 Watts Output Power- 1.6kVDC Isolation- Fixed Operating Frequency- Six-Sided Continuous Shield- International Safety Standard Approvals- Standard 50.8 x40.6x10.2mm Package- Efficiency to 82%
400 V, 40 A, 4 QUADRANT LOGIC LEVEL TRIAC
Standard triac, 40Ampere, 700V
	SGS Thomson Microelectronics
ST Microelectronics
STMICROELECTRONICS[STMicroelectronics]
意法半导

	MR-23151-000 	WATERPROOF MICROPHONE
	Knowles Electronics

	DE09-PD-ESWP-30 	D-SUB WATERPROOF CONNECTOR
	Adam Technologies, Inc.

	A-DF09-HOOD-WP-R A-DF15-HOOD-WP-R A-DF25-HOOD-WP-R	WATERPROOF D-SUB BACKSHELL
	Assmann Electronics Inc.

	09674095615 	Waterproof subminiature D IP 67 connectors
	List of Unclassifed Man...

	JN5FW06SJ1 JACS-50006 	Compact Waterproof Connectors
	Japan Aviation Electron...
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