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			PTC28 -    SQUARE POST HEADER Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:24-24 RoHS Compliant: No Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GTS; No. of Contacts:35; Connector Shell Size:28; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight JT 6C 6#20 PIN RECP GT 7C 7#12 SKT RECP BOX RM LJT 22C 22#22D PIN PLUG Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:13-22 RoHS Compliant: No Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:17-55 RoHS Compliant: No KPT 19C 19#20 SKT RECP LJT 79C 79#22D PIN RECP Circular Connector; No. of Contacts:66; Series:MS27468; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:19; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:19-35 RoHS Compliant: No LJT 79C 79#22D SKT RECP Circular Connector; No. of Contacts:41; Series:MS27468; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:21-41 RoHS Compliant: No Circular Connector; No. of Contacts:32; Series:MS27468; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:19; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:19-32 RoHS Compliant: No LJT 21C 21#16 PIN RECP LJT 66C 66#22D SKT RECP LJT 41C 41#20 PIN WALL RECP Circular Connector; No. of Contacts:32; Series:MS27472; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No JT 8C 8#16 PIN RECP Circular Connector; No. of Contacts:66; Series:MS27472; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No JT 9C 9#12 PIN RECP GT 5C 5#12 PIN RECP BOX RM CAP 0.047UF 50V 10% X7R RAD.20 .20X.20 TR-16 M-MIL-PRF-39014 Aluminum Polymer SMT Capacitor; Capacitance: 820uF; Voltage: 6.3V; Case Size: 10x8 mm; Packaging: Tape & Reel Aluminum Polymer SMT Capacitor; Capacitance: 390uF; Voltage: 6.3V; Case Size: 8x7 mm; Packaging: Tape & Reel Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GTS; No. of Contacts:26; Connector Shell Size:28; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Aluminum; Series:GT; No. of Contacts:2; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GTS; No. of Contacts:22; Connector Shell Size:28; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight Aluminum Polymer SMT Capacitor; Capacitance: 220uF; Voltage: 6.3V; Case Size: 6.3x6 mm; Packaging: Tape & Reel ECONOLINE: RKZ - Safety standards and approvals: EN 60950 certified, rated for 250VAC (LVD test report)- Custom Solutions Available- 3kVDC & 4kVDC Isolation- UL94V-0 Package Material- Power Sharing on Output- Efficiency to 84% GT 2C 2#4 PIN PLUG Circular Connector; No. of Contacts:32; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:19; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:19-32 RoHS Compliant: No Circular Connector; No. of Contacts:55; Series:MS27472; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No Circular Connector; No. of Contacts:128; Series:MS27472; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:24; Circular Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No Circular Connector; No. of Contacts:8; Series:MS27472; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No JT 61C 61#20 PIN WALL RECP Circular Connector; No. of Contacts:32; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:19; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:19-32 RoHS Compliant: No CAP 6800PF 100V 10% X7R RAD.20 .20X.20 TR-16 M-MIL-PRF-39014 STANDOFF 广场邮政 CAP 6800PF 100V 10% X7R RAD.20 .20X.20 BULK M-MIL-PRF-39014 广场邮政 CAP 0.047UF 50V 10% X7R RAD.20 .20X.20 BULK M-MIL-PRF-39014 广场邮政 SQUARE POST HEADER 广场邮政 JT 4C 4#22 SKT PLUG 广场邮政 JT 6C 6#22M SKT WALL RECP 广场邮政 GT 8C 8#12 PIN RECP 广场邮政 KPT 5C 5#16 PIN RECP EX PC CON 广场邮政 GT 4C 4#8 SKT RECP 广场邮政 Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:7; Connector Shell Size:16S; Connecting Termination:Solder; Circular Shell Style:Square Flange Receptacle; Body Style:Straight 广场邮政 GT 7C 7#16S SKT RECP BOX RM 广场邮政 GT 13C 13#16 PIN RECP BOX RM 广场邮政 Aluminum Polymer Radial Lead Capacitor; Capacitance: 470uF; Voltage: 6.3V; Case Size: 8x9 mm; Packaging: Bulk 广场邮政 Aluminum Polymer Radial Lead Capacitor; Capacitance: 470uF; Voltage: 6.3V; Case Size: 8x12 mm; Packaging: Bulk 广场邮政 
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	Part No.	PTC28 PTC28XXX PGC36DAHR-M PGC36SAHR-M PTC36DAHR-M PTC36SAHR-M PXC36DAHR-M PXC36SAHR-M PYC36DAHR-M PYC36SAHR-M PZC36DAHR-M PZC36SAHR-M PGC36DBEN-M PGC36SBEN-M PTC36DBEN-M PTC36SBEN-M PXC36DBEN-M PXC36SBEN-M PYC36DBEN-M PYC36SBEN-M PZC36DBEN-M PZC36SBEN-M PGC36DABR-M PGC36SABR-M PTC36DABR-M PTC36SABR-M PXC36DABR-M PXC36SABR-M PYC36DABR-M PYC36SABR-M PZC36DABR-M  

	Description	   SQUARE POST HEADER 
 Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:24-24 RoHS Compliant: No
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GTS; No. of Contacts:35; Connector Shell Size:28; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
JT 6C 6#20 PIN RECP
GT 7C 7#12 SKT RECP BOX RM
LJT 22C 22#22D PIN PLUG
Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:13-22 RoHS Compliant: No
Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:17-55 RoHS Compliant: No
KPT 19C 19#20 SKT RECP
LJT 79C 79#22D PIN RECP
Circular Connector; No. of Contacts:66; Series:MS27468; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:19; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:19-35 RoHS Compliant: No
LJT 79C 79#22D SKT RECP
Circular Connector; No. of Contacts:41; Series:MS27468; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:21-41 RoHS Compliant: No
Circular Connector; No. of Contacts:32; Series:MS27468; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:19; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:19-32 RoHS Compliant: No
LJT 21C 21#16 PIN RECP
LJT 66C 66#22D SKT RECP
LJT 41C 41#20 PIN WALL RECP
Circular Connector; No. of Contacts:32; Series:MS27472; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
JT 8C 8#16 PIN RECP
Circular Connector; No. of Contacts:66; Series:MS27472; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
JT 9C 9#12 PIN RECP
GT 5C 5#12 PIN RECP BOX RM
CAP 0.047UF 50V 10% X7R RAD.20 .20X.20 TR-16 M-MIL-PRF-39014
Aluminum Polymer SMT Capacitor; Capacitance: 820uF; Voltage: 6.3V; Case Size: 10x8 mm; Packaging: Tape & Reel
Aluminum Polymer SMT Capacitor; Capacitance: 390uF; Voltage: 6.3V; Case Size: 8x7 mm; Packaging: Tape & Reel
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GTS; No. of Contacts:26; Connector Shell Size:28; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Aluminum; Series:GT; No. of Contacts:2; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GTS; No. of Contacts:22; Connector Shell Size:28; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Aluminum Polymer SMT Capacitor; Capacitance: 220uF; Voltage: 6.3V; Case Size: 6.3x6 mm; Packaging: Tape & Reel
ECONOLINE: RKZ - Safety standards and approvals: EN 60950 certified, rated for 250VAC (LVD test report)- Custom Solutions Available- 3kVDC & 4kVDC Isolation- UL94V-0 Package Material- Power Sharing on Output- Efficiency to 84%
GT 2C 2#4 PIN PLUG
Circular Connector; No. of Contacts:32; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:19; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:19-32 RoHS Compliant: No
Circular Connector; No. of Contacts:55; Series:MS27472; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
Circular Connector; No. of Contacts:128; Series:MS27472; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:24; Circular Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
Circular Connector; No. of Contacts:8; Series:MS27472; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
JT 61C 61#20 PIN WALL RECP
Circular Connector; No. of Contacts:32; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:19; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:19-32 RoHS Compliant: No
CAP 6800PF 100V 10% X7R RAD.20 .20X.20 TR-16 M-MIL-PRF-39014 STANDOFF 广场邮政
CAP 6800PF 100V 10% X7R RAD.20 .20X.20 BULK M-MIL-PRF-39014 广场邮政
CAP 0.047UF 50V 10% X7R RAD.20 .20X.20 BULK M-MIL-PRF-39014 广场邮政
SQUARE POST HEADER 广场邮政
JT 4C 4#22 SKT PLUG 广场邮政
JT 6C 6#22M SKT WALL RECP 广场邮政
GT 8C 8#12 PIN RECP 广场邮政
KPT 5C 5#16 PIN RECP EX PC CON 广场邮政
GT 4C 4#8 SKT RECP 广场邮政
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:7; Connector Shell Size:16S; Connecting Termination:Solder; Circular Shell Style:Square Flange Receptacle; Body Style:Straight 广场邮政
GT 7C 7#16S SKT RECP BOX RM 广场邮政
GT 13C 13#16 PIN RECP BOX RM 广场邮政
Aluminum Polymer Radial Lead Capacitor; Capacitance: 470uF; Voltage: 6.3V; Case Size: 8x9 mm; Packaging: Bulk 广场邮政
Aluminum Polymer Radial Lead Capacitor; Capacitance: 470uF; Voltage: 6.3V; Case Size: 8x12 mm; Packaging: Bulk 广场邮政
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Electronic Theatre Controls, Inc.
Microchip Technology, Inc.
List of Unclassifed Manufac...
List of Unclassifed Man...
 
						










	
						
						









				
				

						
							[image: ][image: ]	
								
									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: PTC04A
	Maker: N/A
	Pack: QFP
	Stock: 2130
	Unit price 
									for :
	    
									50: $7.75
	  
									100: $7.37
	1000: 
									$6.98
	
									Email: oulindz@gmail.com
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 			 Full text search :    SQUARE POST HEADER Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:24-24 RoHS Compliant: No Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GTS; No. of Contacts:35; Connector Shell Size:28; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight JT 6C 6#20 PIN RECP GT 7C 7#12 SKT RECP BOX RM LJT 22C 22#22D PIN PLUG Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:13-22 RoHS Compliant: No Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:17-55 RoHS Compliant: No KPT 19C 19#20 SKT RECP LJT 79C 79#22D PIN RECP Circular Connector; No. of Contacts:66; Series:MS27468; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:19; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:19-35 RoHS Compliant: No LJT 79C 79#22D SKT RECP Circular Connector; No. of Contacts:41; Series:MS27468; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:21; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:21-41 RoHS Compliant: No Circular Connector; No. of Contacts:32; Series:MS27468; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:19; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:19-32 RoHS Compliant: No LJT 21C 21#16 PIN RECP LJT 66C 66#22D SKT RECP LJT 41C 41#20 PIN WALL RECP Circular Connector; No. of Contacts:32; Series:MS27472; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No JT 8C 8#16 PIN RECP Circular Connector; No. of Contacts:66; Series:MS27472; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No JT 9C 9#12 PIN RECP GT 5C 5#12 PIN RECP BOX RM CAP 0.047UF 50V 10% X7R RAD.20 .20X.20 TR-16 M-MIL-PRF-39014 Aluminum Polymer SMT Capacitor; Capacitance: 820uF; Voltage: 6.3V; Case Size: 10x8 mm; Packaging: Tape & Reel Aluminum Polymer SMT Capacitor; Capacitance: 390uF; Voltage: 6.3V; Case Size: 8x7 mm; Packaging: Tape & Reel Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GTS; No. of Contacts:26; Connector Shell Size:28; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Aluminum; Series:GT; No. of Contacts:2; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GTS; No. of Contacts:22; Connector Shell Size:28; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight Aluminum Polymer SMT Capacitor; Capacitance: 220uF; Voltage: 6.3V; Case Size: 6.3x6 mm; Packaging: Tape & Reel ECONOLINE: RKZ - Safety standards and approvals: EN 60950 certified, rated for 250VAC (LVD test report)- Custom Solutions Available- 3kVDC & 4kVDC Isolation- UL94V-0 Package Material- Power Sharing on Output- Efficiency to 84% GT 2C 2#4 PIN PLUG Circular Connector; No. of Contacts:32; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:19; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:19-32 RoHS Compliant: No Circular Connector; No. of Contacts:55; Series:MS27472; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No Circular Connector; No. of Contacts:128; Series:MS27472; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:24; Circular Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No Circular Connector; No. of Contacts:8; Series:MS27472; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No JT 61C 61#20 PIN WALL RECP Circular Connector; No. of Contacts:32; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:19; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:19-32 RoHS Compliant: No CAP 6800PF 100V 10% X7R RAD.20 .20X.20 TR-16 M-MIL-PRF-39014 STANDOFF 广场邮政 CAP 6800PF 100V 10% X7R RAD.20 .20X.20 BULK M-MIL-PRF-39014 广场邮政 CAP 0.047UF 50V 10% X7R RAD.20 .20X.20 BULK M-MIL-PRF-39014 广场邮政 SQUARE POST HEADER 广场邮政 JT 4C 4#22 SKT PLUG 广场邮政 JT 6C 6#22M SKT WALL RECP 广场邮政 GT 8C 8#12 PIN RECP 广场邮政 KPT 5C 5#16 PIN RECP EX PC CON 广场邮政 GT 4C 4#8 SKT RECP 广场邮政 Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:7; Connector Shell Size:16S; Connecting Termination:Solder; Circular Shell Style:Square Flange Receptacle; Body Style:Straight 广场邮政 GT 7C 7#16S SKT RECP BOX RM 广场邮政 GT 13C 13#16 PIN RECP BOX RM 广场邮政 Aluminum Polymer Radial Lead Capacitor; Capacitance: 470uF; Voltage: 6.3V; Case Size: 8x9 mm; Packaging: Bulk 广场邮政 Aluminum Polymer Radial Lead Capacitor; Capacitance: 470uF; Voltage: 6.3V; Case Size: 8x12 mm; Packaging: Bulk 广场邮政   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	1-643464-2 1-643464-3 1-643464-4 1-643464-1 1-6434	MTA - 156 HEADER ASSEMBLY, FRICTION LOCK, STRAIGHT, .045 SQUARE POST, TIN PLATED, 7 POSITION, OMITTED POST
	Tyco Electronics

	CXB1810FN 	Post Amplifier for Optical Fiber  Communication
Post Amplifier for Optical Fiber Communication Receiver
	SONY[Sony Corporation]

	SPT15P 	Post top
	Lumins Inc.

	SP1-4-01 	SUPPORT POST, TYPE 1
	Richco, Inc.

	W606 	Post top mount
	Lumins Inc.

	PTC28XXX 	Square Post Header
	Sullins Electronics

	CX60083 	10 Gbps Post-Amplifier
	Conexant

	AH956 	VIDEO OUTPUT POST FILTER
	Faraday Technology

	5018 	Hex Head Binding Post
	Pomona Electronics

	CXB1820 	2.5Gbps Post Amp 2.5Gbps的邮政放大器
	Maxim Integrated Products, Inc.

	SSW-108-01-T-S 	THROUGH-HOLE .025 SQ POST SOCKET
	Samtec, Inc

	TSM-105-01-T-DV-P-TR TSM-125-01-S-DV TSM-102-01-F-	SMT .025 SQ POST HEADER
	Samtec, Inc
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