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			 Related Part Number
	
					PART	Description	Maker
	ESD5Z2.5 ESD5Z3.3 ESD5Z5.0 ESD5Z7.0 ESD5Z6.0 	Transient Voltag e Suppressors for ESD Protection 200 WATTS 2.5-7.0 VOLTS
	Weitron Technology

	SF37G SF38G 	SUPE RFAST RECOVERY RECTIFIERS VOLTAG E - 50 to 8 00 Volts CURRENT - 3.0 Amperes
	Yea Shin Technology Co., Ltd
Yea Shin Technology Co....

	G901CS-DC110-12 G901CS-DC110-1NIL G901CS-DC110-NIL	Relay. Coil voltage 110 VDC. Mounting PCB w / Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 110 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 110 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 110 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 12 VDC. Mounting PCB w / Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 12 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 12 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 12 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 15 VDC. Mounting PCB w / Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 15 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 15 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 15 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 18 VDC. Mounting PCB w / Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 18 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 18 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 18 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 24 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 24 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 24 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 48 VDC. Mounting PCB w / Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 48 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 48 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 5 VDC. Mounting PCB w / Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 5 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 5 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 5 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 6 VDC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 110 VAC. Mounting PCB w / Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 110 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 110 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 110 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 12 VAC. Mounting PCB w / Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 12 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 12 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 12 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 220 VAC. Mounting PCB w / Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 24 VAC. Mounting PCB w / Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 24 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 24 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 24 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 48 VAC. Mounting PCB w / Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 48 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 48 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 48 VAC. Mounting PCB w/ Top QC. Contact form C. Covering sealed. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 12 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 24 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 18 VDC. Mounting PCB w/Top QC. Contact form A. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltage 15 VDC. Mounting PCB w/Top QC. Contact form A. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltag 110 VDC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltag 12 VDC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltag 15 VDC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltag 24 VDC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltag 18 VDC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltag 48 VDC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltag 5 VDC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltag 6 VDC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltag 9 VDC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 110 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 220 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 48 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 110 VDC. Mounting PCB w/Top QC. Contact form A. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltage 12 VDC. Mounting PCB w/Top QC. Contact form A. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltage 12 VAC. Mounting panel w/ all QC. Contact form C. Covering dust cover. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 12 VAC. Mounting panel w/all QC. Contact form C. Covering dust cover. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 110 VAC. Mounting panel w/ all QC. Contact form C. Covering dust cover. Spacing UL873. Insulation class F.
Relay. Coil voltage 110 VAC. Mounting panel w/ all QC. Contact form C. Covering dust cover. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 110 VAC. Mounting panel w/ all QC . Contact form C. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 12 VAC. Mounting panel w/ all QC. Contact form C. Covering dust cover. Spacing UL873. Insulation class F.
Relay. Coil voltage 110 VAC. Mounting panel w/all QC. Contact form C. Covering dust cover. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 110 VAC. Mounting panel w / all QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 110 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 110 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 110 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 12 VAC. Mounting panel w / all QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 12 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 12 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 12 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 220 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 220 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 24 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 24 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 24 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 48 VAC. Mounting panel w / all QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 48 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 48 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 48 VAC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 110 VDC. Mounting panel w / all QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 110 VDC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 110 VDC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 110 VDC. Mounting panel w/all QC. Contact form A. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltage 12 VDC. Mounting panel w / all QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 12 VDC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 12 VDC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 12 VDC. Mounting panel w/all QC. Contact form A. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltage 15 VDC. Mounting panel w / all QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 15 VDC. Mounting panel w/ all QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 110 VAC. Mounting PCB w / Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 110 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 12 VAC. Mounting PCB w / Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 12 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 12 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB w / Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 220 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 24 VAC. Mounting PCB w / Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 24 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 24 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 48 VAC. Mounting PCB w / Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 48 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 48 VAC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 110 VDC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 110 VDC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 110 VDC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 12 VDC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 12 VDC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 12 VDC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 15 VDC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 15 VDC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 110 VAC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 220 VAC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 24 VAC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 24 VDC. Mounting PCB w/Top QC. Contact form A. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltage 48 VDC. Mounting PCB w/Top QC. Contact form A. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltage 6 VDC. Mounting PCB w/Top QC. Contact form A. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltage 9 VDC. Mounting PCB w/Top QC. Contact form A. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltage 110 VAC. Mounting PCB w/ Top QC. Contact form A. Covering sealed. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 48 VAC. Mounting PCB w/Top QC. Contact form A. Covering dust cover. Spacing STD UL508. Insulation STD. Class B.
Relay. Coil voltage 5 VDC. Mounting PCB w/Top QC. Contact form A. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltage 5 VDC. Mounting PCB w/ Top QC. Contact form A. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 5 VDC. Mounting PCB w/ Top QC. Contact form A. Covering dust cover. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 5 VDC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 5 VDC. Mounting PCB w / Top QC. Contact form A. Covering sealed. Spacing UL873. Insulation class F.
Relay. Coil voltage 5 VDC. Mounting PCB w/ Top QC. Contact form A. Covering open frame. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 220 VAC. Mounting PCB w/Top QC . Contact form A. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB w/Top QC . Contact form C. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 12 VAC. Mounting panel w/ all QC . Contact form A. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 12 VAC. Mounting PCB w/Top QC . Contact form A. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 110 VAC. Mounting PCB w/Top QC . Contact form C. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 12 VAC. Mounting PCB w/Top QC . Contact form C. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 48 VAC. Mounting PCB w/Top QC . Contact form C. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 12 VAC. Mounting panel w/ all QC . Contact form B. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting panel w/ all QC . Contact form B. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 110 VAC. Mounting panel w/ all QC. Contact form B. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 220 VAC. Mounting panel w/ all QC. Contact form B. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 110 VDC. Mounting panel w/all QC. Contact form B. Covering open frame. Spacing StdUL508. Insulation STD.classB.
Relay. Coil voltage 12 VAC. Mounting PCB w/ Top QC. Contact form B. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 220 VAC. Mounting PCB w / Top QC. Contact form B. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 24 VAC. Mounting PCB w/ Top QC. Contact form B. Covering open frame. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 24 VAC. Mounting PCB w/ Top QC. Contact form B. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 48 VAC. Mounting PCB w/ Top QC. Contact form B. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 110 VDC. Mounting PCB. Contact form A. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB . Contact form A. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 110 VAC. Mounting PCB. Contact form A. Covering dust cover. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 110 VAC. Mounting PCB. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 110 VDC. Mounting PCB. Contact form A. Covering dust cover. Spacing UL873. Insulation class F.
Relay. Coil voltage 110 VDC. Mounting PCB. Contact form A. Covering dust cover. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 110 VAC. Mounting PCB . Contact form A. Covering dust cover. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 110 VDC. Mounting PCB. Contact form A. Covering dust cover. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 110 VAC. Mounting PCB. Contact form A. Covering dust cover. Spacing UL873. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB. Contact form A. Covering dust cover. Spacing UL873. Insulation Std. Class B.
Relay. Coil voltage 220 VAC. Mounting PCB. Contact form A. Covering dust cover. Spacing UL873. Insulation class F.
Relay. Coil voltage 110 VAC. Mounting PCB. Contact form A. Covering open from. Spacing STD UL508. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB. Contact form A. Covering open frame. Spacing Std UL508. Insulation STD.classB.
Relay. Coil voltage 110 VDC. Mounting PCB. Contact form A. Covering open frame. Spacing UL873. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB w / Top QC. Contact form A. Covering dust cover. Spacing UL873. Insulation class F.
Relay. Coil voltage 220 VAC. Mounting PCB w/ Top QC. Contact form A. Covering dust cover. Spacing UL873. Insulation Std. Class B.
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