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			 Related Part Number
	
					PART	Description	Maker
	AAA3528EMBSGC 	3.5 x 2.8 mm surface mount LED lamp. High efficiency red (peak wavelength 627 nm).Super bright green (peak wavelength 565 nm). Blue (peak wavelength 430 nm). Lens type water clear.
	Kingbright Electronic

	FMBD4148SE 	350mW Switching Diode Peak Repetitive Peak reverse voltage VRRM
	First Components Internatio...

	ASS-ASB 	Surface Mount Auto Surge Suppressor Working Peak Reverse Voltage - 22 to 42 Volts 8000 Watt Peak Pulse Power
	StarHope

	BT134-D 	600V Vdrm 4A Triac, 1.7V Peak On-State Voltage, 0.5mA Repetitive Peak Off-State Current
Bi-Directional Triode Thyristor
	SEMIWELL[SemiWell Semiconductor]

	ASM3I623S05AG-08-SR ASM3P623S05AG-08-SR ASM3I623S0	23S SERIES, PLL BASED CLOCK DRIVER, 4 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8
Timing-Safe?/a> Peak EMI reduction IC
Timing-Safe Peak EMI reduction IC
Timing-Safe垄芒 Peak EMI reduction IC
	http://
PulseCore Semiconductor

	E9321A E9322A E9323A E9325A E9326A E9327A 	E9321A E-Series Peak and Average Power Sensor, 50 MHz to 6 GHz
E9322A E-Series Peak and Average Power Sensor, 50 MHz to 6 GHz
E9323A E-Series Peak and Average Power Sensor, 50 MHz to 6 GHz
E9325A E-Series Peak and Average Power Sensor, 50 MHz to 18 GHz
E9326A E-Series Peak and Average Power Sensor, 50 MHz to 18 GHz
E9327A E-Series Peak and Average Power Sensor, 50 MHz to 18 GHz
	Agilent (Hewlett-Packard)

	AA2734SRSGC 	2.7 x 3.4mm surface mount LED lamp. Super bright red (peak wavelength 660 nm). Super bright green (peak wavelength 565 nm). Lens type water clear.
	Kingbright Electronic

	15FMCJ91A 15FMCJ 15FMCJ10 15FMCJ100 15FMCJ100A 15F	   SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 143V(min), 158V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 108V(min), 132V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 90.0V(min), 110V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 99.0V(min), 121V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 117V(min), 143V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 171V(min), 189V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 237V(min), 263V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 332V(min), 368V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 198V(min), 242V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 198V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 124V(min), 137V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 225V(min), 275V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 285V(min), 315V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 270V(min), 330V(max). For bidirectional use C or CA suffix.
10 GIG OPTIMIZED         FIBER PATCH LC/LC
Fiber Optic Cable Assembly; Cable Length:49.2ft; Connector Type A:ST; Connector Type B:ST
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 10M
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 5M
Fiber Optic Cable Assembly; Cable Length:32.8ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
Fiber Optic Cable Assembly; Cable Length:16.4ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
10 GIG OPTIMIZED         FIBER PATCH ST/ST
SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR 表面贴装瞬态电压抑制器
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 152V(min), 168V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 380V(min), 420V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 153V(min), 187V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 180V(min), 220V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 190V(min), 210V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 360V(min), 440V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 179V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 144V(min), 176V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 114V(min), 126V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 105V(min), 116V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 315V(min), 385V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 95.0V(min), 105V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 135V(min), 165V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 209V(min), 231V(max). For bidirectional use C or CA suffix.
	RECTRON[Rectron Semiconductor]

	BDY38 	Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:35Vrms; Voltage Rating DC, Vdc:45VDC; Peak Surge Current (8/20uS), Itm:2000A; Clamping Voltage 8/20us Max :110V; Peak Energy (10/1000uS):30J; Capacitance, Cd:10000pF 晶体管|晶体管|叩| 40V的五（巴西）总裁| 6A条一（c）|
	Vishay Intertechnology, Inc.

	STK14C68-C25 STK14C68-5S30 STK14C68-5S25 STK14C68-	SCR Thyristor; SCR Type:Sensitive Gate; Peak Repetitive Off-State Voltage, Vdrm:400V; On-State RMS Current, IT(rms):6A; Peak Non Repetitive Surge Current, Itsm:100A; Gate Trigger Current Max, Igt:200uA
NVRAM (EEPROM Based)
SCR Thyristor; Thyristor Type:Sensitive Gate; Peak Repetitive Off-State Voltage, Vdrm:400V; On-State RMS Current, IT(rms):4A; Peak Non Repetitive Surge Current, Itsm:30A; Gate Trigger Current Max, Igt:200uA RoHS Compliant: Yes
SCR Thyristor; SCR Type:Standard Gate; Peak Repetitive Off-State Voltage, Vdrm:600V; On-State RMS Current, IT(rms):8A; Peak Non Repetitive Surge Current, Itsm:100A; Gate Trigger Current Max, Igt:15mA
SCR Thyristor; SCR Type:Standard Gate; Peak Repetitive Off-State Voltage, Vdrm:400V; On-State RMS Current, IT(rms):6A; Peak Non Repetitive Surge Current, Itsm:100A; Gate Trigger Current Max, Igt:15uA
SCR Thyristor; SCR Type:Standard Gate; Peak Repetitive Off-State Voltage, Vdrm:600V; On-State RMS Current, IT(rms):10A; Peak Non Repetitive Surge Current, Itsm:100A; Gate Trigger Current Max, Igt:15mA
SCR Thyristor; Thyristor Type:Standard Gate; Peak Repetitive Off-State Voltage, Vdrm:400V; On-State RMS Current, IT(rms):6A; Peak Non Repetitive Surge Current, Itsm:100A; Gate Trigger Current Max, Igt:15mA RoHS Compliant: Yes
SCR Thyristor; SCR Type:Standard Gate; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):6A; Peak Non Repetitive Surge Current, Itsm:100A; Gate Trigger Current Max, Igt:15mA
SCR Thyristor; Thyristor Type:Standard Gate; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):6A; Peak Non Repetitive Surge Current, Itsm:100A; Gate Trigger Current Max, Igt:15uA RoHS Compliant: Yes
SCR Thyristor; SCR Type:Sensitive Gate; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):6A; Peak Non Repetitive Surge Current, Itsm:100A; Gate Trigger Current Max, Igt:200uA
SCR Thyristor; SCR Type:Standard Gate; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):70A; Peak Non Repetitive Surge Current, Itsm:950A; Gate Trigger Current Max, Igt:50mA NVRAM中（EEPROM的基础
	Electronic Theatre Controls, Inc.

	BDX95 	Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:320Vrms; Voltage Rating DC, Vdc:420VDC; Peak Surge Current (8/20uS), Itm:4500A; Clamping Voltage 8/20us Max  :850V; Peak Energy (10/1000uS):80J; Capacitance, Cd:380pF
Bipolar NPN Device in a Hermetically sealed TO3 Metal Package
	Seme LAB
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