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			KYW35A2 - Paired Cable; Number of Conductors:16; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:8; Conductor Material:Copper; Impedance:110ohm; Jacket Color:Gray RoHS Compliant: Yes Silicon Press-Fit-Diodes 
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	Description	Paired Cable; Number of Conductors:16; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:8; Conductor Material:Copper; Impedance:110ohm; Jacket Color:Gray RoHS Compliant: Yes 
 Silicon Press-Fit-Diodes
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			 Related Part Number
	
					PART	Description	Maker
	BYT42 BYT42A BYT42B BYT42D BYT42G BYT42J BYT42K BY	Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Fast Soft Recovery Rectifier
From old datasheet system
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Number of Pairs:1; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
	Vishay Telefunken
VISAY[Vishay Siliconix]
Vishay Intertechnology,Inc.

	1032-90LJ 1032-80LT 1032-80LJ 1032-90LT 1032-60LG/	Multiconductor Cable; Number of Conductors:25; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:12; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes 高密度可编程逻辑
High-Density Programmable Logic
Shielded Paired Cable; Number of Conductors:36; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:18; Drop Ship:Yes; Features:Alumunium Foil Polyester/Tinned Copper Braid RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:36; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:18; Features:Alumunium Foil Polyester/Tinned Copper Braid; Impedance:120ohm RoHS Compliant: Yes
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation

	GT14-1.3PT GT14W-2S-HU GT14-1.1PT GT14-20_3.8-4.8P	Coaxial cable connection of Antennas, Sensors, and Communication Trunk Lines 在天线，传感器和通信中继同轴电缆连接
SNAP LOCK CABLE MARKER - H 在天线，传感器和通信中继同轴电缆连接
Paired Cable; Number of Conductors:50; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:25; Features:Unshielded; Impedance:100ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes
SNAP LOCK CABLE          MARKER - H
SNAP LOCK CABLE          MARKER - G
SNAP LOCK CABLE          MARKER - I
Coaxial cable connection of Antennas/ Sensors/ and Communication Trunk Lines
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	PC723V0NSZX PC723V0YSZX 	Twisted Paired Computer Cable; Number of Conductors:2; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Foil/Braid; Shielding Coverage:100%; Number of Pairs:1 RoHS Compliant: Yes
High Collector-emitter Voltage Type Photocoupler
	Sharp Corporation
Sharp Electrionic Components

	VN03 VN03011Y VN03012Y 1080 VN03_012Y VN03_011Y 	Shielded Paired Cable; Number of Conductors:12; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:6 RoHS Compliant: Yes 标准高边智能电源固态继电器
ISO HIGH SIDE SMART POWER SOLID STATE RELAY
From old datasheet system
	STMicroelectronics N.V.
意法半导
STMICROELECTRONICS[STMicroelectronics]

	TMPR28051-3-SL5 TMPR28051 	TMPR28051 STS-1/AU-3 (STM-0) Mapper Device Advisory for Version 5 of the Device
Paired Cable; Number of Conductors:12; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyolefin; Number of Pairs:6; Impedance:100ohm; Voltage Nom.:300V RoHS Compliant: Yes
	Agere Systems

	X28LC513JI-25 X28LC512 X28LC512J-15 X28LC512J-20 X	Shielded Multiconductor Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes
Paired Cable; Number of Conductors:16; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:8; Conductor Material:Copper; Conductor Plating:Tin; Jacket Color:Chrome RoHS Compliant: Yes
3.3 Volt, Byte Alterable E2PROM
3.3 Volt/ Byte Alterable E2PROM
	XICOR[Xicor Inc.]

	LP62S16512-T LP62S16512U-55LLT LP62S16512U-70LLT A	Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Impedance:75ohm; Voltage Nom.:600V RoHS Compliant: Yes 12k × 16位低电压CMOSSRAM
CABLE, 9502, 2PAIR, 30.5M; Cores, No. of:4; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:5.64m; Material, secondary insulation:PVC; Length, Reel (Imperial):100ft; Colour, secondary insulation:Chrome; RoHS Compliant: Yes
512K X 16 BIT LOW VOLTAGE CMOS SRAM
	AMIC Technology, Corp.
AMIC Technology Corporation
AMICC[AMIC Technology]

	161.54000 161.52000 161.51000 161.51500 161.47500 	OF2-Fuse links for rated voltage up to 32 V 页用于额定电2保险丝链
TELCO 25-PAIR PVC 5 FT   2 FEMALE CONNECTORS
TELCO 25-PAIR PVC 5 FT   1 MALE/1 FEMALE CONNECTOR
TELCO 25-PAIR PVC 25 FT  1 FEMALE CNNCTR/1 OPEN
Connector assemblies, Network cables;
Paired Cable; Number of Conductors:12; Conductor Size AWG:24; No. Strands x Strand Size:41 x 40; Jacket Material:Polyolefin; Number of Pairs:6; Capacitance:26.0pF RoHS Compliant: Yes
	Littelfuse, Inc.

	VB029SP 6060 VB029 VB029_011Y VB029_012Y VB029011Y	Shielded Paired Cable; Number of Conductors:8; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:4; Voltage Nom.:600V RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Pink; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
From old datasheet system
HIGH VOLTAGE IGNITION COIL DRIVER POWER I.C.
	意法半导
STMICROELECTRONICS[STMicroelectronics]
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