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			C1608C0G2A102J -    Ceramic Capacitors For Mid Voltage SMD Wraparound Chip Resistor Thick Film Industrial 陶瓷电容器中电压贴片 Ceramic Multilayer Capacitor; Capacitance:120pF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:100V; Dielectric Characteristic:C0G/NP0; Package/Case:0805; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount 陶瓷电容器中电压贴片 12 bit 275 MSPS Dual Digital to Analog Converter 48-TQFP -40 to 85 陶瓷电容器中电压贴片 Precision Low Power 2.048 V SOT-23 Voltage Reference; Package: SOT-23; No of Pins: 3; Temperature Range: Automotive 陶瓷电容器中电压贴片 High Precision Shunt Mode Voltage Reference (2.048 V); Package: SOT-23; No of Pins: 3; Temperature Range: Automotive 陶瓷电容器中电压贴片 12-Bit Quad Voltage Output Digital-to-Analog Converter w/ I<sup>2</sup>C Interface 10-MSOP -40 to 105 陶瓷电容器中电压贴片 2.048 V Micropower, Low Noise Precision Voltage References with Shutdown; Package: TSOT; No of Pins: 5; Temperature Range: Industrial 陶瓷电容器中电压贴片 12-Bit, Dual, Ultralow Glitch, Voltage Output Digital to Analog Converter 16-QFN -40 to 105 陶瓷电容器中电压贴片 High Precision Shunt Mode Voltage Reference (3.0 V); Package: SOT-23; No of Pins: 3; Temperature Range: Automotive 陶瓷电容器中电压贴片 Ceramic Capacitors For Mid Voltage SMD 陶瓷电容器中电压贴片 10-bit, Quad, Digital-to-Analog Converter with I2C interface 10-MSOP -40 to 85 10-Bit, Quad DAC with I2C Interface 16-TSSOP -40 to 85 Low-Power Rail-To-Rail Output 12-Bit I2C Input DAC 6-SOT-23 -40 to 105 Ceramic Multilayer Capacitor; Capacitance:4700pF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:200V; Dielectric Characteristic:X7R; Package/Case:0603; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount Ceramic Multilayer Capacitor; Capacitance:100000pF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:50V; Dielectric Characteristic:X7R; Package/Case:0612; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount 
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	Description	   Ceramic Capacitors For Mid Voltage SMD 
 Wraparound Chip Resistor Thick Film Industrial 陶瓷电容器中电压贴片
Ceramic Multilayer Capacitor; Capacitance:120pF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:100V; Dielectric Characteristic:C0G/NP0; Package/Case:0805; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount 陶瓷电容器中电压贴片
12 bit 275 MSPS Dual Digital to Analog Converter 48-TQFP -40 to 85 陶瓷电容器中电压贴片
Precision Low Power 2.048 V SOT-23 Voltage Reference; Package: SOT-23; No of Pins: 3; Temperature Range: Automotive 陶瓷电容器中电压贴片
High Precision Shunt Mode Voltage Reference (2.048 V); Package: SOT-23; No of Pins: 3; Temperature Range: Automotive 陶瓷电容器中电压贴片
12-Bit Quad Voltage Output Digital-to-Analog Converter w/ I<sup>2</sup>C Interface 10-MSOP -40 to 105 陶瓷电容器中电压贴片
2.048 V Micropower, Low Noise Precision Voltage References with Shutdown; Package: TSOT; No of Pins: 5; Temperature Range: Industrial 陶瓷电容器中电压贴片
12-Bit, Dual, Ultralow Glitch, Voltage Output Digital to Analog Converter 16-QFN -40 to 105 陶瓷电容器中电压贴片
High Precision Shunt Mode Voltage Reference (3.0 V); Package: SOT-23; No of Pins: 3; Temperature Range: Automotive 陶瓷电容器中电压贴片
Ceramic Capacitors For Mid Voltage SMD 陶瓷电容器中电压贴片
10-bit, Quad, Digital-to-Analog Converter with I2C interface 10-MSOP -40 to 85
10-Bit, Quad DAC with I2C Interface 16-TSSOP -40 to 85
Low-Power Rail-To-Rail Output 12-Bit I2C Input DAC 6-SOT-23 -40 to 105
Ceramic Multilayer Capacitor; Capacitance:4700pF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:200V; Dielectric Characteristic:X7R; Package/Case:0603; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount
Ceramic Multilayer Capacitor; Capacitance:100000pF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:50V; Dielectric Characteristic:X7R; Package/Case:0612; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount
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 			 Full text search :    Ceramic Capacitors For Mid Voltage SMD Wraparound Chip Resistor Thick Film Industrial 陶瓷电容器中电压贴片 Ceramic Multilayer Capacitor; Capacitance:120pF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:100V; Dielectric Characteristic:C0G/NP0; Package/Case:0805; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount 陶瓷电容器中电压贴片 12 bit 275 MSPS Dual Digital to Analog Converter 48-TQFP -40 to 85 陶瓷电容器中电压贴片 Precision Low Power 2.048 V SOT-23 Voltage Reference; Package: SOT-23; No of Pins: 3; Temperature Range: Automotive 陶瓷电容器中电压贴片 High Precision Shunt Mode Voltage Reference (2.048 V); Package: SOT-23; No of Pins: 3; Temperature Range: Automotive 陶瓷电容器中电压贴片 12-Bit Quad Voltage Output Digital-to-Analog Converter w/ I<sup>2</sup>C Interface 10-MSOP -40 to 105 陶瓷电容器中电压贴片 2.048 V Micropower, Low Noise Precision Voltage References with Shutdown; Package: TSOT; No of Pins: 5; Temperature Range: Industrial 陶瓷电容器中电压贴片 12-Bit, Dual, Ultralow Glitch, Voltage Output Digital to Analog Converter 16-QFN -40 to 105 陶瓷电容器中电压贴片 High Precision Shunt Mode Voltage Reference (3.0 V); Package: SOT-23; No of Pins: 3; Temperature Range: Automotive 陶瓷电容器中电压贴片 Ceramic Capacitors For Mid Voltage SMD 陶瓷电容器中电压贴片 10-bit, Quad, Digital-to-Analog Converter with I2C interface 10-MSOP -40 to 85 10-Bit, Quad DAC with I2C Interface 16-TSSOP -40 to 85 Low-Power Rail-To-Rail Output 12-Bit I2C Input DAC 6-SOT-23 -40 to 105 Ceramic Multilayer Capacitor; Capacitance:4700pF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:200V; Dielectric Characteristic:X7R; Package/Case:0603; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount Ceramic Multilayer Capacitor; Capacitance:100000pF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:50V; Dielectric Characteristic:X7R; Package/Case:0612; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	EECEN0F204 EEC-EN0F204J2 	Electric Double Layer Capa citors (Gold Capacitor) / EN
	Panasonic Semiconductor

	PMAD1103 PMAD1105 	ultra low capa citance multi-line steering diode array
	Protek Devices

	PMMAD1103 	ultra low capa citance multi-line steering diode arra y
	Protek Devices

	SFA44S10K375B-F SFA44S12.5K375B-F SFA44S15K375B-F 	Polypropylene Film Capacitor; Capacitance:25uF; Capa Terminal Type:Solder Lug; Series:SF; Dielectric Matne; Leaded Process Compatible:No; Operating Temp. Mi CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 25 uF, CHASSIS MOUNT
CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 17.5 uF, CHASSIS MOUNT ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 10 uF, CHASSIS MOUNT ROHS COMPLIANT
Motor-Run and Power Supply Capacitors
	Cornell Dubilier Electronics, Inc.
http://
Cornell Dubilier Electr...
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