

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						2SC44			JW050A			MB90480B			EPA145			MY93C			MC409			F10A40			METROXS			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			B82432-H1224-K - High-current version Size 1812 (EIA) or 4532 (IEC) Rated inductance 1,0 to 330 mH Rated current 110 to 1100 mA 
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			 Related Part Number
	
					PART	Description	Maker
	LQH43CN6R8M03L LQH43CN680K03L LQH43CN330K03P LQH43	INDUCTOR 6.8UH 20% 720MA 1812 1 ELEMENT, 6.8 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR 68UH 10% 220MA 1812 1 ELEMENT, 68 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
Chip Inductor (Chip Coil) Power Inductor (Wire Wound Type for Choke)
INDUCTOR 47UH 10% 280MA 1812
INDUCTOR 10UH 10% 650MA 1812
INDUCTOR 3.3UH 20% 800MA 1812
INDUCTOR 4.7UH 20% 750MA 1812
	Murata Manufacturing Co., Ltd.
MURATA MANUFACTURING CO LTD

	BCL45 BCL453232-R33M BCL453232-R27M BCL453232-R39M	1812 Industry Size Surface Mount Inductors 1 ELEMENT, 0.15 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
1812 Industry Size Surface Mount Inductors 1 ELEMENT, 1 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
1812 Industry Size Surface Mount Inductors GENERAL PURPOSE INDUCTOR
	BI Technologies Corporation
BI Technologies, Corp.
BECKMAN INDUSTRIAL CORP

	5962F9467602VPA 5962F9467602VPC HS7B-1100RH-Q HS7-	Radiation Hardened/ Ultra High Speed Current Feedback Amplifier with Offset Adjust
Radiation Hardened, Ultra High Speed
Current Feedback Amplifier(抗辐射超高速电流反馈放大器)
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Radiation Hardened, Ultra High Speed Current Feedback Amplifier VIDEO AMPLIFIER, CDIP8
Radiation Hardened, Ultra High Speed Current Feedback Amplifier 1 CHANNEL, VIDEO AMPLIFIER, CDIP8
   Radiation Hardened, Ultra High Speed Current Feedback Amplifier
	Intersil Corporation
Intersil, Corp.

	LQH43CN331K03P LQH43CN100K03P LQH43CN150K03P LQH43	Chip Inductor (Chip Coil) Power Inductor (Wire Wound Type for Choke) LQH43C_03 Series (1812 Size)
	Murata Manufacturing Co., Ltd.
Murata Manufacturing Co...

	CD29LQL 	Larger Size Components Long Useful Life High Ripple Current Industrial Power Supplies
	Jianghai Europe GmbH

	GMS81C2012LQ GMS81C2012Q 	CMOS single-chip 8-bit microcontroller with A/D converter & VED driver. ROM size 12K bytes. RAM size 448 bytes. Mask version.
	HYUNDAI Micro Electronics

	AM91L50-20LC AM91L50-20LCB AM91L50-25DC AM91L50-25	1024 x 4 High-Speed Static R/W RAM
Standard Thick Film Chip Resistor: 10 ohms through 1 megohm, 1 %, 100 ppm, .100 W
External Plug-In Power Supply; Series:FW18; Output Voltage:18V; Output Power Max:18W; Output Current:1A; No. of Outputs:1; Input Current:1.00A; Leaded Process Compatible:Yes; Size:85x 33 x 50 mm; Supply Voltage Max:240VAC RoHS Compliant: Yes
External Plug-In Power Supply; Series:FW18; Output Voltage:12V; Output Power Max:18W; Output Current:1.5A; No. of Outputs:1; Input Current:1.50A; Leaded Process Compatible:Yes; Size:85x 33 x 50 mm; Supply Voltage Max:240VAC RoHS Compliant: Yes
External Plug-In Power Supply; Series:FW18; Output Voltage:18V; Output Power Max:18W; Output Current:1A; No. of Outputs:1; Input Current:1.00A; Size:85x 33 x 50 mm; Supply Voltage Max:240VAC; Supply Voltage Min:100VAC RoHS Compliant: Yes
External Plug-In Power Supply; Series:FW18; Output Voltage:24V; Output Power Max:18W; Output Current:0.75A; No. of Outputs:1; Input Current:0.75A; Size:85x 33 x 50 mm; Supply Voltage Max:240VAC; Supply Voltage Min:100VAC RoHS Compliant: Yes
1024x4 High-Speed Static R/W RAM 1K X 4 STANDARD SRAM, 45 ns, CDIP24
1024x4 High-Speed Static R/W RAM 1K X 4 STANDARD SRAM, 45 ns, CQCC28
1024x4 High-Speed Static R/W RAM 1K X 4 STANDARD SRAM, 35 ns, CDIP24
1024x4 High-Speed Static R/W RAM 1K X 4 STANDARD SRAM, 35 ns, CQCC28
1024x4 High-Speed Static R/W RAM 1024x4高速静电读/写内
1024x4 High-Speed Static R/W RAM 1K X 4 STANDARD SRAM, 25 ns, CDIP24
	AMD[Advanced Micro Devices]
Advanced Micro Devices, Inc.
ADVANCED MICRO DEVICES INC

	OPA2677H/2K5 OPA2677H/2K5G3 OPA2677U/2K5 	&ltfont color=red>[Old version datasheet]</font>   Dual, Wideband, High Output Current Operational Amplifier
	TI store

	CS5651 CS5651GN16 CS5651GDW16 CS5651GDWR16 	Aluminum Electrolytic Radial Lead High Ripple, Long Life Capacitor; Capacitance: 220uF; Voltage: 250V; Case Size: 18x31.5 mm; Packaging: Bulk 高性能双通道电流模式控制器，用ENABLE
High Performance Dual Channel Current Mode Controller with ENABLE 高性能双通道电流模式控制器，用ENABLE
	ZF Electronics, Corp.
CHERRY[Cherry Semiconductor Corporation]

	LM3406HVMH/NOPB 	&ltfont color=red>[Old version datasheet]</font>   Constant Current, Buck Regulator for Driving High Power LEDs
	TI store

	VN2210 VN2210N2 VN2210N3 	INDUCTOR, 1812 CASE, 1000UH; Inductor type:Wirewound; Inductance:1000uH; Tolerance, inductance: /-10%; Resistance:30R; Current, DC max:70mA
N-Channel Enhancement-Mode Vertical DMOS FETs
	Supertex, Inc.
SUTEX[Supertex, Inc]
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