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			 Related Part Number
	
					PART	Description	Maker
	BB200 BB200_1 	Low-voltage variable capacitance double diode 70 pF, 18 V, SILICON, VARIABLE CAPACITANCE DIODE, TO-236AB
From old datasheet system
	NXP Semiconductors N.V.
Philipss
Philips Semiconductors

	BB145_2 BB145 BB145T/R BB145115 	6.9 pF, 6 V, SILICON, VARIABLE CAPACITANCE DIODE
Low-voltage variable capacitance diode
From old datasheet system
	NXP Semiconductors
Philipss

	MA840 MA2C840 	Variable Capacitance Diodes VHF-UHF BAND, 13.25 pF, 32 V, SILICON, VARIABLE CAPACITANCE DIODE, DO-34
	PANASONIC CORP
Panasonic, Corp.
PANASONIC[Panasonic Semiconductor]

	BB142 BB142115 	4.6 pF, SILICON, VARIABLE CAPACITANCE DIODE
Low-voltage variable capacitance diode
	NXP SEMICONDUCTORS
PHILIPS[Philips Semiconductors]

	BB204B BB204 BB204G 	ER 35C 35#16 PIN PLUG VHF BAND, 14 pF, SILICON, VARIABLE CAPACITANCE DIODE, TO-92
VHF variable capacitance double diodes 甚高频双可变电容二极
	PHILIPS[Philips Semiconductors]
Philipss
NXP Semiconductors N.V.

	IDT54FCT162374ATPFB IDT54FCT162374TPAB IDT54FCT162	FAST CMOS 16-BIT REGISTER (3-STATE)
Variable Capacitance Diode for Digital audio; Ratings VR (V): 10; Characteristics n: 2.40 to 3.05; Characteristics rs (ohm) max: 1.8; Characteristics C (pF) max: C1 = 2.60 to 2.90 C3 = 0.97 to 1.08; Characteristics CVR/CVR: 1/3; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 2.35 to 2.55; Characteristics rs (ohm) max: 0.6; Characteristics C (pF) max: C1=6.62 to 7.02 C4=2.60 to 2.95; Characteristics CVR/CVR: 1/4; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 2.10 to 2.40; Characteristics rs (ohm) max: 0.75; Characteristics C (pF) max: C0.5 = 7.38 to 7.92 C2.5 = 3.26 to3.58; Characteristics CVR/CVR: 0.5/2.5; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 1.680 to 1.750; Characteristics rs (ohm) max: 1.2; Characteristics C (pF) max: C1 = 21.50 to 24.00 C2 = 12.50 to 14.50; Characteristics CVR/CVR: 1/2; Cl: 17; Package: SFP
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 2.43 to 2.57; Characteristics rs (ohm) max: 0.75; Characteristics C (pF) max: C0.5 = 7.30 to 7.70 C2.5 = 2.90 to 3.18; Characteristics CVR/CVR: 0.5/2.5; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 2.30 to 2.46; Characteristics rs (ohm) max: 0.4; Characteristics C (pF) max: C0.5 = 18.5 to 20.0 C2.5 = 7.3 to 8.6; Characteristics CVR/CVR: 0.5/2.5; Cl: 7.95; Package: SFP
Variable Capacitance Diode for Digital audio; Ratings VR (V): 10; Characteristics n: 2.28 to 2.90; Characteristics rs (ohm) max: 1.1; Characteristics C (pF) max: C1 = 2.90 to 3.30 C3 = 1.12 to 1.30; Characteristics CVR/CVR: 1/3; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 2.02 to 2.26; Characteristics rs (ohm) max: 0.4; Characteristics C (pF) max: C0.5 = 18.5 to 20.0 C2.5 = 8.55 to 9.45; Characteristics CVR/CVR: 0.5/2.5; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 2.62 min; Characteristics rs (ohm) max: 0.4; Characteristics C (pF) max: C1 = 14.6 to 15.8 C4 = 5.20 to 5.80; Characteristics CVR/CVR: 1/4; Cl: 5.85; Package: EFP
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 3.0 min; Characteristics rs (ohm) max: 2; Characteristics C (pF) max: C1 = 41.6 to 49.9 C4 = 10.1 to 14.8; Characteristics CVR/CVR: 1/4; Cl: 12.45; Package: SFP
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 1.73 to 2.10; Characteristics rs (ohm) max: 0.7; Characteristics C (pF) max: C1 = 2.35 to 2.70 C3 = 1.22 to 1.42; Characteristics CVR/CVR: 1/3; Cl: -; Package: MP6
	Integrated Device Technology, Inc.

	RKV5000DKK 	Diodes>Variable Capacitance
Variable Capacitance Diode for UHF/VHF tuner
Vari-Cap Diodes for Electric Tuning
	RENESAS[Renesas Electronics Corporation]
http://

	RKV606KP 	3.34 pF, SILICON, VARIABLE CAPACITANCE DIODE
Variable Capacitance Diode for VCO
	Renesas Electronics Corporation

	1M1409 1M5474B 1M5139B 1M5463B 	27 pF, 12 V, SILICON, HYPERABRUPT VARIABLE CAPACITANCE DIODE
VHF-UHF BAND, 68 pF, 30 V, SILICON, ABRUPT VARIABLE CAPACITANCE DIODE
6.8 pF, 60 V, SILICON, ABRUPT VARIABLE CAPACITANCE DIODE
VHF-UHF BAND, 10 pF, 30 V, SILICON, ABRUPT VARIABLE CAPACITANCE DIODE
	

	GC1310 KV1963A KV1953A KV1923A KV1913A1 KV2123 KV1	C BAND, 3.9 pF, SILICON, ABRUPT VARIABLE CAPACITANCE DIODE
C BAND, 0.8 pF, SILICON, HYPERABRUPT VARIABLE CAPACITANCE DIODE
C BAND, 0.8 pF, SILICON, ABRUPT VARIABLE CAPACITANCE DIODE
ENHANCED PERFORMANCE SURFACE MOUNT EPSM垄芒Hyperabrupt Varactor Diodes TM
ENHANCED PERFORMANCE SURFACE MOUNT EPSM?⑷yperabrupt Varactor Diodes TM
ENHANCED PERFORMANCE SURFACE MOUNT EPSM?Hyperabrupt Varactor Diodes TM
C BAND, 16.5 pF, SILICON, HYPERABRUPT VARIABLE CAPACITANCE DIODE
C BAND, 1.5 pF, SILICON, HYPERABRUPT VARIABLE CAPACITANCE DIODE
	Microsemi Corporation
MICROSEMI CORP-LOWELL



				
	 
	 Related keyword From Full Text Search System
	

					
						HVR100 Supply	
						HVR100 taping code	
						HVR100 FRE DOUNLODE	
						HVR100 micro	
						HVR100 filetype:pdf
	
						HVR100 Flash	
						HVR100 epitaxial	
						HVR100 Processor	
						HVR100 relay	
						HVR100 datasheet pdf


				
	 



		 


	
		
Price & Availability of HVR100 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.55194020271301















