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			BYT41M - Multiconductor Cable; Number of Conductors:15; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Voltage Nom.:300V RoHS Compliant: Yes 快速软恢复整流 Multiconductor Cable; Number of Conductors:12; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Voltage Nom.:300V RoHS Compliant: Yes Fast Soft Recovery Rectifier From old datasheet system 
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	Part No.	BYT41M BYT41 BYT41A BYT41B BYT41D BYT41G BYT41J BYT41K   

	Description	Multiconductor Cable; Number of Conductors:15; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Voltage Nom.:300V RoHS Compliant: Yes 快速软恢复整流 
 Multiconductor Cable; Number of Conductors:12; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Voltage Nom.:300V RoHS Compliant: Yes
Fast Soft Recovery Rectifier
From old datasheet system
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						 Vishay Intertechnology, Inc. 
 Vishay Telefunken
Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]
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	Part: BYT42D
	Maker: 
	Pack: 
	Stock: 
	Unit price 
									for :
	    
									50: $0.04
	  
									100: $0.04
	1000: 
									$0.04
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 			 Full text search : Multiconductor Cable; Number of Conductors:15; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Voltage Nom.:300V RoHS Compliant: Yes 快速软恢复整流 Multiconductor Cable; Number of Conductors:12; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Voltage Nom.:300V RoHS Compliant: Yes Fast Soft Recovery Rectifier From old datasheet system   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	PIC16LF870T/PQ PIC16LF870T/PT PIC16F871T-I/P PIC16	12MHZ CERAMIC RES,SMT
CAT 5E CROSSOVER PATCH   CORD CABLE GREEN 6 FT
Multiconductor Commercial Audio Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:LSPVC; Conductor Material:Copper; Features:Flamarrest Low-Smoke Jacket; Jacket Color:Natural RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
Sound/Security Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:33pF/ft RoHS Compliant: Yes
128 x 128 pixel format, LED or EL Backlight available 28/40-Pin 8位CMOS闪存微控制器
28/40-Pin 8-Bit CMOS FLASH Microcontrollers 28/40-Pin 8位CMOS闪存微控制器
SWITCH, SPNO SPNC ANTI-VANDAL 28/40-Pin 8位CMOS闪存微控制器
	Microchip Technology Inc.
Microchip Technology, Inc.

	HA4-5221_883 HA7-5221_883 5962-9163401M2A 5962-916	Low Noise, Wideband, Precision Operational Amplifier OP-AMP, 1500 uV OFFSET-MAX, 40 MHz BAND WIDTH, CDIP8
Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FRPE - Flame Retardant Polyethylene; Leaded Process Compatible:Yes; Capacitance:27uF; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FRPE - Flame Retardant Polyethylene; Leaded Process Compatible:Yes; Capacitance:17uF; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	BYT85-800 BYT85 BYT85-1000 BYT85-600 	Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Leaded Process Compatible:Yes; Temperature Max:105 C RoHS Compliant: Yes
From old datasheet system
Ultra Fast Recovery Silicon Power Rectifier
	Vishay Telefunken
Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]
http://

	HA-4741/883 HA4-4741/883 	Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Approval Bodies:NEC; Conductor Material:Copper RoHS Compliant: Yes 四路运算放大
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Jacket Color:Red RoHS Compliant: Yes
Op Amp, Quad 3.5MHz, 883 Compliant
	Intersil, Corp.
Intersil Corporation

	11EFS4 	Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30, 16 x 30; Jacket Material:Polyvinylchloride
Low Forward Voltage drop Diode
	Nihon Inter Electronics Corporation

	SFR16-XXX SFR16R-1 SFR16R-XXX SFR8R-1_5STE1 SFR10R	0.8nn FLEX CIRCUIT/FLAT CABLE/CIC SURFLOK SFR SERIES 0.8nn柔性电扁平电缆/议会SURFLOK的SFR系列
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Shielding Coverage:1% RoHS Compliant: Yes 0.8nn柔性电扁平电缆/议会SURFLOKSFR系列
	http://
Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC[ETC]

	BYW178 	Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18-15; No. Strands x Strand Size:19 x 28, 19 x 30; Jacket Material:Polyvinylchloride
From old datasheet system
Very Fast Silicon Mesa Rectifier
	Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]
Vishay Telefunken

	BYW27-800 BYW27-100 BYW27-200 BYW27-400 BYW27-50 B	   SILICON RECTIFIERS
Multiconductor Cable; Number of Conductors:8; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:4; Leaded Process Compatible:Yes; Capacitance:13pF/ft RoHS Compliant: Yes
Paired Cable; Number of Conductors:1; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Capacitance:13pF/ft; Conductor Material:Copper; Impedance:110ohm RoHS Compliant: Yes
	EIC discrete Semiconduc...
EIC[EIC discrete Semiconductors]
Electronics Industry Public Company Limited

	1032-90LJ 1032-80LT 1032-80LJ 1032-90LT 1032-60LG/	Multiconductor Cable; Number of Conductors:25; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:12; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes 高密度可编程逻辑
High-Density Programmable Logic
Shielded Paired Cable; Number of Conductors:36; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:18; Drop Ship:Yes; Features:Alumunium Foil Polyester/Tinned Copper Braid RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:36; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:18; Features:Alumunium Foil Polyester/Tinned Copper Braid; Impedance:120ohm RoHS Compliant: Yes
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation

	MC68HC11FX MC68HC11F1CPU4 MC68L11FC0FU4 MC68HC11FC	Multiconductor Cable; Number of Conductors:12; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Features:Unshielded RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:12; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No; Conductor Material:Copper; Features:Unshielded RoHS Compliant: Yes
Technical Summary 8-Bit Microcontroller 8-BIT, 6 MHz, MICROCONTROLLER, PQFP80
	Motorola, Inc.
Motorola Mobility Holdings, Inc.

	DS1217M 1217M DS1217M4-25 DS1217 DS1217M1_2-25 DS1	Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Nonvolatile Read/Write Cartridge
From old datasheet system
	Dallas Semiconducotr
DALLAS[Dallas Semiconductor]
MAXIM - Dallas Semiconductor

	11825-808 11825-818 FS6322-05 	Paired Cable; Number of Conductors:8; Conductor Size AWG:20; No. Strands x Strand Size:26 x 34; Jacket Material:Rubber; Features:Tinned Copper Braid; Impedance:52ohm; Temperature Max:90 C; Voltage Nom.:300V RoHS Compliant: Yes
Multiconductor Dual-Channel Audio Cable; Number of Conductors:2; Conductor Size AWG:25; No. Strands x Strand Size:7 x 38; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Tinned Copper; Shielding Coverage:90% RoHS Compliant: Yes
Three-PLL Clock Generator IC
	AMI Semiconductor
Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers
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