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			MAX6468US22D3 - 4.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 2.925 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 2.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 2.188 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 1.575 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset Microprocessor Supervisory Reset Circuits with Edge-Triggered One-Shot Manual Reset Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1 Microamp, 250Kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single and Dual Supply, 8 to 1 Multiplexer, Dual 4 to 1 Multiplexer and a Triple SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4  /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 18-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single and Dual Supply, 8 Multiplexer to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage, Single Supply, SPST Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SC-70 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Dual Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4  /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70&deg;C; Package: 20-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single and Dual Supply, Differential 4 to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage,Single Supply, Quad 2:1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON Resistance, Low Voltage, Single Supply 8 to 1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 ESD Protected to ±15kV, 5V, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: 0&degC to 70°C; Package: 8-SOIC ±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R ±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R ±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-TSSOP T&R Microprocessor Supervisory Reset Circuits with Edge-Triggered / One-Shot Manual Reset From old datasheet system Microprocessor Supervisory Reset Circuits with Edge-Triggered, One-Shot Manual Reset 5V, Half Duplex, 5Mbps, RS-485/RS-422 Transceiver; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC 
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	Part No.	MAX6468US22D3 MAX6467US MAX6467US16D3 MAX6467US22D3 MAX6467US26D3 MAX6467US29D3 MAX6467US46D3 MAX6468XS46D3 MAX6468US26D3 MAX6468US29D3 MAX6468US46D3 MAX6468XS22D3 MAX6468XS26D3 MAX6468XS29D3 MAX6467XS29D3 MAX6467XS16D3 MAX6467XS22D3 MAX6467XS26D3 MAX6467XS46D3 MAX6467-MAX6468 MAX6468US16D3 MAX6468XS16D3 MAX6467 MAX6467US35D7-T MAX6467US25D7-T MAX6467US25D3-T MAX6467XS45D7-T MAX6467XS45D3-T MAX6468US45D7-T MAX6467US27D3-T MAX6468US29D7-T  

	Description	4.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 
 2.925 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
2.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
2.188 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
1.575 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
Microprocessor Supervisory Reset Circuits with Edge-Triggered One-Shot Manual Reset
Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1 Microamp, 250Kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single and Dual Supply, 8 to 1 Multiplexer, Dual 4 to 1 Multiplexer and a Triple SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
 /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 18-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single and Dual Supply, 8 Multiplexer to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage, Single Supply, SPST Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SC-70 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Dual Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
 /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70&deg;C; Package: 20-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single and Dual Supply, Differential 4 to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage,Single Supply, Quad 2:1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON Resistance, Low Voltage, Single Supply 8 to 1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
ESD Protected to ±15kV, 5V, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R
±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-TSSOP T&R
Microprocessor Supervisory Reset Circuits with Edge-Triggered / One-Shot Manual Reset
From old datasheet system
Microprocessor Supervisory Reset Circuits with Edge-Triggered, One-Shot Manual Reset
5V, Half Duplex, 5Mbps, RS-485/RS-422 Transceiver; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC
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 			 Full text search : 4.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 2.925 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 2.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 2.188 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset 1.575 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset Microprocessor Supervisory Reset Circuits with Edge-Triggered One-Shot Manual Reset Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1 Microamp, 250Kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single and Dual Supply, 8 to 1 Multiplexer, Dual 4 to 1 Multiplexer and a Triple SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4  /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 18-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single and Dual Supply, 8 Multiplexer to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage, Single Supply, SPST Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SC-70 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Dual Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 &#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4  /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70&deg;C; Package: 20-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Low-Voltage, Single and Dual Supply, Differential 4 to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON-Resistance, Low Voltage,Single Supply, Quad 2:1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 Ultra Low ON Resistance, Low Voltage, Single Supply 8 to 1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4 ESD Protected to ±15kV, 5V, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: 0&degC to 70°C; Package: 8-SOIC ±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R ±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R ±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R ±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-TSSOP T&R Microprocessor Supervisory Reset Circuits with Edge-Triggered / One-Shot Manual Reset From old datasheet system Microprocessor Supervisory Reset Circuits with Edge-Triggered, One-Shot Manual Reset 5V, Half Duplex, 5Mbps, RS-485/RS-422 Transceiver; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	AD7762 AD7762BSVZ AD7762BSVZ-REEL EVAL-AD7762EB 	Parallel Interface, 625 kSPS, 24-Bit Sigma-Delta A/D Converter
625 kSPS, 24-Bit, 109 dB ADC With On-Chip Buffer
	AD[Analog Devices]

	SHD431104 	300 mA, 150 V, NPN, Si, SMALL SIGNAL TRANSISTOR
	SENSITRON SEMICONDUCTOR

	PH1214-300M 	Radar Pulsed Power Transistor/ 300 Watts/1.20-1.40 GHz/ 150 mS Pulse/ 10% Duty
Radar Pulsed Power Transistor, 300 Watts,1.20-1.40 GHz, 150 mS Pulse, 10% Duty
	MACOM[Tyco Electronics]

	R6031.522PSYA R6221.530PSYA R6220.530PSYA R9GS2010	220 A, 150 V, SILICON, RECTIFIER DIODE R60, 1 PIN
300 A, 150 V, SILICON, RECTIFIER DIODE R62, 2 PIN
300 A, 50 V, SILICON, RECTIFIER DIODE R62, 2 PIN
1000 A, 2000 V, SILICON, RECTIFIER DIODE R9G, 2 PIN
350 A, 2200 V, SILICON, RECTIFIER DIODE
100 A, 200 V, SILICON, RECTIFIER DIODE
200 A, 1500 V, SILICON, RECTIFIER DIODE
1500 A, 1200 V, SILICON, RECTIFIER DIODE
125 A, 800 V, SILICON, RECTIFIER DIODE
150 A, 1200 V, SILICON, RECTIFIER DIODE
400 A, 200 V, SILICON, RECTIFIER DIODE
800 A, 3200 V, SILICON, RECTIFIER DIODE
350 A, 700 V, SILICON, RECTIFIER DIODE
400 A, 900 V, SILICON, RECTIFIER DIODE
100 A, 1500 V, SILICON, RECTIFIER DIODE
1000 A, 1500 V, SILICON, RECTIFIER DIODE
1000 A, 1700 V, SILICON, RECTIFIER DIODE
800 A, 3100 V, SILICON, RECTIFIER DIODE
250 A, 50 V, SILICON, RECTIFIER DIODE
800 A, 3600 V, SILICON, RECTIFIER DIODE
330 A, 500 V, SILICON, RECTIFIER DIODE
	Powerex, Inc.
POWEREX INC

	CSD880Y CSD880 CSD880GR CSD880O 	30.000W Medium Power NPN Plastic Leaded Transistor. 60V Vceo, 3.000A Ic, 150 - 300 hFE. Complementary CSB834GR
Audio Frequency Power Amplifier Applications
	CDIL[Continental Device India Limited]

	MOSX1/2CGTA9R09F MOSX1/2CT26A3R09F MOSX1/2CT26A9R0	RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 9.09 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 3.09 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 17.4 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 31.6 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 8.06 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 17.8 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 49.9 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 28 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 28.7 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 1.58 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 41.2 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 57.6 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 44.2 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 54.9 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 63.4 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 76.8 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 1.96 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 73.2 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 88.7 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 1 W, 1 %, 300 ppm, 73.2 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 90.9 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 84.5 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 29.4 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 86.6 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 5 %, 300 ppm, 10 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 6.81 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 10200 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 5 %, 300 ppm, 510 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 2 %, 300 ppm, 100 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 5360 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 549 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 100 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 2 %, 300 ppm, 10000 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 5 %, 300 ppm, 1000 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 5 %, 300 ppm, 100 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 102 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 2 %, 300 ppm, 30000 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 3010 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 30.1 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 5110 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 301 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 2 %, 300 ppm, 300 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 5 %, 300 ppm, 30000 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 51.1 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 5 %, 300 ppm, 300 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 1000 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 30900 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 316 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 2 %, 300 ppm, 30 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 10700 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 2 %, 300 ppm, 51 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 2 %, 300 ppm, 510 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 52.3 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 1050 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 5 %, 300 ppm, 51 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 511 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 5490 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 30100 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 3090 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 1020 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 536 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 10000 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 5 %, 300 ppm, 10000 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 107 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 3.83 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 309 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 2 %, 300 ppm, 10 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 10500 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 1070 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 105 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 2 %, 300 ppm, 5100 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 523 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 5230 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 1 W, 1 %, 300 ppm, 90.9 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 5 %, 300 ppm, 30 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 2 %, 300 ppm, 3000 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 2 %, 300 ppm, 1000 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 30.9 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 5 %, 300 ppm, 5100 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 66.5 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 1 W, 1 %, 300 ppm, 66.5 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 80.6 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 1.05 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 2.05 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 2 %, 300 ppm, 18 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 5 %, 300 ppm, 18 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 18.2 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 18.7 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 45.3 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 1 W, 1 %, 300 ppm, 45.3 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 53.6 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 1 W, 1 %, 300 ppm, 53.6 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 4.53 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 60.4 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 2 %, 300 ppm, 24 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 5 %, 300 ppm, 24 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 24.3 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 24.9 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 35.7 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 1 W, 1 %, 300 ppm, 35.7 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 23.2 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 23.7 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 2 %, 300 ppm, 75 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 5 %, 300 ppm, 75 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 1 %, 300 ppm, 75 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 2 %, 300 ppm, 33 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL OXIDE FILM, 0.5 W, 5 %, 300 ppm, 33 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
	KOA Speer Electronics,Inc.
IRC Advanced Film
Mini-Circuits

	MBRF20H150CTG MBR20H150CTG 	20 A,150 V H-Series Dual Schottky Rectifier 10 A, 150 V, SILICON, RECTIFIER DIODE, TO-220AB
SWITCHMODE?/a> Power Rectifier 150 V, 20 A
SWITCHMODE Power Rectifier 150 V, 20 A
SWITCHMODE垄芒 Power Rectifier 150 V, 20 A
	ON Semiconductor

	MC33275DT-3.0 MC33275DT-2.5G MC33275ST-3.0T3G MC33	300 mA, Low Dropout Voltage Regulator 3 V FIXED POSITIVE LDO REGULATOR, 0.5 V DROPOUT, PSSO3
300 mA, Low Dropout Voltage Regulator 2.5 V FIXED POSITIVE LDO REGULATOR, 0.5 V DROPOUT, PSSO3
LOW DROPOUT MICROPOWER VOLTAGE REGULATOR 2.5 V FIXED POSITIVE LDO REGULATOR, 0.5 V DROPOUT, PSSO3
300 mA, Low Dropout Voltage Regulator 3 V FIXED POSITIVE LDO REGULATOR, 0.5 V DROPOUT, PDSO8
DualCool? N-Channel NexFET? Power MOSFET 8-SON -55 to 150
	ON Semiconductor

	MAX6468US22D3 MAX6467US MAX6467US16D3 MAX6467US22D	4.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
2.925 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
2.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
2.188 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
1.575 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
Microprocessor Supervisory Reset Circuits with Edge-Triggered One-Shot Manual Reset
Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1 Microamp, 250Kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single and Dual Supply, 8 to 1 Multiplexer, Dual 4 to 1 Multiplexer and a Triple SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
 /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 18-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single and Dual Supply, 8 Multiplexer to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage, Single Supply, SPST Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SC-70 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Dual Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
 /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70&deg;C; Package: 20-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single and Dual Supply, Differential 4 to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage,Single Supply, Quad 2:1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON Resistance, Low Voltage, Single Supply 8 to 1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
ESD Protected to ±15kV, 5V, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R
±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-TSSOP T&R
Microprocessor Supervisory Reset Circuits with Edge-Triggered / One-Shot Manual Reset
From old datasheet system
Microprocessor Supervisory Reset Circuits with Edge-Triggered, One-Shot Manual Reset
5V, Half Duplex, 5Mbps, RS-485/RS-422 Transceiver; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC
	MAXIM - Dallas Semiconductor
MAXIM INTEGRATED PRODUCTS INC
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]

	F12C40 F12C60 F12C30 F12C50 	POWER RECTIFIERS(12A,300-600V) 大功率整流器（第12A ,300 - 600V的）
	Mospec Semiconductor, Corp.
MOSPEC SEMICONDUCTOR CORP.
MOSPEC[Mospec Semiconductor]



				
	 
	 Related keyword From Full Text Search System
	

					
						MAX6468US22D3 filetype:pdf	
						MAX6468US22D3 Amplifier	
						MAX6468US22D3 应用线路	
						MAX6468US22D3 Band	
						MAX6468US22D3 Ic-on-line
	
						MAX6468US22D3 digital	
						MAX6468US22D3 national	
						MAX6468US22D3 Volt	
						MAX6468US22D3 State	
						MAX6468US22D3 ohm


				
	 



		 


	
		
Price & Availability of MAX6468US22D3 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.55278491973877















