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			JQX-54FE - Compact high capacity relay for inductive load, rushing current of 70A and steady-state current of 20A. 
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			 Related Part Number
	
					PART	Description	Maker
	AEV14012 AEV52012 AEV18012 AEV18024 	Capsule contact Mechanism and High-capacity Cut-off Compact Relay
   Capsule contact Mechanism and High-capacity Cut-off Compact Relay
	Panasonic Semiconductor

	TX2-5V TX2-12V TX2-3V TX2-L-1.5V TX2-48V TX2-L2-H-	2 A CAPACITY RELAY WITH HIGH SURGE VOLTAGE & HIGH BREAKDOWN VOLTAGE 2阿继电器容量高浪涌电
RELAY, SOLID STATE 40A 240VAC
FILM/M CAPACITANCE=0.1 VOLT=63
2 A CAPACITY RELAY WITH HIGH SURGE VOLTAGE & HIGH BREAKDOWN VOLTAGE
	Nais(Matsushita Electric Wo...
Panasonic, Corp.
YEONHO Electronics Co., Ltd.
NAIS[Nais(Matsushita Electric Works)]
http://

	JTN1AS-PA-F-DC6V JTN1S-PA-F-DC6V JTN1AS-TMP-F-DC6V	High Capacity Power Relay (Sealed PCB) POWER/SIGNAL RELAY, SPST, MOMENTARY, 0.133A (COIL), 6VDC (COIL), 800mW (COIL), THROUGH HOLE-STRAIGHT MOUNT
High Capacity Power Relay (Sealed PCB) POWER/SIGNAL RELAY, SPDT, MOMENTARY, 0.133A (COIL), 6VDC (COIL), 800mW (COIL), THROUGH HOLE-STRAIGHT MOUNT
High Capacity Power Relay (Sealed TMP)
	Panasonic, Corp.
PANASONIC CORP

	AGQ210A03Z AGQ210A06 AGQ21003 AGQ21006 AGQ21009 AG	High capacity 2 Amp, Flat and Compact package Telephone switchboard
   High capacity 2 Amp, Flat and Compact package Telephone switchboard
	Panasonic Semiconductor

	ASX20009 ASX20012 ASX2001H ASX20003 ASX20006 ASX22	SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 4.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 6 V DC.
HIGH SENSITIVITY RELAY WITH GUARANTEED LOW LEVEL SWITCHING CAPACITY 高灵敏度继电器低级交换机容量有保
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 4.5 V DC.
	Matsushita Electric Works(Nais)
AME, Inc.
Panasonic, Corp.
NAIS[Nais(Matsushita Electric Works)]
Nais(Matsushita Electric Wo...

	AQZ264 AQZ262 	Power photoMOS relay (high capacity type). AC/DC type. Output rating: load voltage 400 V, load current 1.0 A.
Power photoMOS relay (high capacity type). AC/DC type. Output rating: load voltage 60 V, load current 6.0 A.
	Matsushita Electric Works(Nais)

	BR53ND10-Y-HW BR53ND09-Y-HW 	COMPACT HIGH POWER RELAY 1 POLE-40 A(For Automotive Applications)
	Fujitsu Component Limited.

	FBR512ND12-W1 FBR522ND12-W1 FBR512ND06-W1 FBR522ND	COMPACT POWER TWIN RELAY 1 POLE x 2-30A (Dual relay) (FOR AUTOMOTIVE APPLICATIONS)
	Fujitsu Component Limited.

	FTR-P4 FTR-P4CN012W1 FTR-P4CN010W1 FTR-P4CN009W1 F	COMPACT POWER TWIN RELAY 1POLE X 2, H-BRIDGE-25 A FOR AUTOMOTIVE APPLICATIONS
COMPACT POWER TWIN RELAY 1POLE X 2, H-BRIDGE5 A FOR AUTOMOTIVE APPLICATIONS 小型电源双继电器1POLE × 2，H -桥？5为汽车应用阿
	Fujitsu, Ltd.
Fujitsu Limited

	FBR52ND12-WL FBR51ND06-W FBR51ND06-W1 FBR51ND06-WL	COMPACT POWER RELAY 1 POLE-25 A (FOR AUTOMOTIVE APPLICATIONS) FBR51, 52 SERIES
COMPACT POWER RELAY 1 POLE25 A (FOR AUTOMOTIVE APPLICATIONS) FBR51, 52 SERIES
	Fujitsu Component Limited.
FUJITSU[Fujitsu Media Devices Limited]
Fujitsu Limited

	ZE-QCL-2S ZE-Q21-2G XE-NA277-2 ZE-Q21-2S ZV2-N21-2	General-purpose Enclosed Switches with High Breaking Capacity and High Durability
	Omron Electronics LLC

	G9YAK-12S-45-CD G9YAT-12S-45-CD G9YA-12S-45-CD G9Y	High-frequency, High-capacity Coaxial Switch Supporting Bandwidths to 26.5 GHz
	Omron Electronics LLC
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