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			1N5553US - JT 66C 66#22M SKT WALL RECP 该规范涵盖硅，通用性能要求 JT 53C 53#22 SKT RECP 该规范涵盖硅，通用性能要求 This specification covers the performance requirements for silicon, general purpose, 该规范涵盖硅，通用性能要求 JT 53C 53#22 PIN RECP Circular Connector; No. of Contacts:32; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-32 RoHS Compliant: No Circular Connector; No. of Contacts:53; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-53 RoHS Compliant: No Circular Connector; No. of Contacts:66; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No Circular Connector; No. of Contacts:11; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No Circular Connector; No. of Contacts:66; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-35 RoHS Compliant: No (1N5550 / 1N5551 / 1N5552 / 1N5553 / 1N5554) 
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	Description	JT 66C 66#22M SKT WALL RECP 该规范涵盖硅，通用性能要求 
 JT 53C 53#22 SKT RECP 该规范涵盖硅，通用性能要求
This specification covers the performance requirements for silicon, general purpose, 该规范涵盖硅，通用性能要求
JT 53C 53#22 PIN RECP
Circular Connector; No. of Contacts:32; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-32 RoHS Compliant: No
Circular Connector; No. of Contacts:53; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-53 RoHS Compliant: No
Circular Connector; No. of Contacts:66; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No
Circular Connector; No. of Contacts:11; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No
Circular Connector; No. of Contacts:66; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-35 RoHS Compliant: No
(1N5550 / 1N5551 / 1N5552 / 1N5553 / 1N5554)


	File Size	202.87K  / 
						28 Page	 
	

						Maker	
						[image: ]


						 Electronic Theatre Controls, Inc. 
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	Part: 1N5551
	Maker: MSC/VISH..
	Pack: DIP-2
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.52
	  
									100: $0.49
	1000: 
									$0.47
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 			 Full text search : JT 66C 66#22M SKT WALL RECP 该规范涵盖硅，通用性能要求 JT 53C 53#22 SKT RECP 该规范涵盖硅，通用性能要求 This specification covers the performance requirements for silicon, general purpose, 该规范涵盖硅，通用性能要求 JT 53C 53#22 PIN RECP Circular Connector; No. of Contacts:32; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-32 RoHS Compliant: No Circular Connector; No. of Contacts:53; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-53 RoHS Compliant: No Circular Connector; No. of Contacts:66; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No Circular Connector; No. of Contacts:11; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No Circular Connector; No. of Contacts:66; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-35 RoHS Compliant: No (1N5550 / 1N5551 / 1N5552 / 1N5553 / 1N5554)   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	MC74F657B MC74F657A ON1318 MC74F657ADW/BDW MC74F65	LJT 37C 37#22D SKT WALL RECP
JT 18C 18#20 SKT WALL RECP
From old datasheet system
OCTAL BIDIRECTIONAL TRANSCEIVER WITH 8-BIT PARITY GENERATOR CHECKER (3-STATE OUTPUTS)
	Motorola, Inc.
ON Semi

	HM514400ALT-7 HM514400ALZ-6 HM514400ALZ-8 HM514400	JT 42C 42#22 SKT WALL RECP
1,048,576-WORD x 4-BIT DYNAMIC RAM 1,048,576字4位动态随机存储器
LJT 37C 37#22D SKT RECP
	Hitachi,Ltd.

	5962-9210901HZX ATW2805D ATW2805D_CH ATW2805D_ES A	Hi-Rel DC-DC Standard Dual Converter in a ATW package 高可靠性的DC - DC标准在ATW包双转换
ER 3C 1#16 2#8 SKT RECP BOX 先进的模拟混合，高度可靠的DC / DC转换
ADVANCED ANALOG HYBRID-HIGH RELIABILITY DC/DC CONVERTERS 先进的模拟混合，高度可靠的DC / DC转换
ER 24C 24#16 PIN RECP
ER 24C 24#16 SKT RECP
AC 9C 6#12 3#8 SKT RECP BOX
DC to DC Converter
ER 7C 7#8 SKT RECP BOX
ER 7C 7#8 PIN RECP
From old datasheet system
	International Rectifier, Corp.
http://
IRF[International Rectifier]

	CY2277APVC-1 CY2277APVC-12 CY2277APAC-12M CY2277AP	6x86, K6 Clock Synthesizer/Driver for Desktop Mobile PCs with Intel 82430TX and 2 DIMMs or 3 SO-DIMMs
LJT 128C 128#22D SKT RECP
LJT 37C 37#16 PIN RECP
LJT 37C 37#16 SKT RECP
Circular Connector; No. of Contacts:56; Series:MS27656; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:25; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
	Cypress Semiconductor Corp.

	AD704SE/883B AD704TQ/883B AD704AR AD704AQ AD704JR-	   Quad Picoampere Input Current Bipolar Op Amp
MB 3C 3#20 SKT RECP
MB 55C 55#20 SKT RECP
MB 8C 8#12 PIN RECP
	ANALOG DEVICES INC
Analog Devices, Inc.

	HERA806G HERA808G HERA801G HERA802G HERA803G HERA8	CB 2C 2#12 SKT RECP WALL 8.0安培。玻璃钝化高效整流二极管
8.0 AMPS. Glass Passivated High Efficient Rectifiers
	Taiwan Semiconductor Co., Ltd.
TSC[Taiwan Semiconductor Company, Ltd]

	HG4509_012-1D11 HG4509_012-1Z24 HG4509 HG4509_012-	TV 18C 14#22D 4#8(TWINAX) PIN 低收缩微型PCB功率继电
TV 18C 14#22D 4#8(TWINAX) SKT 低收缩微型PCB功率继电
TV 11C 11#16 SKT PLUG 低收缩微型PCB功率继电
TV 15C 12#22D 1#12 2#8(COAX) P
TV 23C 21#20 2#16 SKT WALL REC
Circular Connector; No. of Contacts:11; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:19; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:19-11
TV 11C 11#16 PIN PLUG
TV 23C 21#20 2#16 SKT PLUG
TV 32C 32#20 PIN WALL RECP
LOW PROFILE MINIATURE PCB POWER RELAY
From old datasheet system
	Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC[ETC]

	AO8804 	LJT 6C 6#12 SKT WALL RECP
Common-Drain Dual N-Channel Enhancement Mode Field Effect Transistor
	ETC
Alpha & Omega Semiconductors

	LH28FOO8SAHR-85 LH28F008SAHR 	8 MBIT(1 MBIT x 8)FLASH MEMORY
JT 19C 19#12 SKT WALL RECP
	http://
Sharp Corporation

	AHV2815VTF_HB AHV28 AHV2805DF_CH AHV2805DF_ES AHV2	Hi-Rel DC-DC Standard Dual Converter in a AHV package
From old datasheet system
Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:12-4 RoHS Compliant: No
Rocker Switch; Illumination:Non-Illuminated; Circuitry:DPDT; Switch Operation:(On)-Off-(On); Contact Current Max:6A; Switch Terminals:Screw; Mounting Type:Panel; Switch Features:Paddle Lever Actuator; Features:
JT 8C 8#20 SKT RECP
Circular Connector; No. of Contacts:15; Series:MS27472; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:14; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
JT 26C 26#20 SKT WALL MTG 先进的模拟混合，高度可靠的DC / DC转换
JT 23C 21#20 2#16 SKT RECP 先进的模拟混合，高度可靠的DC / DC转换
ADVANCED ANALOG HYBRID-HIGH RELIABILITY DC/DC CONVERTERS 先进的模拟混合，高度可靠的DC / DC转换
JT 37C 37#22D PIN RECP 先进的模拟混合，高度可靠的DC / DC转换
JT 37C 37#22M PIN RECP 先进的模拟混合，高度可靠的DC / DC转换
16-Bit, 8-Channel 200ksps ADCs; Package: SSOP; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C 高可靠性的DC - DC标准AHV包双转换
Hi-Rel DC-DC Standard Triple Converter in a AHV package 高可靠性的DC - DC转换器标准三AHV
Hi-Rel DC-DC Standard Single Converter in a AHV package
	IRF[International Rectifier]
International Rectifier, Corp.
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