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			36DY182F100AM2A - Enclosure; For Use With:19" Rack; External Depth:16"; External Width:17"; Weight:17.0oz; Enclosure Color:Natural; Enclosure Material:Aluminum; Thickness:0.050" RoHS Compliant: Yes 铝电容器85℃，大可 0.22UF 10% 50V X7R 1206 CERAMIC CHIP CAP 铝电容器85℃，大可 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle 铝电容器85℃，大可 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle 铝电容器85℃，大可 Standard Recovery Rectifier; Forward Current:25A; Forward Current Average:15.9A; Forward Current Avg Rectified, IF(AV):15.9A; Forward Surge Current Max, Ifsm:350A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes 铝电容器85℃，大可 Aluminum Capacitors   85 C, Large Can 铝电容器85℃，大可 USB Cable Assembly; Connector Type A:USB Type A; Connector Type B:USB Type B; Cable Length:3m; Leaded Process Compatible:Yes; Body Material:PVC; Peak Reflow Compatible (260 C):Yes; Voltage Rating:30V; Series:Buccaneer CONNECTOR, ETHERNET, PCB MOUNT, 8WAY; Connector type:Cat5e RJ45; Ways, No. of:8; Mounting type:PCB; IP rating:IP68 RoHS Compliant: Yes USB Cable Assembly; Connector Type A:USB Type A; Connector Type B:USB Type B; Cable Length:2m; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Voltage Rating:30V MB 3C 3#20 SKT PLUG RECTIFIER FAST-RECOVERY SINGLE 1A 600V 30A-ifsm 1.2V-vf 200ns 5uA-ir DO-41 5K/AMMO Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle MB 61C 61#20 PIN PLUG CAP, 0.022UF 50V 20% Z5U C1206 Connector assemblies, Network cables; Cable Length:3m; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RECTIFIER FAST-RECOVERY SINGLE 1A 600V 30A-ifsm 1.2V-vf 200ns 5uA-ir A405 5K/REEL-13 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle 
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	Part No.	36DY182F100AM2A 36DY103F100BC2A 36DY103F100CB2A 36DY272F150AF2A 36DY102F450BC2A 36DY272F450CF2A 36DY182F075AN2A 36DY271F400AM2A 36DY183F075BC2A 36DY684F015DF2A 36DY471F350AB2A 36DY473F025AF2A 36DY105F6R3DD2A 36DY683F015AL2A 36DY183F025AM2A 36DY183F100DL2A 36DY102F250AL2A 36DY272F250BD2A 36DY332F250BF2A 36DY272F250CB2A 36DY103F250DF2A 36DY273F040BB2A 36DY822F040AM2A 36DY822F050AM2A 36DY822F060AB2A 36DY823F010AB2A 36DY824F6R3CF2A 36DY563F015BA2A 36DY104F015AD2A 36DY104F015BB2A 36DY104F025BF2A  

	Description	Enclosure; For Use With:19" Rack; External Depth:16"; External Width:17"; Weight:17.0oz; Enclosure Color:Natural; Enclosure Material:Aluminum; Thickness:0.050" RoHS Compliant: Yes 铝电容器85℃，大可 
 0.22UF 10% 50V X7R 1206 CERAMIC CHIP CAP 铝电容器85℃，大可
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle 铝电容器85℃，大可
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle 铝电容器85℃，大可
Standard Recovery Rectifier; Forward Current:25A; Forward Current Average:15.9A; Forward Current Avg Rectified, IF(AV):15.9A; Forward Surge Current Max, Ifsm:350A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes 铝电容器85℃，大可
Aluminum Capacitors   85 C, Large Can 铝电容器85℃，大可
USB Cable Assembly; Connector Type A:USB Type A; Connector Type B:USB Type B; Cable Length:3m; Leaded Process Compatible:Yes; Body Material:PVC; Peak Reflow Compatible (260 C):Yes; Voltage Rating:30V; Series:Buccaneer
CONNECTOR, ETHERNET, PCB MOUNT, 8WAY; Connector type:Cat5e RJ45; Ways, No. of:8; Mounting type:PCB; IP rating:IP68 RoHS Compliant: Yes
USB Cable Assembly; Connector Type A:USB Type A; Connector Type B:USB Type B; Cable Length:2m; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Voltage Rating:30V
MB 3C 3#20 SKT PLUG
RECTIFIER FAST-RECOVERY SINGLE 1A 600V 30A-ifsm 1.2V-vf 200ns 5uA-ir DO-41 5K/AMMO
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
MB 61C 61#20 PIN PLUG
CAP, 0.022UF 50V 20% Z5U C1206
Connector assemblies, Network cables; Cable Length:3m; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
RECTIFIER FAST-RECOVERY SINGLE 1A 600V 30A-ifsm 1.2V-vf 200ns 5uA-ir A405 5K/REEL-13
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
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 			 Full text search : Enclosure; For Use With:19" Rack; External Depth:16"; External Width:17"; Weight:17.0oz; Enclosure Color:Natural; Enclosure Material:Aluminum; Thickness:0.050" RoHS Compliant: Yes 铝电容器85℃，大可 0.22UF 10% 50V X7R 1206 CERAMIC CHIP CAP 铝电容器85℃，大可 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle 铝电容器85℃，大可 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle 铝电容器85℃，大可 Standard Recovery Rectifier; Forward Current:25A; Forward Current Average:15.9A; Forward Current Avg Rectified, IF(AV):15.9A; Forward Surge Current Max, Ifsm:350A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes 铝电容器85℃，大可 Aluminum Capacitors   85 C, Large Can 铝电容器85℃，大可 USB Cable Assembly; Connector Type A:USB Type A; Connector Type B:USB Type B; Cable Length:3m; Leaded Process Compatible:Yes; Body Material:PVC; Peak Reflow Compatible (260 C):Yes; Voltage Rating:30V; Series:Buccaneer CONNECTOR, ETHERNET, PCB MOUNT, 8WAY; Connector type:Cat5e RJ45; Ways, No. of:8; Mounting type:PCB; IP rating:IP68 RoHS Compliant: Yes USB Cable Assembly; Connector Type A:USB Type A; Connector Type B:USB Type B; Cable Length:2m; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Voltage Rating:30V MB 3C 3#20 SKT PLUG RECTIFIER FAST-RECOVERY SINGLE 1A 600V 30A-ifsm 1.2V-vf 200ns 5uA-ir DO-41 5K/AMMO Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle MB 61C 61#20 PIN PLUG CAP, 0.022UF 50V 20% Z5U C1206 Connector assemblies, Network cables; Cable Length:3m; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RECTIFIER FAST-RECOVERY SINGLE 1A 600V 30A-ifsm 1.2V-vf 200ns 5uA-ir A405 5K/REEL-13 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	VTB2-2A0 VTB2-2A1 VTB2-2B0 VTB2-4B1 VTB2-2B1 VTB2-	Miniature TCXOs
BOX 4.94X2.75X1.275 9V W/CLP ALMOND
H-Series Enclosure; Enclosure Material:Plastic; External Height:0.94"; External Width:2.75"; External Depth:4.94"; Enclosure Color:Almond RoHS Compliant: Yes 微型TCXO
	Electronic Theatre Controls, Inc.

	LPX50 	LPX50 Enclosure
LPX50 Enclosure
	Emerson Network Power

	K70 K7022.5A K7045D2 K7045C K7055 K7022.5B K7022.5	Enclosure
	Altech corporation

	MB80 CPE80 	MOTHERBOARD & ENCLOSURE
	http://
PROTEC[Protek Devices]

	NBD-10462 	NON-METALLIC ENCLOSURE
	List of Unclassifed Manufacturers

	7041-11-E3 7041-10-M3 7041-11-O3 7041-11-C4 7041-1	Station Enclosure 站盒
	Bourns Inc.
Bourns, Inc.

	TG88-9 	ABS/POLYCARBONATE ENCLOSURE TG 88-9
	Altech corporation

	AL3616-9 	ALUMINUM ENCLOSURE AL 3616-9
	Altech corporation

	X2-A11-W-A X2-T11-W-A X2-Z11-W-A X2-Z11-W-W 	ConnectPort X2 Wi-Fi (Industrial Enclosure)
	List of Unclassifed Manufacturers

	TS160GSJ25M 	SATA HDD Enclosure
	Transcend Information. Inc.

	AL2023-11 	ALUMINUM ENCLOSURE AL 2023-11
	Altech corporation



				
	 
	 Related keyword From Full Text Search System
	

					
						36DY182F100AM2A supply	
						36DY182F100AM2A Silicon	
						36DY182F100AM2A sfp configuration	
						36DY182F100AM2A reference voltage	
						36DY182F100AM2A hitachi
	
						36DY182F100AM2A max	
						36DY182F100AM2A reference voltage	
						36DY182F100AM2A Logic	
						36DY182F100AM2A package	
						36DY182F100AM2A 资料


				
	 



		 


	
		
Price & Availability of 36DY182F100AM2A 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.11049199104309















