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			 Related Part Number
	
					PART	Description	Maker
	BH1620FVC BH1620FVC-TR 	Analog Current Output Type Ambient Light Sensor IC
	Rohm

	S218 	Solid-State Panel Mount Relay; Output Device:Triac; Output Voltage Max:140Vrms; Output Voltage Min:20Vrms; Load Current Max:8A; Switching:Zero Cross; Output Current:8A; Output Type:SCR; Supply Voltage Max:8VDC
	CRYDOM CORP

	BH1603FVC 	   Analog Current Output Type Ambient Light Sensor IC
	Rohm

	AQZ102D AQZ202D AQZ205D AQZ204D AQZ207D AQZ107D AQ	Power photoMOS relay (voltage sensitive type). AC/DC type. Output rating: load voltage 200 V, load current 0.9 A.
Power photoMOS relay (voltage sensitive type). AC/DC type. Output rating: load voltage 400 V, load current 0.45 A.
Power photoMOS relay (voltage sensitive type). AC/DC type. Output rating: load voltage 60 V, load current 2.7 A.
Power photoMOS relay (voltage sensitive type). DC type. Output rating: load voltage 200 V, load current 1.1 A.
Power photoMOS relay (voltage sensitive type). DC type. Output rating: load voltage 100 V, load current 2.3 A.
Power photoMOS relay (voltage sensitive type). DC type. Output rating: load voltage 400 V, load current 0.6 A.
Power photoMOS relay (voltage sensitive type). DC type. Output rating: load voltage 60 V, load current 3.6 A.
POWER PhotoMOS RELAYS (Voltage Sensitive Type)
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]

	BH1680FVC 	Ambient Light Sensor ICs Analog Current Output Type Ambient Light Sensor IC
	Rohm

	STK672-020 	Unipolar Fixed-Current Chopper (separate excitation) Type 3.0 A Output Current Stepping Motor Driver with Built-in 4-Phase Distribution Controller
	SANYO

	STK672-020 	Unipolar Fixed-Current Chopper(separate excitation)Type 3.0A Output Current Stepping Motor Driver with Built-in 4-Phase Distribution Controller
	SANYO[Sanyo Semicon Device]

	PWR6011 PWR6016 PWR6018 PWR6010 PWR6012 PWR6017 PW	1.8 Watt regulated DC/DC converter. Nom.input voltage 15VDC, rated output voltage 5VDC, rated output current 360mA.
1.8 Watt regulated DC/DC converter. Nom.input voltage 12VDC, rated output voltage  -15VDC, rated output current  -60mA.
1.8 Watt regulated DC/DC converter. Nom.input voltage 12VDC, rated output voltage  -12VDC, rated output current  -75mA.
1.8 Watt regulated DC/DC converter. Nom.input voltage 12VDC, rated output voltage 5VDC, rated output current 360mA.
1.8 Watt regulated DC/DC converter. Nom.input voltage 5VDC, rated output voltage  -15VDC, rated output current  -60mA.
1.8 Watt regulated DC/DC converter. Nom.input voltage 5VDC, rated output voltage  -12VDC, rated output current  -75mA.
1.8 Watt regulated DC/DC converter. Nom.input voltage 5VDC, rated output voltage 5VDC, rated output current 360mA.
Analog IC 模拟IC
1.8 WATT UNREGULATED DC/DC CONVERTER 2-OUTPUT 1.8 W DC-DC REG PWR SUPPLY MODULE
DIODE ZENER SINGLE 500mW 2.5Vz 20mA-Izt 0.05 100uA-Ir 1Vr DO35-GLASS 5K/AMMO 2-OUTPUT 1.8 W DC-DC REG PWR SUPPLY MODULE
	Molex, Inc.
Bourns, Inc.
CANDD[C&D Technologies]

	SST89C54-33-AC-NJ SST89C58-33-AC-NJ SST89C54-33-AI	Voltage Regulator IC; Output Current:150mA; Output Voltage:3.3V; Package/Case:5-SOT-23; Supply Voltage Max:6V; Current Rating:150mA; Leaded Process Compatible:No; Output Current Max:150mA; Output Voltage Max:3.3V
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:5V; Peak Reflow Compatible (260 C):No
Replaced by PT78ST133 : 3.3Vout 1.5A Wide Input Positive Step-Down ISR 3-SIP MODULE -40 to 85
Voltage Regulator IC; Output Current:150mA; Output Voltage:2.6V; Package/Case:5-SOT-23; Supply Voltage Max:6V; Current Rating:150mA; Leaded Process Compatible:No; Output Current Max:150mA; Output Voltage Max:2.6V
Linear Voltage Regulator IC; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:5V; Peak Reflow Compatible (260 C):No; Reel Quantity:3000; Voltage Regulator Type:Low Dropout (LDO) RoHS Compliant: No
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:2.85V; Peak Reflow Compatible (260 C):No
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:3V; Peak Reflow Compatible (260 C):No
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:1.8V; Peak Reflow Compatible (260 C):No
Voltage Regulator IC; Output Current:500mA; Output Voltage:1.215V; Package/Case:8-MLP33; Supply Voltage Max:6V; Current Rating:500mA; Leaded Process Compatible:No; Output Current Max:500mA; Output Voltage Max:1.215V
FlashFlex51 MCU FlashFlex51单片
	Silicon Storage Technology, Inc.
SILICON STORAGE TECHNOLOGY INC

	2SJ103 E001248 	From old datasheet system
P CHANNEL JUNCTION TYPE (FOR AUDIO AMPLIFIER  ANALOG SWITCH CONSTANT CURRENT AND IMPEDANCE CONVERTER APPLICATIONS)
FOR AUDIO AMPLIFIER, ANALOG SWITCH, CONSTANT CURRENT AND IMPEDANCE CONVERTER APPLICATIONS
P CHANNEL JUNCTION TYPE (FOR AUDIO AMPLIFIER , ANALOG SWITCH, CONSTANT CURRENT AND IMPEDANCE CONVERTER APPLICATIONS)
	TOSHIBA[Toshiba Semiconductor]

	PIC96601 	The analog output current is proportional to the quantity of ambient light
	KODENSHI KOREA CORP.
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