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			 Related Part Number
	
					PART	Description	Maker
	ST-04CH 	Reflow Type (SMD)
	Soberton Inc.

	ST-A03BLA 	Reflow Type (SMD)
	Soberton Inc.

	ST-025BH 	Reflow Type (SMD)
	Soberton Inc.

	ST-04BL 	Reflow Type (SMD)
	Soberton Inc.

	ST-A0936RP2 	Reflow Type (SMD)
	Soberton Inc.

	ST-04BH 	Reflow Type (SMD)
	Soberton Inc.

	RK117 RK1171114V02 RK117111000A RK117111000N RK117	VOLTAGE REG POS 18V 100MA TO-92 11毫米大小金属轴低姿态电
VOLT REG POS 12V 100MA SMD TO243 11毫米大小金属轴低姿态电
VOLT REG POS 18V 100MA SMD TO243 11毫米大小金属轴低姿态电
VOLTAGE REG POS 6V 100MA TO-92 11毫米大小金属轴低姿态电
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:PNP; Switch Terminals:Quick Connect; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Contact Current Max:150mA 11毫米大小金属轴低姿态电
Safety Relay; Contacts:NC; Coil Voltage DC Max:24V; Contact Carry Current:4A; Relay Mounting:DIN Rail; Contact Rating:250 VAC/VDC, 4 AAC/ADC 11毫米大小金属轴低姿态电
11mm Size Metal Shaft Low-profile Potentiometer 11毫米大小金属轴低姿态电
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:NPN; Switch Terminals:Connector; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Sensor Housing:Rectangular 11毫米大小金属轴低姿态电
; Sensor Input Type:Fiber Optic; Sensing Range Max:3m; Sensor Output:NPN; Leaded Process Compatible:No; Mounting Type:DIN Rail; Peak Reflow Compatible (260 C):No; Sensor Housing:Rectangular
VOLT REG POS 10V 100MA SMD TO243
VOLT REG POS 15V 100MA SMD TO243
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:PNP; Switch Terminals:Connector; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Contact Current Max:150mA
Safety Relay; Contacts:NC; Coil Voltage DC Max:24V; Contact Carry Current:6A; Relay Mounting:DIN Rail; Contact Rating:250 VAC/VDC, 6A
Safety Control Relay; Contacts:2NC; Coil Voltage DC Max:24V; Contact Carry Current:6A; Relay Mounting:DIN Rail; Contact Rating:250 VAC/VDC, 6A
FIBER IA.753SMTA
VOLT REG POS 8V 100MA SMD TO-243
Safety Relay; Contacts:NC/NO; Coil Voltage DC Max:24V; Contact Carry Current:6A; Relay Mounting:DIN Rail; Contact Rating:250 VAC/VDC, 6A
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:PNP; Switch Terminals:Connector; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Sensor Housing:Rectangular
VOLT REG POS 6V 100MA SMD TO-243
	List of Unclassifed Man...
Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC[ETC]
ALPS Electric co.,Ltd

	Z402L Z403L Z404 Z403LR 	FUSE CLIP, FOR 3AG FUSES W/O STOP, PCB MNT., TIN PLATED
Fuse Holder; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
TRANSFORMER VARIABLE OPEN 3A
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Copper Alloy; Current Rating:15A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Voltage Rating:32V
Fuse Holder; Fuse Size/Group:Mini; Mounting Type:In-Line; Body Material:Thermoplastic; Contact Material:Copper Alloy; Contact Plating:Tin; Current Rating:30A; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
	保险丝支架，夹子&硬件

	EEEHB1E6R8AR EEEHBE470UAP EEEHBE471UAP EEEHB1A221A	Aluminum Electrolytic Capacitors (Surface Mount Type) HB-V (High temp. reflow)
	Panasonic
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