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			XC6204A06BMR - AML21 Series, Electronic Control Pushbutton, Square, Standard Bezel, Lighted, 1 Incandescent Lamp, SPDT, Momentary Action, Snap in panel mount 1.25 GBd SMF Small Form Factor (SFF) PTH 2x5 Transceiver for GbE and iSCSI Applications Surface Mount LED Indicator 5mm Mini Oval Precision Optical Performance Red LED Lamps ECONOLINE: RSS & RSD - 1kVDC and 3KVDC Isolation- Internal SMD Construction- UL94V-0 Package Material- Toroidal Magnetics- Efficiency to 85%- SMD5, SMD8, SMD10 and SMD12 case styles 125 MBd MMF Transceiver for Fast Ethernet (100Base-FX)/ATM/FDDI, 1x9, Ext Temp (-40C to  100C), RoHS Serial TTL embedded modem modules Conexant SocketModem pin-compatible V92, 56k data, fax and voice supports Global telecom and safety compliant Extended temperature operating Speakerphone and Mic supports PRCISION WIREWOUND RES AXIAL LEADS, 1 OHM, 0.05 %, 5 PPM 155 MBd SMF Transceiver with DMI for ATM/SONET OC-3, SFP, Std de-latch, Ind Temp (-40 to  85C), RoHS Compliant INDUCTOR, CM CHOKE, 4700UH, SMT T-1 3/4 (5 mm) Right Angle Mount Housing 5mm mini Oval LED Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:31; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle T-13/4 (5mm) Diffused LED Lamp Circular Connector; Body Material:Aluminum; Series:PT02; No. of Contacts:41; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-41 Precision Optical Performance <BR>AlInGaP II LED Lamps （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 TRANSF, 1000BASET, 24-PIN SMD （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 (Can be used with low ESR Capacitor Compatible. ON-OFF Switch) High Speed LDO Regulators （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 1250 Mbit/s MMF (550 m) 3.3V 1x9 SC-Duplex Transceiver for Gigabit Ethernet with flush shield （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 1.25 GBd SMF Transceiver with DMI for Gigabit Ethernet, SFP, Ind Temp (-40C to  85C), RoHS Compliant （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 Miniature Bi-Color Surface Mount ChipLED （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 Bi-color Surface Mount ChipLEDs （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 Modem module with RJ-11 phone jack Shielded V92, 56k bps data, fax and voice Ext. temperature operating （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 Precision Optical Performance AlInGaP II LED Lamps （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 ER 7C 7#12 SKT RECP BOX （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 Surface Mount ChipLEDs HSMY-C190 （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 ECONOLINE: RSS & RSD - 1kVDC and 3KVDC Isolation- Internal SMD Construction- UL94V-0 Package Material- Toroidal Magnetics- Efficiency to 85%- SMD5, SMD8, SMD10 and SMD12 case styles （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 Two Channel Reflective Codewheels （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 ECONOLINE: RSZ/P - 1kVDC    (Can be used with low ESR Capacitor Compatible. ON-OFF Switch) High Speed LDO Regulators 
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	Part No.	XC6204A06BMR XC6204A44AMR XC6204A62ADL XC6204D401DR XC6204D651ML XC6204D632DL XC6204D632DR XC6204A192DL XC6204B192DL XC6204A692DL XC6204A692DR XC6204A692ML XC6204D202DR XC6204D202DL XC6204D17ADL XC6204D17ADR XC6204C30BDL XC6204B692DR XC6204A10ADL XC6204A411DL XC6204A411DR XC6204A411ML XC6204A24BMR XC6204A14BMR XC6204C351ML XC6204C351MR XC6204A411MR XC6204A24BML XC6204D43ADR XC6204A222DR XC6204D02ADL  

	Description	AML21 Series, Electronic Control Pushbutton, Square, Standard Bezel, Lighted, 1 Incandescent Lamp, SPDT, Momentary Action, Snap in panel mount 
 1.25 GBd SMF Small Form Factor (SFF) PTH 2x5 Transceiver for GbE and iSCSI Applications
Surface Mount LED Indicator
5mm Mini Oval Precision Optical Performance Red LED Lamps
ECONOLINE: RSS & RSD - 1kVDC and 3KVDC Isolation- Internal SMD Construction- UL94V-0 Package Material- Toroidal Magnetics- Efficiency to 85%- SMD5, SMD8, SMD10 and SMD12 case styles
125 MBd MMF Transceiver for Fast Ethernet (100Base-FX)/ATM/FDDI, 1x9, Ext Temp (-40C to  100C), RoHS
Serial TTL embedded modem modules Conexant SocketModem pin-compatible V92, 56k data, fax and voice supports Global telecom and safety compliant Extended temperature operating Speakerphone and Mic supports
PRCISION WIREWOUND RES AXIAL LEADS, 1 OHM, 0.05 %, 5 PPM
155 MBd SMF Transceiver with DMI for ATM/SONET OC-3, SFP, Std de-latch, Ind Temp (-40 to  85C), RoHS Compliant
INDUCTOR, CM CHOKE, 4700UH, SMT
T-1 3/4 (5 mm) Right Angle Mount Housing
5mm mini Oval LED
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:31; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
T-13/4 (5mm) Diffused LED Lamp
Circular Connector; Body Material:Aluminum; Series:PT02; No. of Contacts:41; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-41
Precision Optical Performance <BR>AlInGaP II LED Lamps （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压
TRANSF, 1000BASET, 24-PIN SMD （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压
(Can be used with low ESR Capacitor Compatible. ON-OFF Switch) High Speed LDO Regulators （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压
1250 Mbit/s MMF (550 m) 3.3V 1x9 SC-Duplex Transceiver for Gigabit Ethernet with flush shield （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压
1.25 GBd SMF Transceiver with DMI for Gigabit Ethernet, SFP, Ind Temp (-40C to  85C), RoHS Compliant （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压
Miniature Bi-Color Surface Mount ChipLED （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压
Bi-color Surface Mount ChipLEDs （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压
Modem module with RJ-11 phone jack Shielded V92, 56k bps data, fax and voice Ext. temperature operating （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压
Precision Optical Performance AlInGaP II LED Lamps （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压
ER 7C 7#12 SKT RECP BOX （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压
Surface Mount ChipLEDs HSMY-C190 （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压
ECONOLINE: RSS & RSD - 1kVDC and 3KVDC Isolation- Internal SMD Construction- UL94V-0 Package Material- Toroidal Magnetics- Efficiency to 85%- SMD5, SMD8, SMD10 and SMD12 case styles （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压
Two Channel Reflective Codewheels （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压
ECONOLINE: RSZ/P - 1kVDC
   (Can be used with low ESR Capacitor Compatible. ON-OFF Switch) High Speed LDO Regulators
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 			 Full text search : AML21 Series, Electronic Control Pushbutton, Square, Standard Bezel, Lighted, 1 Incandescent Lamp, SPDT, Momentary Action, Snap in panel mount 1.25 GBd SMF Small Form Factor (SFF) PTH 2x5 Transceiver for GbE and iSCSI Applications Surface Mount LED Indicator 5mm Mini Oval Precision Optical Performance Red LED Lamps ECONOLINE: RSS & RSD - 1kVDC and 3KVDC Isolation- Internal SMD Construction- UL94V-0 Package Material- Toroidal Magnetics- Efficiency to 85%- SMD5, SMD8, SMD10 and SMD12 case styles 125 MBd MMF Transceiver for Fast Ethernet (100Base-FX)/ATM/FDDI, 1x9, Ext Temp (-40C to  100C), RoHS Serial TTL embedded modem modules Conexant SocketModem pin-compatible V92, 56k data, fax and voice supports Global telecom and safety compliant Extended temperature operating Speakerphone and Mic supports PRCISION WIREWOUND RES AXIAL LEADS, 1 OHM, 0.05 %, 5 PPM 155 MBd SMF Transceiver with DMI for ATM/SONET OC-3, SFP, Std de-latch, Ind Temp (-40 to  85C), RoHS Compliant INDUCTOR, CM CHOKE, 4700UH, SMT T-1 3/4 (5 mm) Right Angle Mount Housing 5mm mini Oval LED Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:31; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle T-13/4 (5mm) Diffused LED Lamp Circular Connector; Body Material:Aluminum; Series:PT02; No. of Contacts:41; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-41 Precision Optical Performance <BR>AlInGaP II LED Lamps （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 TRANSF, 1000BASET, 24-PIN SMD （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 (Can be used with low ESR Capacitor Compatible. ON-OFF Switch) High Speed LDO Regulators （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 1250 Mbit/s MMF (550 m) 3.3V 1x9 SC-Duplex Transceiver for Gigabit Ethernet with flush shield （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 1.25 GBd SMF Transceiver with DMI for Gigabit Ethernet, SFP, Ind Temp (-40C to  85C), RoHS Compliant （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 Miniature Bi-Color Surface Mount ChipLED （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 Bi-color Surface Mount ChipLEDs （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 Modem module with RJ-11 phone jack Shielded V92, 56k bps data, fax and voice Ext. temperature operating （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 Precision Optical Performance AlInGaP II LED Lamps （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 ER 7C 7#12 SKT RECP BOX （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 Surface Mount ChipLEDs HSMY-C190 （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 ECONOLINE: RSS & RSD - 1kVDC and 3KVDC Isolation- Internal SMD Construction- UL94V-0 Package Material- Toroidal Magnetics- Efficiency to 85%- SMD5, SMD8, SMD10 and SMD12 case styles （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 Two Channel Reflective Codewheels （可使用低ESR电容兼容。的ON - OFF开关）高速LDO稳压 ECONOLINE: RSZ/P - 1kVDC    (Can be used with low ESR Capacitor Compatible. ON-OFF Switch) High Speed LDO Regulators   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	LM337D2T LM337BT LM337_D LM337 LM337BD2T ON0312 LM	AML21 Series, Electronic Control Pushbutton, Square, Standard Bezel, Unlighted, SPDT, Momentary Action, Snap in panel mount
From old datasheet system
THREE-ERMINAL ADJUSTABLE POSITIVE
THREE-TERMINAL ADJUSTABLE NEGATIVE VOLTAGE REGULATOR
Three-Terminal Adjustable Output Negative Voltage Regulator
	ONSEMI[ON Semiconductor]
http://

	EDS11-107E 	FC SERIES ELECTRONIC INDICATOR
	Fuji Electric

	CH90-24-W CH90-24MCC-FW 	Wheelock CH Series Electronic Chimes & Chime Strobes
	Gamewell-FCI by Honeywell

	PD3122F 	OPTO-ELECTRONIC DEVICES DIVISION ELECTRONIC COMPONENTS GROUP SHARP CIRPORATION
	Sharp Corporation
Sharp Electrionic Components

	M61530FP M61519FP 	ASSP>Electronic Volumes>Audio Signal Processors
4ch Electronic Volume with 5.1ch Analog Input
	RENESAS[Renesas Electronics Corporation]

	LN450YPH LN250RPH LN450YPHLNG450YFX LN350GPHLNG350	Square Type 5.0 mm × 5.0 mm Series
From old datasheet system
Opto-Electronic Device - Visible Light Emitting Diodes - Point-Lighting LEDs
	Matsshita / Panasonic

	LN01301CQ-L LNG301C2G LN01401CQ-L LN01201CQ-L LNG4	Opto-Electronic Device - Visible Light Emitting Diodes - Point-Lighting LEDs
Small Type Minibright LED Series
	Matsshita / Panasonic

	LN01301CQ LNG301C2GT LN01401CQ LN01201CQ LNG401C2X	Opto-Electronic Device - Visible Light Emitting Diodes - Point-Lighting LEDs
Small Type Minibright LED Series
	Matsshita / Panasonic

	LN842RPX LN242RPX LN342GPXLNG342GKG LNG442YKXLN442	Square Type 5.0 mm × 2.0 mm Series
From old datasheet system
Opto-Electronic Device - Visible Light Emitting Diodes - Point-Lighting LEDs
	Matsshita / Panasonic

	LNM824KA01 LNM424KA01 LNM824AA01 LNM424AA01 LN5240	Numeric Display 2 Digit 11.0 mm (.4”) Series
Opto-Electronic Device - Visible Light Emitting Diodes - Numerical Display Devices
	Matsshita / Panasonic

	LNM316KA01 LNM216KA01 LNM216AA01 LN516GKLNM316KA01	Numeric Display 1 Digit 14.4 mm (.6”) Series
Opto-Electronic Device - Visible Light Emitting Diodes - Numerical Display Devices
	Matsshita / Panasonic
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