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			SLR-325MC - Viewing angle 2 1/2 : 40 Lead pitch 5mm 
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			 Related Part Number
	
					PART	Description	Maker
	SLR-56VCT32 SLR-56VR SLR-56VR3F 	Thank you for your accessing to ROHM product informations. More detail product informations and catalogs are available, please contact us.
SLR-56 Series
Viewing angle 2 1/2 : 40
Viewing angle 20 1/2 40
	Rohm

	AP1501 AP1501-50K AP1501-50K5 AP1501-33K5 AP1501-1	.018 UFD POLYPROPYLENE CAP 150 kHzA PWM降压DC / DC变换
150 KHZ 3A PWM BUCK DC/DC CONVERTER 150 kHzA PWM降压DC / DC变换
LED Lamp; Color:Red; Luminous Intensity (MSCP):10; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Voltage Rating:2.4V; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm
LED Lamp; Color:Orange; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Orange; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3
LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:7mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
Polyester Film Radial Lead Capacitor; Capacitance: 15000uF; Voltage: 100V; Packaging: Bulk
LED Lamp; Color:Yellow; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2.1V; LED Color:Yellow; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
LED Lamp; Color:Green; Luminous Intensity (MSCP):1; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Green; Leaded Process Compatible:Yes; Mounting Type:Surface Mount; Peak Reflow Compatible (260 C):No
LED Lamp; Color:Red; Luminous Intensity (MSCP):2100 mlm; Viewing Angle:30; Voltage Rating:2.2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 7.62 x 7.62 x 3.05 mm; Lens Width:7.62mm
Adj, 150 Khz, 3 A PWM buck DC/DC converter
	TE Connectivity, Ltd.
Diodes, Inc.
Renesas Electronics, Corp.
ETC
ANACHIP[Anachip Corp]

	APG0603SURC-TT 	Wide viewing angle
	Kingbright Corporation

	APHBM2012LSURKZGKC 	Wide viewing angle
	Kingbright Corporation

	OVS5R4CR44 OVS5Y4CR44 	5-Watt SMD 6x6mm 40° Viewing Angle
5-Watt SMD 6x6mm 40∑ Viewing Angle
	OPTEK Technologies

	SLR-332DC SLR-332DC3F SLR-332DU SLR-332MC SLR-332V	SLR-332 Series
Viewing angle 2 1/2 85
	Rohm

	SELU2215R-S SEL201508 SEL2415E SEL2415G SEL2515C S	3phi Round Narrow Viewing Angle LEDs
	Sanken electric

	72A82W-4001 72A11C-4001 72A11D-4001 72A22C-4001 72	9.2 mm Round Type LED with Collar, Viewing Angle - 36°
9.2 mm Round Type LED with Collar, Viewing Angle - 36∑
	CDIL[Continental Device India Limited]

	OVLEW5CB6 	White High-Intensity LED Lamp (5 mm, 50° Viewing Angle)
White High-Intensity LED Lamp (5 mm, 50∑ Viewing Angle)
	OPTEK[OPTEK Technologies]
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