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			 Related Part Number
	
					PART	Description	Maker
	623-5D 623-5J 623-5W 623-50D 623-50J 623-50W 623-1	Resistor-Programmable SOT Temperature Switches
Low-Cost, Remote SOT Temperature Switches
5V/3.3V/3V Adjustable, High-Efficiency, Low-IQ, Step-Down DC-DC Converters
50ppm/°C, SOT23, 3-Terminal, 1.2V Voltage Reference
Logic IC 逻辑IC
	Xicon Passive Components
Glenair, Inc.
Electronic Theatre Controls, Inc.

	LT1790 LT1790ACS6-2.5TRPBF LT1790ACS6-2.5PBF LT179	Micropower SOT-23 Low Dropout Reference Family; Package: SOT; No of Pins: 6; Temperature Range: 0&deg;C to  70&deg;C 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 2.5 V, PDSO6
Micropower SOT-23 Low Dropout Reference Family; Package: SOT; No of Pins: 6; Temperature Range: -40&deg;C to  85&deg;C 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 1.25 V, PDSO6
Micropower SOT-23 Low Dropout Reference Family; Package: SOT; No of Pins: 6; Temperature Range: 0&deg;C to  70&deg;C 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 3.3 V, PDSO6
Micropower SOT-23 Low Dropout Reference Family; Package: SOT; No of Pins: 6; Temperature Range: -40&deg;C to  85&deg;C 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 2.5 V, PDSO6
Micropower SOT-23 Low Dropout Reference Family; Package: SOT; No of Pins: 6; Temperature Range: -40&deg;C to  85&deg;C 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 3.3 V, PDSO6
Micropower SOT-23 Low Dropout Reference Family; Package: SOT; No of Pins: 6; Temperature Range: 0&deg;C to  70&deg;C 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 3 V, PDSO6
Micropower SOT-23 Low Dropout Reference Family; Package: SOT; No of Pins: 6; Temperature Range: 0&deg;C to  70&deg;C 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 2.048 V, PDSO6
Micropower SOT-23 Low Dropout Reference Family; Package: SOT; No of Pins: 6; Temperature Range: 0&deg;C to  70&deg;C 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 5 V, PDSO6
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	AM27C512L-90DC AM27C512L-90DI AM27C512L-150/BXA AM	Low IQ, Dual, 2-Phase Synchronous Step-Down Controller; Package: QFN; No of Pins: 32; Temperature Range: -40°C to  125°C
High Power Step-Down Synchronous DC/DC Controllers for Low Voltage Operation; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  125°C
High Power Synchronous Switching Regulator Controller for DDR Memory Termination; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  125°C
Constant Frequency Current Mode Flyback DC/DC Controller in ThinSOT; Package: SOT; No of Pins: 6; Temperature Range: -40° to  125°C
Constant Frequency Current Mode Flyback DC/DC Controller in ThinSOT; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
Micropower Constant Frequency Step-Down DC/DC Controllers in ThinSOT; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
100V Synchronous Switching Regulator Controller; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  125°C
x8 EPROM x8存储
No RSENSE, Low Input Voltage, Synchronous Step-Down DC/DC Controller; Package: DFN; No of Pins: 10; Temperature Range: -40&deg;C to  125&deg;C x8存储
	Ecliptek, Corp.
Electronic Theatre Controls, Inc.

	ADT6401 ADT6402 	Low Cost, 2.7 V to 5.5 V, Pin-Selectable Temperature Switch in SOT-23 (Open Drain Output)
Low Cost, 2.7 V to 5.5 V, Pin-Selectable Temperature Switches in SOT-23 (Push-Pull Output)
	Analog Devices

	A62S7316 A62S7316G-55S A62S7316G-55SI A62S7316G-70	128K X 16 BIT LOW VOLTAGE CMOS SRAM
2.7 V to 5.5 V, 140 µA, Rail-to-Rail Voltage Output 12-Bit DAC in SOT-23 and MicroSOIC Packages; Package: MSOP; No of Pins: 8; Temperature Range: Industrial
	http://
AMICC[AMIC Technology]
AMIC Technology Corporation

	MAX6505 MAXIM MAX6506 MAX6507 MAX6508 MAX6505UTP01	Trip temperature -10, 30 mA, dual trip SOT temperature switch
Trip point 35, 30 mA, dual trip SOT temperature switch
Trip point 20, 30 mA, dual trip SOT temperature switch
Trip temperature 85, 30 mA, dual trip SOT temperature switch
Trip temperature 90, 30 mA, dual trip SOT temperature switch
Trip temperature 65, 30 mA, dual trip SOT temperature switch
Trip temperature 45, 30 mA, dual trip SOT temperature switch
Trip temperature 15, 30 mA, dual trip SOT temperature switch
Trip point -15, 30 mA, dual trip SOT temperature switch
Trip point -35, 30 mA, dual trip SOT temperature switch
Trip point -10, 30 mA, dual trip SOT temperature switch
Trip point -5, 30 mA, dual trip SOT temperature switch
Trip point 0, 30 mA, dual trip SOT temperature switch
Trip temperature 95, 30 mA, dual trip SOT temperature switch
Trip temperature 110, 30 mA, dual trip SOT temperature switch
Trip temperature -20, 30 mA, dual trip SOT temperature switch
Trip temperature 75, 30 mA, dual trip SOT temperature switch
Trip point 70, 30 mA, dual trip SOT temperature switch
Trip point 10, 30 mA, dual trip SOT temperature switch
Dual Trip SOT Temperature Switches
Trip point 5, 30 mA, dual trip SOT temperature switch
Trip point 75, 30 mA, dual trip SOT temperature switch
Trip temperature -25, 30 mA, dual trip SOT temperature switch
Trip temperature -15, 30 mA, dual trip SOT temperature switch
Trip point -30, 30 mA, dual trip SOT temperature switch
Trip temperature 35, 30 mA, dual trip SOT temperature switch
Trip temperature 55, 30 mA, dual trip SOT temperature switch
Trip temperature 70, 30 mA, dual trip SOT temperature switch
Trip temperature 40, 30 mA, dual trip SOT temperature switch
Trip temperature 105, 30 mA, dual trip SOT temperature switch
Trip point 25, 30 mA, dual trip SOT temperature switch
Trip point 45, 30 mA, dual trip SOT temperature switch
	MAX6508
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	AM27128A-20JC AM2764A-30DC AM27128ALE AM27128ALEB 	20mA, 3V to 80V Low Dropout Micropower Linear Regulator; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  125&deg;C
8-Bit OTPROM Family
100mA, Low Voltage, Very Low Dropout Linear Regulators; Package: MSOP; No of Pins: 8; Temperature Range: -40°C to  125°C
High Voltage 1.5A, 200kHz Step-Down Switching Regulators; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Micropower SOT-23 Low Dropout Reference Family; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C
High Voltage 3A, 200kHz Step-Down Switching Regulator with 100µA Quiescent Current; Package: TSSOP; No of Pins: 16; Temperature Range: -40°C to  125°C
1.3 MHz/650kHz Step-Up DC/DC Converter in SC70 and ThinSOT; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  125°C
Cap-Free, NMOS, 150mA Low Dropout Regulator with Reverse Current Protection
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C
Micropower, Single Supply Rail-to-Rail Output Instrumentation Amplifier; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: MSOP; No of Pins: 10; Temperature Range: -40°C to  85°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
Micropower, Single Supply Rail-to-Rail Output Instrumentation Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Noise Step-Down Switching Regulator; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
1.25MHz, Over-The-Top Micropower, Rail-to-Rail Input and Output Op Amp in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
Precision, High Side Current Sense Amplifiers; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual 500mA/50MHz Current Feedback Line Driver Amplifier; Package: SO; No of Pins: 20; Temperature Range: 0°C to  70°C
Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
400MHz, 2500V/µs, 9mA Single/Dual Operational Amplifiers; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C
Dual/Quad 3mA, 100MHz, 750V/µs Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Overvoltage Fault Protected CAN Transceiver; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
10MHz, Rail-to-Rail Input and Output Op Amp in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C
Single Resistor Gain Programmable, Precision Instrumentation Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SSOP; No of Pins: 16; Temperature Range: 0°C to  70°C
400MHz, 2500V/µs, 9mA Single/Dual Operational Amplifiers; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C
Dual/Quad Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Overvoltage Fault Protected CAN Transceiver; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
80MHz, 25V/µs Low Power Rail-to-Rail Input and Output Precision Op Amp; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C
Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Dual 500mA, 200MHz xDSL Line Driver Amplifier; Package: TSSOP; No of Pins: 20; Temperature Range: -40°C to  85°C
80MHz, 25V/µs Low Power Rail-to-Rail Input and Output Precision Op Amp; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C
3A, Fast Transient Response, Low Noise, LDO Regulators; Package: TO-220; No of Pins: 5; Temperature Range: -40°C to  125°C
3µA IQ, 20mA Low Dropout Linear Regulators; Package: DFN; No of Pins: 6; Temperature Range: -40°C to  85°C
10MHz, Rail-to-Rail Input and Output Op Amp in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C
Dual/Quad Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Slew Rate Controlled Ultralow Noise 1A Isolated DC/DC Transformer Driver; Package: TSSOP; No of Pins: 16; Temperature Range: -40°C to  125°C
Dual 100mA, Low Dropout, Low Noise, Micropower Regulator with Independent Inputs; Package: DFN; No of Pins: 10; Temperature Range: -40°C to  85°C
Dual/Quad Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: SO; No of Pins: 14; Temperature Range: 0°C to  70°C
Dual Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Inverting 1.2MHz/2.7MHz DC/DC Converters with Integrated Schottky in ThinSOT; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  85°C
60V Fault Protected RS485/RS422 Transceivers; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Wide Input Range, High Efficiency, Step-Down Switching Regulator; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Low Noise Step-Down Switching Regulator; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
Precision, High Side Current Sense Amplifiers; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
x8 EPROM x8存储
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to 85?°C 射频放大
Precision, High Side Current Sense Amplifiers; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x8存储
Inverting 1.2MHz/2.7MHz DC/DC Converters with Integrated Schottky in ThinSOT; Package: SOT; No of Pins: 6; Temperature Range: -40&deg;C to  125&deg;C
	Advanced Micro Devices
电流感应放大
Welwyn Components, Ltd.
Amphenol, Corp.
Honeywell International, Inc.
Electronic Theatre Controls, Inc.
Rochester Electronics, LLC
Microchip Technology, Inc.
Vicor, Corp.
Peregrine Semiconductor, Corp.
Glenair, Inc.
Austin Semiconductor, Inc

	LT6703HVCS5-2TRMPBF LT6703HVCS5-2TRPBF LT6703HVCS5	Micropower, Low Voltage Comparator with 400mV Reference; Package: SOT; No of Pins: 3; Temperature Range: -40&deg;C to  85&deg;C COMPARATOR, 29000 ns RESPONSE TIME, PDSO5
Micropower, Low Voltage Comparator with 400mV Reference; Package: SOT; No of Pins: 3; Temperature Range: 0&deg;C to  70&deg;C COMPARATOR, 29000 ns RESPONSE TIME, PDSO5
Micropower, Low Voltage Comparator with 400mV Reference; Package: DFN; No of Pins: 3; Temperature Range: -40&deg; to  125&deg;C COMPARATOR, 29000 ns RESPONSE TIME, PDSO3
Micropower, Low Voltage Comparator with 400mV Reference; Package: DFN; No of Pins: 3; Temperature Range: 0&deg;C to  70&deg;C COMPARATOR, 29000 ns RESPONSE TIME, PDSO3
Micropower, Low Voltage Comparator with 400mV Reference; Package: DFN; No of Pins: 3; Temperature Range: -40&deg;C to  85&deg;C COMPARATOR, 29000 ns RESPONSE TIME, PDSO3
Micropower, Low Voltage Comparator with 400mV Reference; Package: SOT; No of Pins: 3; Temperature Range: -40&deg; to  125&deg;C
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	CLM2805AZ-X CLM2805CZ-X CLM2805 CLM2805A CLM2805A-	3 V, micropower SOT-23, 120 mA low dropout voltage regulator on/off switch
Micropower SOT-23/ 120mA Low-Dropout Voltage Regulator ON/OFF Switch
Micropower SOT-23, 120mA Low-Dropout Voltage Regulator ON/OFF Switch 微功率的SOT - 23，一百二十零毫安低压差稳压器ON / OFF开
4 V, micropower SOT-23, 120 mA low dropout voltage regulator on/off switch
5 V, micropower SOT-23, 120 mA low dropout voltage regulator on/off switch
	CALOGIC[Calogic, LLC]
Calogic  LLC
Calogic LLC

	BZG01 BZG01-C10 BZG01-C100 BZG01-C110 BZG01-C12 BZ	SMA voltage regulator diodes 200 V, 1.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-214AC
SMA voltage regulator diodes 43 V, 1.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-214AC
SMA voltage regulator diodes 62 V, 1.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-214AC
SMA voltage regulator diodes 220 V, 1.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-214AC
Supervisory Circuit with Watchdog and Manual Reset in 5-Lead SC70 and SOT-23; Package: SC70; No of Pins: 5; Temperature Range: Industrial 22 V, 1.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-214AC
SMA voltage regulator diodes 10 V, 1.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-214AC
SMA voltage regulator diodes 51 V, 1.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-214AC
SMA voltage regulator diodes 12 V, 1.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-214AC
SMA voltage regulator diodes 120 V, 1.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-214AC
SMA voltage regulator diodes 56 V, 1.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-214AC
SMA voltage regulator diodes 15 V, 1.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-214AC
SMA voltage regulator diodes 27 V, 1.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-214AC
CMOS Switched-Capacitor Voltage Converter; Package: TSSOP; No of Pins: 16; Temperature Range: Industrial 91 V, 1.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-214AC
CMOS Switched-Capacitor Voltage Converter; Package: SOIC; No of Pins: 8; Temperature Range: Industrial
µP Supervisory Circuit with Watchdog Feature, 4.65V Threshold Voltage, Low Supply Current and Active Low Reset Output. Upgrade for ADM699; Package: SOIC; No of Pins: 8; Temperature Range: Industrial
	Kingbright, Corp.
Power-One, Inc.
NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]

	AD7415 AD7414ART-0500RL7 AD7414ART-0REEL 	Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown; Package: PDIP; No of Pins: 16; Temperature Range: 0&deg;C to  70&deg;C 温度变送器/传感
SMBus/I2C Digital Temperature Sensor in 6-Pin Sot With Smbus Alert And Over Temperature Pin
	Analog Devices, Inc.
AD

	TMP36GS-REEL TMP36GS-REEL7 TMP37GS-REEL TMP35GS-RE	Voltage Output Temperature Sensors
Low Voltage Temperature Sensor Vo=500
	Analog Devices
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