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			XDUG14C4-A - Material (Color) = Gap (Green) Lens = Peak Wave Length = 565 Iv(ucd) If@10mA Min.= 3000 Iv(ucd) If@10mA Typ.= 10490 
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			 Related Part Number
	
					PART	Description	Maker
	XDUG12C 	Material (Color) = Gap (Green) Lens = Peak Wave Length = 565 Iv(ucd) If@10mA Min.= 3000 Iv(ucd) If@10mA Typ.= 10490
	SunLED Company Limited

	XDUG09A 	Material (Color) = Gap (Green) Lens = Peak Wave Length = 565 Iv(ucd) If@10mA Min.= 800 Iv(ucd) If@10mA Typ.= 1890
	SunLED Company Limited

	XDUG10C3-A 	Material (Color) = Gap (Green) Lens = Peak Wave Length = 565 Iv(ucd) If@10mA Min.= 1900 Iv(ucd) If@10mA Typ.= 6090
	SunLED Company Limited

	XDUG100A-A 	Material (Color) = Gap (Green) Lens = Peak Wave Length = 565 Iv(ucd) If@10mA Min.= 18000 Iv(ucd) If@10mA Typ.= 59990
	SunLED Company Limited

	XDUG20A-1 	Material (Color) = Gap (Green) Lens = Peak Wave Length = 565 Iv(ucd) If@10mA Min.= 3000 Iv(ucd) If@10mA Typ.= 10490
	SunLED Company Limited

	LA3951-11BEWAK 	Emitting Color: Red Material: Gap Wavelength(nm): 700
	Ledtech Electronics Corp.

	BL-B2141-L 	LED GaP/GaP Green Low current requirement High efficiency.
	BRIGHT LED ELECTRONICS CORP

	BL-B3114 	LED GaP/GaP Green Low current requirement High efficiency.
	BRIGHT LED ELECTRONICS CORP

	BL-CX1336M 	LED GaP/GaP Hi-Eff Green Low power consumption.
	BRIGHT LED ELECTRONICS CORP

	BD-A302ND-A 	green chips, which are made from GaP on GaP substrate.
Shielded SMD Inductor Design Kit
	http://
Bright LED Electronics Corp.

	BL-C2435 	LED GaP/GaP Green Low power consumption.
	BRIGHT LED ELECTRONICS CORP

	BL-R9131C 	GaP/GaP pure green Low power consumption.
	Bright LED Electronics Corp.
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