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	Part: AA028N1-00
	Maker: ALPHAIND..
	Pack: SMD原包
	Stock: 106
	Unit price 
									for :
	    
									50: $7.02
	  
									100: $6.66
	1000: 
									$6.31
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			 Related Part Number
	
					PART	Description	Maker
	OSM5XZEHE1E 	Xeon H Power Warm White LED Avoid Reflow Soldering Process Long Lifetime Operation
	OptoSupply International

	LBH1035 	Soldering methods : IR reflow soldering
From old datasheet system
	List of Unclassifed Manufacturers
ETC[ETC]

	K9F1G08U0M-FIB0 K9F1G08U0M-YCB0 K9F1G16Q0M-YCB0 K9	DSUB
DBM25PK
1Gb Gb 1.8V NAND Flash Errata 1Gb的NAND闪存千兆1.8V的勘误表
Industrial Mid-Range Soldering Iron; Power Rating:60W; Tip Temperature:850 F; Features:Incls.: One 67D 1/4" Dia., 3-3/8" L Long-Tapered Diamond-Style Paragon Soldering Tip RoHS Compliant: Yes
	SAMSUNG SEMICONDUCTOR CO. LTD.
Samsung Semiconductor Co., Ltd.

	APHB1608ZGSYKC 	Compatible with reflow soldering
	Kingbright Corporation

	VFHD1111CS-3B83A-TR 	Lead-free soldering compatible
	STANLEY ELECTRIC CO.,LT...

	NTSW757G 	Pb-free Reflow Soldering Application
	NICHIA CORPORATION

	VRPG3312X 	Lead?free soldering compatible
	STANLEY ELECTRIC CO.,LT...

	WD1001 	Digital 85W Soldering Station, 120 V
	List of Unclassifed Manufacturers

	FYLS-3528RGBC-CA 	Suitable for all SMT assembly and soldering method
	Ningbo Foryard Optoelectronics Co., Ltd.

	AN899 	MCUS - SOLDERING RECOMMENDATIONS AND PACKAGING INFORMATION
	SGS Thomson Microelectronics

	B41796A7477Q000 B41696 B41696A5108Q007 B41696A5108	Axial-Lead and Soldering Star Capacitors
	EPCOS[EPCOS]

	FYLS-3528BPGC 	Suitable for all SMT assembly and soldering method
	Ningbo Foryard Optoelectronics Co., Ltd.
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