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	Part No.	SDA5642-6X Q67100-H5182   

	Description	VPS-Decoder(VPS解码 
 VPS-Decoder TELETEXT AND VPS/PDC DECODER, PDSO20
VPS-Decoder 车辆定位系统解码


	File Size	690.23K  / 
						27 Page	 
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			 Related Part Number
	
					PART	Description	Maker
	SDA5642-6X Q67100-H5182 	VPS-Decoder(VPS解码
VPS-Decoder TELETEXT AND VPS/PDC DECODER, PDSO20
VPS-Decoder 车辆定位系统解码
	SIEMENS AG

	Q67106-H5183 SDA5642-6 SDA5642-6X SDA5642X Q67100-	PDC Decoder
VPS-Decoder
VPS Decoder
From old datasheet system
	Infineon
SIEMENS[Siemens Semiconductor Group]

	LC74792 LC74792JM 	VPS / PDC Slicer IC
	SANYO[Sanyo Semicon Device]

	LC74793 LC74793JM 	VPS / PDC Slicer IC
	SANYO[Sanyo Semicon Device]

	Q67106-H5163 Q67100-H5164 	VPS / PDC-plus Decoder 车辆定位系统/ PDC上加解码
	SIEMENS AG

	STV5348D 	MONOCHIP TELETEXT AND VPS DECODER WITH 8 INTEGRATED PAGES
	STMicroelectronics

	MV1821CKG MV1821CMPES MV1821 MV1821CDPAS MV1821CMP	VIDEO CASSETTE RECORDER PDC AND VPS INTERFACE CIRCUIT
	ZARLINK[Zarlink Semiconductor Inc]

	MV1821 218 	Video CASSETTE RECORDER PDC AND VPS Interface Circuit
From old datasheet system
	Zarlink

	Q67106-H5157 SDA5649 SDA5649X Q67100-H5156 	From old datasheet system
Expanded Decoder for Program Delivery Control and Video Program System EPDC / VPS Decoder
	SIEMENS[Siemens Semiconductor Group]
Infineon

	SDA5648 SDA5648X Q67006-A5198 Q67000-A5186 	From old datasheet system
Decoder for Program Delivery Control and Video Program System PDC / VPS Decoder
	SIEMENS[Siemens Semiconductor Group]
Infineon

	A42MX02-3PL100 A42MX02-3PL100A A42MX02-3PL100B A42	Octal Edge-Triggered D-Type Flip-Flops With 3-State Outputs 20-SO -40 to 85
Proximity Sensor; Sensor Input Type:Inductive; Sensing Range Max:15mm; Sensor Output Type:NPN Transistor; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Sensing Face Diameter:18mm; Sensor Housing:Barrel
Sensor Cable Assembly; Connector Type A:M12 Plug; Connector Type B:M12 Receptacle; Cable Length:5m; No. of Contacts:5; No. of Positions:5 RoHS Compliant: Yes
Quad 2-input positive-NAND gates 14-SOIC 0 to 70
Quad 2-input positive-NAND gates 14-PDIP 0 to 70
Dual D-Type Positive-Edge-Triggered Flip-Flops With Clear and Preset 14-SO -40 to 85
Hex Inverters 14-SSOP -40 to 85
ULTRA LOW CAPACITANCE TVS ARRAY FOR ESD/CDE PROTECTION / LEAD-FREE,  AND WE
XFRMR PWR 36.0VCT 3.6A QC .250
XFRMR PWR 36.0VCT 0.7A QC .187
Octal Edge-Triggered D-Type Flip-Flops With 3-State Outputs 20-PDIP -40 to 85
XFRMR PWR 28.0VCT 6.25A QC .250
Sensor Cable Assembly; Connector Type A:M12 Plug; Connector Type B:Stripped End Leads; Cable Length:2m; No. of Contacts:5; No. of Positions:5 RoHS Compliant: Yes
Sensor Cable Assembly; Connector Type A:M12 Plug; Connector Type B:M12 Receptacle; Cable Length:5m; No. of Contacts:12; No. of Positions:12 RoHS Compliant: Yes
XFRMR PWR 20.0VCT 6.5A QC .250
Octal Transparent D-Type Latches With 3-State Outputs 20-SO -40 to 85
Octal Transparent D-Type Latches With 3-State Outputs 20-PDIP -40 to 85
Octal Buffers and Line Drivers With 3-State Outputs 20-SO -40 to 85
Octal Buffers And Line Drivers With 3-State Outputs 20-SOIC -40 to 85
LED Driver IC; Output Current Max:200mA; Supply Voltage Max:7V; Package/Case:10-MLP; Output Current:200mA; Output Voltage:4.75V; Leaded Process Compatible:Yes; Operating Temp. Max:85 C; Operating Temp. Min:-40 C
Octal Edge-Triggered D-Type Flip-Flops With 3-State Outputs 20-SSOP -40 to 85
Charge Pump Voltage Regulator IC; Output Current Max:200mA; Supply Voltage Max:7V; Package/Case:10-MLP; Output Current:200mA; Output Voltage:4.75V; Leaded Process Compatible:No; Operating Temp. Max:85 C; Operating Temp. Min:-40 C RoHS Compliant: No
XFRMR PWR 10.0VCT 8.0A QC .187
Controller IC; Package/Case:16-MLP; Supply Voltage Max:14V; Leaded Process Compatible:Yes; Operating Temp. Max:85 C; Operating Temp. Min:-40 C; Output Voltage Max:6V; Packaging:Cut Tape; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
Dual D-Type Positive-Edge-Triggered Flip-Flops With Clear and Preset 14-SSOP -40 to 85
Octal Edge-Triggered D-Type Flip-Flops With 3-State Outputs 20-TSSOP -40 to 85
RES 768K OHM METL FILM .40W 1% T
GP1UX501QS
Plastic, 5V, 38 kHz, fits ftprnt for IS1U60
Inductive Proximity Sensor; Sensor Input Type:Inductive; Sensing Range Max:20mm; Sensor Output:AC/DC; Switch Terminals:Cable; Load Current Max:400mA; Sensing Face Diameter:30mm; Sensor Connection:2 m Cable; Sensor Housing:Barrel RoHS Compliant: Yes
TRANSF 600 OHM 0MA DC TEL
Octal Bus Transceivers With 3-State Outputs 20-PDIP -40 to 85
TRANSF 600 OHM  0MA DC TEL
TRANSF 4000 OHM PRI.  0MA DC TEL
Octal Edge-Triggered D-Type Flip-Flops With 3-State Outputs 20-SOIC -40 to 85
Power Transformer; Series:VPS; Supply Voltage:115V; Output Voltage:20V; Power Rating:175VA; Mounting Type:Chassis RoHS Compliant: Yes
Octal Buffers and Line Drivers With 3-State Outputs 20-SSOP -40 to 85
Sensor Cable Assembly; Connector Type A:M12 Plug; Connector Type B:Stripped End Leads; Cable Length:5m; No. of Contacts:5; No. of Positions:5 RoHS Compliant: Yes
IC I2C PROG PENTA ULDO 20-MLP
IC LI-ION BATT CHARGER 10-MLP
Line Matching Transformer; Leaded Process Compatible:Yes; Insertion Loss:0.8dBA; Peak Reflow Compatible (260 C):Yes
TRANSF 600 OHM  90MA DC TEL
Line Matching Transformer; Current Rating:0A; Insertion Loss:1dB; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Size:0.89 x 0.812 x 0.715 in; Terminal Type:PCB Thru Hole RoHS Compliant: Yes
TVS Diode Array IC; Stand-Off Voltage, VRWM:5V; Breakdown Voltage, Vbr:6V; Peak Pulse Power PPK @ 8x20uS:150W; Capacitance, Cd:0.3pF; Package/Case:SLP2510P8; Breakdown Voltage Min:6V; Clamping Voltage Max, Vc:15V
XFRMR PWR 16.0VCT 11.0A QC .250
IC TVS BI-DIR 24V 350W SOD-323
Sensor Cable Assembly; Connector Type A:M12 Plug; Connector Type B:Stripped End Leads; Cable Length:5m; No. of Contacts:12; No. of Positions:12 RoHS Compliant: Yes
Sensor Cable Assembly; Connector Type A:M12 Plug; Connector Type B:M12 Receptacle; Cable Length:2m; No. of Contacts:3; No. of Positions:4 RoHS Compliant: Yes
XFRMR PWR 36.0VCT 4.8A QC .250
IC TVS ARRAY LOW CAP SOT23-6
XFRMR PWR 10.0VCT 17.5A QC .250
XFRMR PWR 10.0VCT 2.5A QC .187
9-Bit to 18-Bit HSTL-to-LVTTL Memory Address Latch With Input Pullup Resistors 48-TSSOP 0 to 70
Hex Inverters 14-SOIC -40 to 85 40MX2MX FPGA系列
40MX and 42MX FPGA Families 40MX2MX FPGA系列
9-Bit To 18-Bit HSTL-To-LVTTL Memory Address Latch 48-TSSOP -40 to 85 40MX2MX FPGA系列
XFRMR PWR 10.0VCT 4.3A QC .187 40MX2MX FPGA系列
Octal Transparent D-Type Latches With 3-State Outputs 20-SSOP -40 to 85 40MX42MX FPGA系列
Controller IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No 40MX2MX FPGA系列
Dual D-Type Positive-Edge-Triggered Flip-Flops With Clear and Preset 14-TSSOP -40 to 85 40MX42MX FPGA系列
Octal D-Type Flip-Flops With Clock Enable 20-PDIP -40 to 85 40MX42MX FPGA系列
Pulse Width Modulation (PWM) Controller IC; Topology:Buck (Step Down); Control Mode:Voltage; Number of PWM Outputs:1; Input Voltage Primary Min:-0.3V; Input Voltage Primary Max:7V; Duty Cycle Max:95% RoHS Compliant: No 40MX2MX FPGA系列
Octal Bus Transceivers And Registers With 3-State Outputs 24-SOIC -40 to 85 40MX2MX FPGA系列
Octal Bus Transceivers And Registers With 3-State Outputs 24-PDIP -40 to 85 40MX2MX FPGA系列
Octal D-type Edge-Triggered Flip-Flops With 3-State Outputs 20-TSSOP -40 to 85 40MX2MX FPGA系列
Audio Transformer; Power Rating:100mW; Mounting Type:PCB Surface; Current Rating:4mA; External Depth:0.594"; External Height:0.625"; External Width:0.813"; Frequency Response Max:15kHz; Frequency Response Min:200Hz 40MX2MX FPGA系列
Power Transformer; Series:VPS; Supply Voltage:115V; Output Voltage:20V; Power Rating:80VA; Mounting Type:Chassis RoHS Compliant: Yes 40MX2MX FPGA系列
IC CHARGE PUMP FLASH LED 10-MLP 40MX2MX FPGA系列
Octal Transparent D-Type Latches With 3-State Outputs 20-SOIC -40 to 85 40MX2MX FPGA系列
Hex Inverters 14-TSSOP -40 to 85 40MX2MX FPGA系列
Octal D-Type Flip-Flops With Clock Enable 20-SOIC -40 to 85 40MX2MX FPGA系列
Octal Buffers And Line Drivers With 3-State Outputs 20-PDIP -40 to 85 40MX2MX FPGA系列
40MX and 42MX FPGA Families 40MX42MX FPGA系列
Octal Bus Transceivers With 3-State Outputs 20-TSSOP -40 to 85 40MX42MX FPGA系列
Octal Buffers and Line Drivers With 3-State Outputs 20-TSSOP -40 to 85 40MX42MX FPGA系列
Octal Bus Transceivers With 3-State Outputs 20-SO -40 to 85 40MX2MX FPGA系列
XFRMR PWR 230.0VCT 0.57A QC .250 40MX2MX FPGA系列
Quad 2-input positive-NAND gates 14-SSOP 0 to 70 40MX2MX FPGA系列
Quad 2-input positive-NAND gates 14-SO 0 to 70 40MX2MX FPGA系列
Dual D-Type Positive-Edge-Triggered Flip-Flops With Clear and Preset 14-SOIC -40 to 85 40MX2MX FPGA系列
Octal Bus Transceivers With 3-State Outputs 20-SOIC -40 to 85 40MX2MX FPGA系列
Proximity Sensor; Sensor Input Type:Inductive; Sensing Range Max:30mm; Sensor Output Type:NPN Transistor; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Sensing Face Diameter:30mm; Sensor Housing:Barrel 40MX2MX FPGA系列
Controller IC; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes 40MX2MX FPGA系列
Octal Transparent D-Type Latches With 3-State Outputs 20-TSSOP -40 to 85 40MX42MX FPGA系列
Hex Inverters 14-SO -40 to 85 40MX2MX FPGA系列
TRANSF 600 SPLIT SEC .90MA TEL 40MX2MX FPGA系列
GP1UX500QS 40MX42MX FPGA系列
Power Transformer; Series:VPS; Supply Voltage:115V; Output Voltage:222V; Power Rating:80VA; Mounting Type:Chassis; External Depth:2.313"; External Height:3.000"; External Width:2.500"; Leaded Process Compatible:Yes
	List of Unclassifed Manufacturers
Electronic Theatre Controls, Inc.
List of Unclassifed Man...
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