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			95043-5891 - Modular Plug, Short Body, Shielded, 8/8, Black Boot, Cat5 for 6.00mm (.236) Cable Outside Diameter 
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	Part No.	95043-5891 SDA-95043 0950435891   

	Description	Modular Plug, Short Body, Shielded, 8/8, Black Boot, Cat5 for 6.00mm (.236) Cable Outside Diameter 
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			 Related Part Number
	
					PART	Description	Maker
	90075-0139 0900750139 	Modular Plug, Short Body, 8/8
	Molex Electronics Ltd.

	0900750027 90075-0027 	Modular Plug, Short Body, 4/4
MOLEX Connector
	Molex Electronics Ltd.

	0950432891 	Modular Plug, Short Body, Shielded, 8/8, Black Boot, Cat5
	Molex Electronics Ltd.

	0950432894-18 	Modular Plug, Cat5e, Short Body, Shielded, 8/8, Red Boot
	Molex Electronics Ltd.

	0950432891-18 	Modular Plug, Cat5e, Short Body, Shielded, 8/8, Black Boot
	Molex Electronics Ltd.

	85568-7884 	Modular Plug, Short Body, Shielded, 8/8, Red Boot, Cat6
	Molex Electronics Ltd.

	0690200140 	Arbor Press Fixture for Modular Plug, FCC 68, Short Body, 8/8 Circuit
	Molex Electronics Ltd.

	PIC16F508E_SLG PIC16F505TI/MSG PIC16F505TI/PG PIC1	Sealed Modular Connector; Body Material:Composite; Connector Shell Back Termination:IDC Cat6; Modular Connector Shell Style:Jam Nut Receptacle 8/14-Pin位闪存微控制
8/14-Pin, 8-Bit Flash Microcontrollers 8/14-Pin位闪存微控制
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:36; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight 8/14-Pin位闪存微控制
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:41; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:22-41
TV 46C 40#20 4#16 2#8(COAX) SK
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:EZ5015B; No. of Contacts:4; Connector Shell Size:20; Connecting Termination:Spring Cage; Circular Shell Style:Straight Plug; Cable Gland Material:Plastic RoHS Compliant: Yes
3.3V TTL/CMOS to Differential PECL Translator; Package: TSSOP 8 3.0x3.0x0.95 mm; No of Pins: 8; Container: Tape and Reel; Qty per Container: 2500
Sealed Modular Connector; Body Material:Composite; Connector Shell Back Termination:IDC Cat6; Features:Shielded; Modular Connector Shell Style:Jam Nut Receptacle
Connector Dust Cap; Body Material:Metal; Body Plating:Anodized; Cap Attachment:Spring; Leaded Process Compatible:Yes; Series:FWF; Circular Shell Style:Square Flange Receptacle; Connector Shell Back Termination:IEEE1394 Receptacle RoHS Compliant: Yes
TV 56C 48#20 8#16 PIN RECP
	Microchip Technology, Inc.
Microchip Technology Inc.

	2N3819 	N-channel J-FET
Patch Cord; Connector Type A:Category 6 Modular Plug; Connector Type B:Category 6 Modular Plug; Cable Length:15ft; Leaded Process Compatible:No; Approval Categories:Exceeds TIA/EIA-568-B.2-1Category 6 and ISO 11801 Class E standards
	NXP Semiconductors
PHILIPS[Philips Semiconductors]

	TC-350-CBG-156A-12.80 TC-350-DBG-256A-12.80 TC-350	From old datasheet system
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:12; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-12
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; No. of Contacts:12; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
PTSE 14C 4#16,8#20 PIN PLUG
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:12; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-12
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:12; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:14-12
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:12; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:14-12
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT08; No. of Contacts:8; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Right Angle Plug
ECONOLINE: RJ & RG - Dual Output from a Single Input Rail - 3kVDC & 4kVDC Isolation - Optional Continuous Short Circuit Protected - Custom Solutions Available - UL94V-0 Package Material - Efficiency to 84%
Circular Connector; No. of Contacts:8; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:16; Circular Contact Gender:Pin; Circular Shell Style:Right Angle Plug; Insert Arrangement:16-8
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight 超薄TCXO的温度补偿晶体振荡器
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; No. of Contacts:8; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight 超薄TCXO的温度补偿晶体振荡器
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT08; No. of Contacts:26; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Right Angle Plug 超薄TCXO的温度补偿晶体振荡器
PT 8C 8#20 SKT PLUG 超薄TCXO的温度补偿晶体振荡器
SISONIC 0-HEIGHT, 3.6V, SMD; Temp, op. min:-40(degree C); Temp, op. max:100(degree C); Pins, No. of:5; Case style:SMD; Termination Type:SMD; Temperature, operating range:-40(degree C) to  100(degree C) RoHS Compliant: Yes 超薄TCXO的温度补偿晶体振荡器
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT08; Number of Contacts:26; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Right Angle Plug 超薄TCXO的温度补偿晶体振荡器
Low Profile TCXOs Temperature Compensated Crystal Oscillators 超薄TCXO的温度补偿晶体振荡器
	http://
ETC[ETC]
Vectron International, Inc
Electronic Theatre Controls, Inc.

	UTPCH16RDY UTPCH7GRY 	; Connector Type A:Category 5e Modular Plug; Connector Type B:Category 5e Modular Plug; Cable Length:16ft; Approval Categories:TIA/EIA-568-B.2 Cat 5e, ISO11801 Class D, FCC Part 68, IEC 60603-7; Color:Red INTERCONNECTION DEVICE
Connector assemblies, Network cables; Connector Type A:Category 5e Modular Plug; Connector Type B:Category 5e Modular Plug; Cable Length:7ft; Approval Categories:TIA/EIA-568-B.2 Cat 5e,  ISO11801 Class D, FCC Part 68, IEC 60603-7
	Panduit, Corp.
PANDUIT CORP

	HYS72D128320GU-6-B HYS64D128320GU-6-B HYS72D128320	Category 6 Termination Kit; For Use With:GigaBIX? Cross-Connect  or Interconnect Systems; Leaded Process Compatible:Yes RoHS Compliant: Yes
184-Pin Unbuffered Dual-In-Line Memory Modules 184引脚缓冲双列内存模组
Patch Panel; No. of Ports:48; Mounting Type:2U; Approval Categories:Meets Category 6  performance; Body Material:Black; Leaded Process Compatible:Yes; Series:GigaFlex PS6  RoHS Compliant: Yes 184引脚缓冲双列内存模组
Network Cable Assembly; Connector Type A:T568A/B Modular Plug; Connector Type B:T568A/B Modular Plug; Cable Length:7ft; Approval Categories:Augmented Category 6 standards; cord color per TIA/EIA-606 standard RoHS Compliant: Yes 184引脚缓冲双列内存模组
Network Cable Assembly; Connector Type A:T568A/B Modular Plug; Connector Type B:T568A/B Modular Plug; Cable Length:10ft; Approval Categories:Augmented Category 6 standards; cord color per TIA/EIA-606 standard RoHS Compliant: Yes
CAP 22PF 100V 10% NP0(C0G) SMD-0805 TR-13 PLATED-NI/SN
Category 6 Termination Kit; For Use With:GigaBIX Cross-Connect  or Interconnect Systems; Leaded Process Compatible:Yes RoHS Compliant: Yes
	Infineon Technologies A...
Infineon Technologies AG
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