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			 Related Part Number
	
					PART	Description	Maker
	KZ2C010KC KZ2C010KR KZ2C010KS KZ2C010KT KZ2A010KC 	CHIP TYPE, EXTRA LOW IMPEDANCE
	DB Lectro Inc

	KZ2W330MS KZ2W331MS KZ2W471MS KZ2W470MS KZ2C470LT 	CHIP TYPE, EXTRA LOW IMPEDANCE 芯片类型，超低阻
	DB Lectro Inc.
DB Lectro, Inc.

	MT4532-700Y 	Low Impedance Chip Ferrite Beads
	Bourns Electronic Solutions

	BLM21P221SGPT BLM21P221SGPB BLM41P600SPT BLM11P300	FERRITE, CHIP TYPE, 0.35 OHM RESISTANCE, 220 OHM IMPEDANCE @ 100MHZ, SMT 0805 1 FUNCTIONS, 2 A, FERRITE CHIP
FLT, S/M, 0805, 2000MA, FERRITE BD 1 FUNCTIONS, 2 A, FERRITE CHIP
COIL, BEAD FERRITE 060 OHMS @ 100MHZ SM, 1806 1 FUNCTIONS, 6 A, FERRITE CHIP
1 FUNCTIONS, 1 A, FERRITE CHIP
1 FUNCTIONS, 3 A, FERRITE CHIP
	Murata Manufacturing Co., Ltd.
MURATA MANUFACTURING CO LTD

	MXZZ-025/226K5X6.3TR13 	MXZZ Type / Surface Mount Aluminum Very Low Impedance
	Tecate

	MAL218097257E3 MAL218097251E3 MAL218097254E3 MAL21	Conductive Polymer Aluminum Capacitors SMD (Chip), Low Impedance
   Conductive Polymer Aluminum Capacitors SMD (Chip), Low Impedance
	Vishay Siliconix

	K511 K561 K621 K681 	surface mount silicon Zener diodes
Metalized Polyester Film Radial Lead Capacitor; Capacitance: 22000uF; Voltage: 400V; Packaging: Bulk
LOW LEVEL ZENER DIODES SHARP KNEE/ LOW IMPEDANCE
LOW LEVEL ZENER DIODES SHARP KNEE, LOW IMPEDANCE
	Knox Semiconductor  Inc
KNOX[Knox Semiconductor, Inc]
Knox Semiconductor Inc

	ELXZ350ELL221MJC5S ELXZ500ESS220MEB5D ELXZ500ESS68	Low impedance, Downsized, 105C
MINIATURE ALUMINUM ELECTROLYTIC CAPACITORS
   Low impedance, Downsized, 105C
	United Chemi-Con, Inc.
List of Unclassifed Manufacturers
List of Unclassifed Man...

	25ZLH150MEFC6.3X11 25ZLH150MEFCTA6.3X11 25ZLH150ME	105 Miniaturized, Long Life, Low impedance.
MINIATURE ALUMINUM ELECTROLYTIC CAPACITORS
105?/a> Miniaturized, Long Life, Low impedance.
	RUBYCON CORPORATION

	12IMR15-051515-2 24IMR15-051515-2 48IMR15-051515-2	Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.2pF/ft; Conductor Material:Steel; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.2pF/ft; Conductor Material:Steel; Jacket Color:Black RoHS Compliant: Yes
BANANA JACK, PANEL MOUNT, TIN PLATED, 10 PCS
TEST LEAD HOLDERTEST LEAD HOLDER; Colour:Orange; Diameter, external:5.33mm
Low-Smoke Zero-Halogen (LSZH) Shipboard Precision Broadband CATV Series 6 Coaxial Cable; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Low Smoke Zero Halogen RoHS Compliant: Yes
Belden RG-59/U Coax Cable, Wire Size: 20 AWG, Color: Black, Length: 1000 feet, Conductor Material: Bare Copper, Shielding: 40 % Aluminum Braid, Jacket: PVC
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material:Steel; Leaded Process Compatible:Yes RoHS Compliant: Yes
BELDEN RG-6/U CABLE, WIRE SIZE: 18 AWG, LENGTH: 1000 FEET, IMPEDANCE: 75 OHM, OUTER DIAMETER: .27 , COLOR: WHITE, JACKET: PVC, FEATURES: 60 % ALUMINUM BRAID, 100 % SHIELD COVERAGE
Belden RG-6/U Cable, Wire Size: 18 AWG, Length: 500 feet, Impedance: 75 Ohm, Outer Diameter: .27 , Color: Black, Jacket: PVC, Features: 60 % aluminum braid, 100 % shield coverage
Belden RG-6/U Cable, Wire Size: 18 AWG, Length: 1000 feet, Impedance: 75 Ohm, Outer Diameter: .27 , Color: Black, Jacket: PVC, Features: 60 % aluminum braid, 100 % shield coverage
3...15 Watt DC-DC Converter 3 ... 15瓦的DC - DC转换
CB 11C 11#16 PIN RECP BOX 3 ... 15瓦的DC - DC转换
3...15WattDC-DCConverter
	POWER-ONE[Power-One]
TE Connectivity, Ltd.
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