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			 Related Part Number
	
					PART	Description	Maker
	CDRH62BNP-220MC CDRH62BNP-470MC CDRH62BNP-270MC CD	POWER INDUCTOR 22UH 0.74A SMD 1 ELEMENT, 22 uH, GENERAL PURPOSE INDUCTOR, SMD
POWER INDUCTOR 47UH 0.50A SMD 1 ELEMENT, 47 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 27 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 12 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 100 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 8 uH, GENERAL PURPOSE INDUCTOR, SMD
	Sumida, Corp.
SUMIDA CORP

	U2009-150Y U2009-220Y U2009-3R3Y U2009-4R4Y 	CHOKE, POWER, SHIELDED, 15UH; Inductor type:Shielded Power Choke; Inductance:15uH; Tolerance, inductance:30%; Resistance:1370mR; Frequency, resonant:40MHz; Case style:SMD Shielded; Q factor:10; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 22UH; Inductor type:Shielded Power Choke; Inductance:22uH; Tolerance, inductance: /-30%; Resistance:2600mR; Frequency, resonant:30MHz; Case style:SMD Shielded; Q factor:10; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 3.3UH; Inductor type:Shielded Power Choke; Inductance:3.3uH; Tolerance, inductance: /-30%; Resistance:320mR; Frequency, resonant:100MHz; Case style:SMD Shielded; Q factor:7; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 4.4UH; Inductor type:Shielded Power Choke; Inductance:4.4uH; Tolerance, inductance: /-30%; Resistance:430mR; Frequency, resonant:85MHz; Case style:SMD Shielded; Q factor:7; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
	BOURNS INC

	4330-030-50130 4330-030-50030 4330-030-50020 4330-	INDUCTOR SMD 30Z
INDUCTOR SMD 150Z
INDUCTOR SMD 120Z
INDUCTOR SMD 90Z 电感贴片90Z
Dual/Triple Ultra-Low-Voltage SOT23 &#181;P Supervisory Circuits
INDUCTOR SMD 60Z
	Molex, Inc.

	555-1608 WEARNESCAMBIONLTD-CA555-1608-102-K36 CA55	1 ELEMENT, 10000 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 100 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 4700 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 1 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 15 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 47 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 3300 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 680 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 33 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 68 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 330 uH, GENERAL PURPOSE INDUCTOR, SMD
SMT Shielded Power Inductors
1 ELEMENT, 1000 uH, GENERAL PURPOSE INDUCTOR, SMD
	WEARNES CAMBION LTD
CAMBION Electronic Components

	DQ1260 DQ1280 DQ7545 DQ6530 DQ6545 DQ7534 DQ1280-1	   SMD Shielded Base Plate Power Inductor Series; Part Numbering Sequence
1 ELEMENT, 270 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 390 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 1 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 180 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 10 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 330 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 150 uH, GENERAL PURPOSE INDUCTOR, SMD
	MACOM[Tyco Electronics]
N.A.
List of Unclassifed Man...

	P1812R-563K P1812R-562K P1812R-104K P1812-184J P18	INDUCTOR POWER 56UH SMD 1 ELEMENT, 56 uH, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR POWER 5.6UH SMD 1 ELEMENT, 5.6 uH, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR POWER 100UH SMD 1 ELEMENT, 100 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 180 uH, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 47 uH, GENERAL PURPOSE INDUCTOR, SMD
	API Delevan
STMicroelectronics N.V.

	SDR0805-2R5M SDR0805-100M SDR0805-120M BOURNSINC-S	MAGNETICS - NON-SHIELDED POWER INDUCTOR 1 ELEMENT, 2.5 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
Power Inductors 10uH 7.8mm SMD
Inductor; Inductor Type:Power; Inductance:12uH; Inductance Tolerance: 20 %; Current Rating:3A; Series:SDR0805; Core Material:Ferrite DR; Leaded Process Compatible:No; Mounting Type:Surface Mount; Operating Temp. Min:-40 C RoHS Compliant: No
	Bourns, Inc.
BOURNS INC

	CDH5D16SHF-100MC CDH5D16SHF-150MC CDH5D16SHF-1R1MC	SMD Power Inductor SMD Power Inductor
1 ELEMENT, 6.8 uH, GENERAL PURPOSE INDUCTOR, SMD
	Sumida Corporation

	SDR2207 SDR2207-R80ML SDR2207-100M SDR2207-100ML S	Inductor; Series:SDR2207; Inductance:6.8uH; Inductance Tolerance: /- 20 %; Q Factor:38; Self Resonant Frequency:27MHz; Terminal Type:PCB Surface Mount; Core Material:Ferrite DR; Current Rating:12A; Leaded Process Compatible:No
1 ELEMENT, 560 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
INDSM, PWR 10UH 30% 6060 贴片功率电感
SMD Power Inductors 贴片功率电感
Inductors 0.8uH 20% SMD 1 ELEMENT, 0.8 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
SMD Shielded Power Inductor
	BOURNS INC
Bourns, Inc.
http://
Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC[ETC]

	2316-H 2305-H 	INDUCTOR TORD HI AMP 220UH HORZ 1 ELEMENT, 220 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2300; Inductance:22uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:16.4A; DC Resistance Max:0.007ohm; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
	3M Company
BOURNS INC

	LQW18AN8N2D00D LQW18AN6N8D00D LQW18ANR39J00D LQW18	INDUCTOR 8.2NH 650MA 0603 1 ELEMENT, 0.0082 uH, AIR-CORE, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR 6.8NH 750MA 0603 1 ELEMENT, 0.0068 uH, AIR-CORE, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR 390NH 80MA 0603 1 ELEMENT, 0.39 uH, AIR-CORE, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR 330NH 85MA 0603 1 ELEMENT, 0.33 uH, AIR-CORE, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 0.056 uH, AIR-CORE, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR 4.7NH 850MA 0603
INDUCTOR 39NH 400MA 0603
INDUCTOR 10NH 650MA 0603
IND, 0603, 15NH, 2%, 700MA
1 ELEMENT, 0.027 uH, AIR-CORE, GENERAL PURPOSE INDUCTOR, SMD
	Murata Manufacturing Co., Ltd.
MURATA MANUFACTURING CO LTD
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