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	Description	Dual, Temperature-Controlled Resistors with Internally Calibrated Monitors DUAL DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO16 
 Dual, Temperature-Controlled Resistors with Internally Calibrated Monitors DUAL 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO16
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			 Related Part Number
	
					PART	Description	Maker
	DS1857E-050 	Dual Temperature-Controlled Resistors with External Temperature Input and Monitors SPECIALTY ANALOG CIRCUIT, PDSO16
	Maxim Integrated Products, Inc.

	EP9604G-32 EP9604G-36 EP9604G-800 EP9604G-600 EP96	Dual Digitally Controlled (XDCP™) Potentiometers; Temperature Range: -40°C to 85°C; Package: 24-SOIC
Dual Digitally Controlled (XDCP™) Potentiometers; Temperature Range: 0&degC to 70°C; Package: 24-SOIC
Dual Digitally Controlled (XDCP™) Potentiometers; Temperature Range: 0&degC to 70°C; Package: 24-TSSOP
Quad Digitally Controlled (XDCP&#153;)Potentiometers; Temperature Range: 0&degC to 70&deg;C; Package: 24-TSSOP 延迟线|定额丝锥| 1线| 5，技术咨询|混合|双酯| 14PIN |塑料
DELAY LINE|FIXED TAPS|1-LINE|5-TAP|HYBRID|DIP|14PIN|PLASTIC 延迟线|定额丝锥| 1线| 5，技术咨询|混合|双酯| 14PIN |塑料
Dual Digitally Controlled (XDCP&#153;) Potentiometers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SOIC 延迟线|定额丝锥| 1线| 5，技术咨询|混合|双酯| 14PIN |塑料
	NXP Semiconductors N.V.

	X93256WV14I-2.7T1 X93256UV14I-2.7 	Dual Digitally Controlled Potentiometers (XDCPs&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP T&amp;R DUAL 12.5K DIGITAL POTENTIOMETER, INCREMENT/DECREMENT CONTROL INTERFACE, 32 POSITIONS, PDSO14
Dual Digitally Controlled Potentiometers(XDCPs?
	Intersil, Corp.
Intersil Corporation

	DS1847B-050 	Dual Temperature-Controlled NV Variable Resistor DUAL 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PBGA16
	Maxim Integrated Products, Inc.

	DS1854 DS1854E-050 DS1854B-050 	Dual Temperature-Controlled Resistors with Two Monitors
	MAXIM[Maxim Integrated Products]

	DS1856B-030/R DS1856B-030/T DS1856B-050/R DS1856B-	Dual, Temperature-Controlled Resistors with Internally Calibrated Monitors and Password Protection
	Maxim Integrated Products

	EPA073HL-225 EPA073HL-100 EPA073HL-300 EPA073HL-35	Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Quad Digitally Controlled Potentiometers (XDCP™); Temperature Range: -40°C to 85°C; Package: 24-SOIC
Quad Digitally Controlled Potentiometers (XDCP™); Temperature Range: 0&degC to 70°C; Package: 24-TSSOP
Dual Digitally Controlled Potentiometers (XDCPs™); Temperature Range: -40°C to 85°C; Package: 14-TSSOP
DELAY LINE|FIXED TAPS|1-LINE|5-TAP|HYBRID|DIP|14PIN|PLASTIC 延迟线|定额丝锥| 1线| 5，技术咨询|混合|双酯| 14PIN |塑料
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SOIC 延迟线|定额丝锥| 1线| 5，技术咨询|混合|双酯| 14PIN |塑料
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC 延迟线|定额丝锥| 1线| 5，技术咨询|混合|双酯| 14PIN |塑料
	Abracon, Corp.
TE Connectivity, Ltd.

	EP9810M-600 EP9810M-1000 EP9810M-25 EP9810M-150 EP	Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-MSOP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-SOIC
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Tapped Delay Line
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-PDIP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-MSOP
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP 抽头延迟
	Ecliptek, Corp.

	EPA060-20A EPA060-20B EPA060-100C EPA060-50B EPA06	Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-TSSOP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-SOIC
Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-TSSOP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-PDIP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-MSOP
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 逻辑IC
Logic IC 逻辑IC
	3M Company

	EPA1140-350 EPA1140-175 EPA1140-225 EPA1140-450 EP	Quad Digitally Controlled Potentiometers (XDCP™); Temperature Range: -40°C to 85°C; Package: 24-SOIC
Tapped Delay Line
Quad Digitally Controlled (XDCP™) Potentiometers; Temperature Range: -40°C to 85°C; Package: 24-TSSOP T&R
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC 抽头延迟
	Glenair, Inc.
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