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			ZA-1193-3 - Operating Voltage: 60 Vdc Operating Current (max): 3 AMPERES 
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			 Related Part Number
	
					PART	Description	Maker
	KK-1222-32 	Operating voltage = 18 - 36 VDC Operating current (max) = 32 amperes
	JMK Inc.

	MM-0637A-60D 	Operating Voltage = 48 Vdc (Typical) Operating Voltage Max. = 0-75Vdc
	http://

	MM-0637A-50B 	Operating Voltage = 48 Vdc Operating Current = 50 Amperes
	http://

	MM-0637A-50 	Operating Voltage = 48 Vdc Operating Current = 50 Amperes
	JMK Inc.

	PCA9516APW112 	5-channel I<sup>2</sup>C hub - I2C-bus: 400 kHz; Inputs: 1 ; Operating temperature: -40~85 Cel; Operating voltage: 3.0~3.6 VDC; Outputs: 4; Package: SOT403-1 (TSSOP16); Container: Tube 10 LINE TRANSCEIVER, PDSO16
	NXP Semiconductors N.V.

	LL-1500-20 	Operating voltage (max) = 12,24 or 36 Vdc Operating Current (max) = 20 Amperes
	JMK Inc.

	CBT3257AD112 CBT3257ADB112 	Quad 1-of-2 multiplexer/demultiplexer - # of Bits per Enable: 4 ; Description: Mux/Demux ; Multiplex rate: 1 of 2 ; Number of bits: 4 ; Operating temperature: -40~85 Cel; Operating voltage: 4.5~5.5 VDC; Package: SOT109-1 (SO16); Container: Tube
Quad 1-of-2 multiplexer/demultiplexer - # of Bits per Enable: 4 ; Description: Mux/Demux ; Multiplex rate: 1 of 2 ; Number of bits: 4 ; Operating temperature: -40~85 Cel; Operating voltage: 4.5~5.5 VDC; Package: SOT338-1 (SSOP16); Container: Tube
	NXP SEMICONDUCTORS

	1135 AA-1135-1 AA-1135-10 AA-1135-2 AA-1135-3 AA-1	Operating Voltage= 100 Vdc OperatingCurrentMax= 1,2,3,5 & 10amps
	JMK Inc.

	BY398 	   TECHNICAL SPECIFICATIONS OF FAST RECOVERY RECTIFIER
RP40 (G) Series - Powerline Regulated DC-DC Converters; Input Voltage (Vdc): 48V; Output Voltage (Vdc): 5V; Auxilary Voltage (Vdc): 12V; 2:1 Wide
	DC Components Co., Ltd.

	WU400 WU100 WU101 WU102 WU103 WU104 WU105 WU106 WU	DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage  -12.0 VDC. Output current  -400 mA. Input current 10 mA(no load), 2520 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage  -15.0 VDC. Output current  -333 mA. Input current 10 mA(no load), 2510 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 15.0 VDC. Output current 667 mA. Input current 10 mA(no load), 2510 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 3.3 VDC. Output current 3000 mA. Input current 10 mA(no load), 2470 mA(full load).
10/15 Watts WU Series 10/15瓦吴系列
Nickel Cadmium Battery; Voltage Rating:1.2V; Battery Size Code:Sub C; Battery Capacity:2100mAh
Nickel Cadmium Battery; Voltage Rating:1.2V; Battery Size Code:Sub C; Battery Capacity:1900mAh; Battery Terminals:Pressure Contact
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 5.0 VDC. Output current 2000 mA. Input current 10 mA(no load), 2620 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 12.0 VDC. Output current 800 mA. Input current 10 mA(no load), 2520 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage  -5.0 VDC. Output current  -1000 mA. Input current 10 mA(no load), 2620 mA(full load).
	XPiQ
Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers
International Power Sources

	BSS63 	RP10 (EW) Series - Powerline Regulated DC-DC Converters; Input Voltage (Vdc): 24V; Output Voltage (Vdc): 12V; 4:1 Wide Input Voltage Range; 10 Watts
EPITAXIAL PLANAR PNP TRANSISTOR (GENERAL PURPOSE, SWITCHING)
	KEC Holdings
KEC(Korea Electronics)
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