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			 Related Part Number
	
					PART	Description	Maker
	MAX1856 MAX1856EUB 	Wide Input Range / Synchronizable / PWM SLIC Power Supply
" Wide-Input-Range, Synchronizable, PWM SLIC Power Supply"
Wide Input Range Synchronizable PWM SLIC Power Supply
From old datasheet system
Wide Input Range, Synchronizable, PWM SLIC Power Supply
Replaced by TMS320C6202B : Fixed-Point Digital Signal Processor 352-FCBGA 0 to 0 SWITCHING CONTROLLER, 575 kHz SWITCHING FREQ-MAX, PDSO10
Replaced by TMS320C6202B : Fixed-Point Digital Signal Processor 352-FCBGA 宽输入范围、可同步的、PWM SLIC电源
	MAXIM INTEGRATED PRODUCTS INC
MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	NJM8524 	Quad, Wide Supply Range 3V~36V, Low Power 25μA/ch Rail-to-Rail Output Operational Amplifier
	New Japan Radio

	R1LP0408C R1LP0408CSB-5SI R1LP0408CSB-7LI R1LP0408	Wide Temperature Range Version 4 M SRAM (512-kword ??8-bit)
R1LP0408C-I Series Datasheet  78K/AUG.01.03
Standard Thick Film Chip Resistor: 10 ohms through 10 megohms, 5 %, 200 ppm, .100 W
Wide Temperature Range Version 4 M SRAM (512-kword 8-bit)
Wide Temperature Range Version 4 M SRAM (512-kword × 8-bit)
Wide Temperature Range Version 4 M SRAM (512-kword  8-bit)
Wide Temperature Range Version 4 M SRAM (512-kword 】 8-bit)
Memory>Low Power SRAM
	Hitachi,Ltd.
HITACHI[Hitachi Semiconductor]
Renesas

	AN1842 	60W WIDE-RANGE POWER SUPPLY
	STMicroelectronics

	TML15212 TML05112 TML15105 TML15124 TML05205 TML10	   Encapsulated Power Supply
15 Watt, input voltage range: 85-264V, output voltage  /-12V ( /-650mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 5/ /-15V (2000/ /-150mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 12V (2500mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 15V (2000mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage  /-5V ( /-3000mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 15V (1000mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage  /-5V ( /-1500mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 12V (1250mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage  /-12V ( /-1300mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 24V (1250mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 5V (6000mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 3.3V (6000mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 5/ /-12V (2000/ /-200mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage  /-15V ( /-500mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 24V (625mA), encapsulated power supply
	TRACOPOWER[TRACO Electronic AG]
TRACO[Traco Electronic AG]

	AD8426ACPZ-R7 AD8426ACPZ-WP AD8224 AD8236 AD627 AD	Wide Supply Range, Rail-to-Rail
Wide Supply Range, Micropower,
   Wide Supply Range, Rail-to-Rail
	Analog Devices

	LDO513 	IP LIBRARY: POWER  SUPPLY RANGE 2.9V TO 13V, LOW POWER, 50MA LOW DROPOUT VOLTAGE  REGULATORS.
IP Library: Power Supply Range 2.9V to 13V/ Low Power/ 50mA Low Dropout Voltage Regulator
IP Library: Power Supply Range 2.9V to 13V, Low Power, 50mA Low Dropout Voltage Regulator
IP LIBRARY: POWER SUPPLY RANGE 2.9V TO 13V. LOW POWER. 50MA LOW DROPOUT VOLTAGE REGULATORS.
	ST Microelectronics
STMICROELECTRONICS[STMicroelectronics]
意法半导

	H177 	Wide range of supply voltage: 3.5V to 28V.
	Hi-Sincerity Mocroelectronics

	KS57P21832 	CMOS technology provides for low power consumption and a wide operating voltage range.
	Samsung semiconductor

	AD73322AST AD73322EB AD73322EZ EVAL-AD73322EZ AD73	Low Cost/ Low Power CMOS General-Purpose Dual Analog Front End
Low Power 10MHz Current Feedback Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Precision Rail-to-Rail Input and Output Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Cost, Low Power CMOS General-Purpose Dual Analog Front End
Dual Voiceband Codec; Package: SOIC - Wide; No of Pins: 28; Temperature Range: Industrial SPECIALTY TELECOM CIRCUIT, PDSO28
	Analog Devices, Inc.



				
	 
	 Related keyword From Full Text Search System
	

					
						AD8277BRZ-RL ultra	
						AD8277BRZ-RL circuit board	
						AD8277BRZ-RL Electronic	
						AD8277BRZ-RL 中文	
						AD8277BRZ-RL protection ic
	
						AD8277BRZ-RL motor	
						AD8277BRZ-RL Step	
						AD8277BRZ-RL corporation	
						AD8277BRZ-RL adc	
						AD8277BRZ-RL rail


				
	 



		 


	
		
Price & Availability of AD8277BRZ-RL 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.21136999130249















