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			 Related Part Number
	
					PART	Description	Maker
	LTC3216EDEPBF LTC3216EDETRPBF LTC3216-15 	1A Low Noise High Current LED Charge Pump with Independent Torch/Flash Current Control; Package: DFN; No of Pins: 12; Temperature Range: -40&deg;C to  125&deg;C 1.5 A SWITCHED CAPACITOR REGULATOR, 900 kHz SWITCHING FREQ-MAX, PDSO12
	LINEAR TECHNOLOGY CORP
Linear Technology, Corp.

	HM11-52004 HM11-21001 HM11-21302 HM11-21503 HM11-2	LEAD FREE A8904SLB-T WITH TAPE & REEL
Vertical Mount Inductors
BACKLIGHT DRIVER FOR MEDIUM SIZE LCDS
50 AMP BI-DIRECTIONAL CURRENT SENSOR
75 AMP BI-DIRECTIONAL CURRENT SENSOR
100 AMP BI-DIRECTIONAL CURRENT SENSOR
30A BI-DIRECTIONAL CURRENT SENSOR
Hall Effect IC; Package/Case:module-5; Current Rating:-50A to ; Leaded Process Compatible:Yes; Operating Temp. Min:-20 C; Peak Reflow Compatible (260 C):Yes; Primary Sensed Current :50A; Primary Sensed Current -:50A RoHS Compliant: Yes
LEAD FREE A8904SLP-T WITH TAPE & REEL
20A BI-DIRECTIONAL CURRENT SENSOR 垂直安装电感
	List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.

	5962-8963601GC 	Monolithic, Wideband, High Slew Rate, High Output Current Buffer; Temperature Range: -55&deg;C to 125&deg;C; Package: 8-Can BUFFER AMPLIFIER, MBCY8
	Intersil, Corp.

	LT3437EFE LT3437IFE LT3437EFEPBF LT3437EDDTR 	High Voltage 500mA, 200kHz Step-Down Switching Regulator with 100μA Quiescent Current
High Voltage 500mA, 200kHz Step-Down Switching Regulator with 100&#181;A Quiescent Current; Package: TSSOP; No of Pins: 16; Temperature Range: -40&deg;C to  125&deg;C 0.9 A SWITCHING REGULATOR, 240 kHz SWITCHING FREQ-MAX, PDSO16
High Voltage 500mA, 200kHz Step-Down Switching Regulator with 100&#181;A Quiescent Current; Package: DFN; No of Pins: 10; Temperature Range: -40&deg;C to  125&deg;C 0.9 A SWITCHING REGULATOR, 240 kHz SWITCHING FREQ-MAX, PDSO10
	Linear Technology, Corp.

	VCN60BADJTU-1C MDCVCN6070 	High Efficiency, High Current Density, 60 or 70 Amp Single Inline Package DC/DC Converters
	Murata Manufacturing Co., Ltd.

	NCP1522ASNT1G 	3.0 MHz, 600 mA, High&#8722;Efficiency, Low Quiescent Current, Adjustable Output Voltage Step&#8722;Down Converter
	ON SEMICONDUCTOR

	LINEARTECHNOLOGYCORP-LT3844EFETR 	High Voltage, Current Mode Switching Regulator Controller with Programmable Operating Frequency; Package: TSSOP; No of Pins: 16; Temperature Range: -40&deg;C to  125&deg;C
	LINEAR TECHNOLOGY CORP

	ISL8842A ISL8842AABZ ISL8842AAUZ ISL8842AMUZ ISL88	High Performance Industry Standard Single-Ended Current Mode PWM Controller; Temperature Range: -25&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1 A SWITCHING REGULATOR, 2000 kHz SWITCHING FREQ-MAX, PDSO8
High Performance Industry Standard Single-Ended Current Mode PWM Controller; Temperature Range: -25&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 1 A SWITCHING REGULATOR, 2000 kHz SWITCHING FREQ-MAX, PDSO8
Single-Ended Current Mode PWM Controller with 3% Current Limit and Military Temp Grade Option; Temperature Range: -25&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 1 A SWITCHING REGULATOR, 2000 kHz SWITCHING FREQ-MAX, PDSO8
Single-Ended Current Mode PWM Controller with 3% Current Limit and Military Temp Grade Option; Temperature Range: -25&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1 A SWITCHING REGULATOR, 2000 kHz SWITCHING FREQ-MAX, PDSO8
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	EDI8F81024LP100BSC EDI8F81024C85BSC 	Dual Channel, High Speed, High Current Line Driver with 3-State; Temperature Range: -40°C to 85°C; Package: 8-SOIC
Dual Channel, High Speed, High Current Line Driver with 3-State; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-PDIP x8的SRAM模块
	KEMET Corporation

	LTC6101BHS5PBF LTC6101BHS5TR LTC6101BHS5TRM LTC610	High Voltage, High-Side Current Sense Amplifier in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40&deg; to  125&deg;C SPECIALTY ANALOG CIRCUIT, PDSO5
High Voltage, High-Side Current Sense Amplifier in SOT-23; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C SPECIALTY ANALOG CIRCUIT, PDSO8
High Voltage, High-Side Current Sense Amplifier in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  85&deg;C SPECIALTY ANALOG CIRCUIT, PDSO5
High Voltage, High-Side Current Sense Amplifier in SOT-23; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C SPECIALTY ANALOG CIRCUIT, PDSO8
High Voltage, High-Side Current Sense Amplifier in SOT-23; Package: SO; No of Pins: 8; Temperature Range: -40&deg; to  125&deg;C SPECIALTY ANALOG CIRCUIT, PDSO8
High Voltage, High-Side Current Sense Amplifier in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: 0&deg;C to  70&deg;C SPECIALTY ANALOG CIRCUIT, PDSO5
	Linear Technology, Corp.
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