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			 Related Part Number
	
					PART	Description	Maker
	NCV7517 NCV7517FTG NCV7517FTR2G 	FLEXMOS Hex Low-Side MOSFET Pre-Driver
	ON Semiconductor

	YQM0505-FEC YCMPB0507-FEC YCMPB0406-FEC 	Programmable Logic IC; Logic Type:Programmable; No. of Macrocells:102; Package/Case:144-TQFP; Leaded Process Compatible:No; Number of Circuits:576; Peak Reflow Compatible (260 C):No; Mounting Type:surface mount RoHS Compliant: No
MAX 3000A CPLD 256 MC 144-TQFP
Stratix II FPGA 180K FBGA-1020 连接5MM/PG29
	TE Connectivity, Ltd.

	1.5KA9.1A 1.5KA10 1.5KA10A 1.5KA11 1.5KA11A 1.5KA1	Automotive Transient Voltage Suppressors Breakdown Voltage 43V, Peak Pulse Power 1500W
Automotive Transient Voltage Suppressors Breakdown Voltage 8.2V, Peak Pulse Power 1500W
Automotive Transient Voltage Suppressors Breakdown Voltage 9.1V, Peak Pulse Power 1500W
Automotive Transient Voltage Suppressors Breakdown Voltage 7.5V, Peak Pulse Power 1500W
Automotive Transient Voltage Suppressors Breakdown Voltage 6.8V, Peak Pulse Power 1500W
Automotive Transient Voltage Suppressors Breakdown Voltage 39V, Peak Pulse Power 1500W
Automotive Transient Voltage Suppressors Breakdown Voltage 36V, Peak Pulse Power 1500W
Automotive Transient Voltage Suppressors Breakdown Voltage 33V, Peak Pulse Power 1500W
Automotive Transient Voltage Suppressors Breakdown Voltage 30V, Peak Pulse Power 1500W
Automotive Transient Voltage Suppressors Breakdown Voltage 27V, Peak Pulse Power 1500W
Automotive Transient Voltage Suppressors Breakdown Voltage 24V, Peak Pulse Power 1500W
Automotive Transient Voltage Suppressors Breakdown Voltage 22V, Peak Pulse Power 1500W
Automotive Transient Voltage Suppressors Breakdown Voltage 20V, Peak Pulse Power 1500W
Automotive Transient Voltage Suppressors Breakdown Voltage 18V, Peak Pulse Power 1500W
Automotive Transient Voltage Suppressors Breakdown Voltage 16V, Peak Pulse Power 1500W
Automotive Transient Voltage Suppressors Breakdown Voltage 15V, Peak Pulse Power 1500W
Automotive Transient Voltage Suppressors Breakdown Voltage 13V, Peak Pulse Power 1500W
Automotive Transient Voltage Suppressors Breakdown Voltage 12V, Peak Pulse Power 1500W
Automotive Transient Voltage Suppressors Breakdown Voltage 11V, Peak Pulse Power 1500W
Automotive Transient Voltage Suppressors Breakdown Voltage 10V, Peak Pulse Power 1500W
Automotive Transient Voltage Suppressors 汽车瞬态电压抑制器
	VISAY[Vishay Siliconix]
Vishay Intertechnology,Inc.
Vishay Intertechnology, Inc.

	FMBD4148SE 	350mW Switching Diode Peak Repetitive Peak reverse voltage VRRM
	First Components Internatio...

	1N191 	Gold Bonded Germanium Diode(Peak Inverse Voltage : 90V, Peak Forward Current : 500mA)
	List of Unclassifed Manufacturers
Electronic Theatre Controls, Inc.
ETC[ETC]
BKC International Electronics
Microsemi

	LT1316CS8TR 	Micropower DC/DC Converter with Programmable Peak Current Limit; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 0.75 A SWITCHING REGULATOR, PDSO8
	Linear Technology, Corp.

	XCV400-4BG432C XCV400-4BG432I XCV400-4BG560C XCV40	Field Programmable Gate Arrays FPGA, 3456 CLBS, 661111 GATES, 294 MHz, PBGA432
Field Programmable Gate Arrays FPGA, 3456 CLBS, 661111 GATES, 333 MHz, PBGA432
Field Programmable Gate Arrays FPGA, 2400 CLBS, 468252 GATES, 250 MHz, PQFP240
Field Programmable Gate Arrays FPGA, 3456 CLBS, 661111 GATES, 294 MHz, PQFP240
Field Programmable Gate Arrays FPGA, 384 CLBS, 57906 GATES, 250 MHz, PQFP240
Field Programmable Gate Arrays FPGA, 1536 CLBS, 322970 GATES, 294 MHz, PBGA456
Field Programmable Gate Arrays FPGA, 1536 CLBS, 322970 GATES, PBGA256
Field Programmable Gate Arrays FPGA, 4704 CLBS, 888439 GATES, 250 MHz, PBGA560
Field Programmable Gate Arrays FPGA, 4704 CLBS, 888439 GATES, 250 MHz, PBGA432
Field Programmable Gate Arrays FPGA, 384 CLBS, 57906 GATES, 333 MHz, PQFP240
Field Programmable Gate Arrays FPGA, 3456 CLBS, 661111 GATES, 294 MHz, PBGA676
Field Programmable Gate Arrays FPGA, 1176 CLBS, 236666 GATES, 250 MHz, PBGA456
Field Programmable Gate Arrays FPGA, 4704 CLBS, 888439 GATES, 250 MHz, PBGA676
Field Programmable Gate Arrays FPGA, 384 CLBS, 57906 GATES, 333 MHz, PQFP144
Field Programmable Gate Arrays FPGA, 600 CLBS, 108904 GATES, 250 MHz, PQFP240
Field Programmable Gate Arrays FPGA, 1176 CLBS, 236666 GATES, 333 MHz, PBGA256
Field Programmable Gate Arrays FPGA, 4704 CLBS, 888439 GATES, 294 MHz, PBGA560
Field Programmable Gate Arrays FPGA, 600 CLBS, 108904 GATES, 250 MHz, PBGA144
Mat Snap; Pack Quantity:10; Features:Prong clinch snaps; no special tools needed FPGA, 1536 CLBS, 322970 GATES, 294 MHz, PQFP240
Field Programmable Gate Arrays FPGA, 1536 CLBS, 322970 GATES, 250 MHz, PQFP240
Field Programmable Gate Arrays FPGA, 1536 CLBS, 322970 GATES, 294 MHz, PQFP240
Field Programmable Gate Arrays FPGA, 384 CLBS, 57906 GATES, 294 MHz, PBGA256
Field Programmable Gate Arrays FPGA, 864 CLBS, 164674 GATES, 294 MHz, PBGA256
Field Programmable Gate Arrays FPGA, 600 CLBS, 108904 GATES, 250 MHz, PBGA256
FIELD SERVICE KIT; RoHS Compliant: NA FPGA, 1536 CLBS, 322970 GATES, 294 MHz, PQFP240
Field Programmable Gate Arrays FPGA, 384 CLBS, 57906 GATES, 294 MHz, PQFP240
Field Programmable Gate Arrays FPGA, 1176 CLBS, 236666 GATES, 294 MHz, PQFP240
Field Programmable Gate Arrays FPGA, 864 CLBS, 164674 GATES, 294 MHz, PQFP240
Field Programmable Gate Arrays FPGA, 600 CLBS, 108904 GATES, 294 MHz, PQFP240
Fork Tongue Solderless Terminal; Wire Size (AWG):16-14; Stud Size:#8; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No FPGA, 1536 CLBS, 322970 GATES, PQFP144
PREFORM SEALNT STRIP 5M
Fork Tongue Solderless Terminal; Wire Size (AWG):12-10; Stud Size:#10; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Shrink Tubing; Material:Polyolefin RoHS Compliant: Yes
IC REG LDO 1A 7V TO220FP
FieldProgrammableGateArray(FPGA)			

Field Programmable Gate Array (FPGA) 现场可编程门阵列（FPGA
   66-MHz PCI Compliant
	http://
XILINX INC
Xilinx, Inc.
XILINX[Xilinx, Inc]

	AM29LV002BB-55REI AM29LV002BB-55REC AM29LV002BB-55	Ballast Control, Below Resonance Protection, Thermal Overload Protection, Protection from Failure to Strike, Programmable Preheat Time and Run Frequency, Programmable Deadtime in a 16-pin DIP package
Half Bridge Driver, LO In Phase with RT, Programmable Oscillating Frequency, 1.2us Deadtime in a 8-lead SOIC package
PFC Ballast Control, Thermal Overload Protection, Brown Out Protection, Programmable Preheat and Frequency, Programmable Deadtime in a 20 Lead DIP package
Fully Protected H-Bridge for DC Motor in a 20 Lead SOIC package
Intelligent Power Switch 1 Channel High Side Driver in a D2-Pak 5-Lead Package
Not recommended for new designs. For new designs, we recommend IR3086AM.
Not recommended for new designs. For new designs, we recommend IR3081AM.
Not recommended for new designs. For new designs, we recommend IR3088A.
Ballast Control, Below Resonance Protection, Thermal Overload Protection, Protection from Failure to Strike, Programmable Preheat Time and Run Frequency, Programmable Deadtime in a 16-lead SOIC Narrow package
Half Bridge Driver, LO In Phase with RT, Programmable Oscillating Frequency, 1.2us Deadtime in a 8-pin DIP package with bootstrap diode
IR2170 is not recommended for new designs.
Controller IC; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Reel Quantity:3000 RoHS Compliant: Yes
400V Self-Oscilliating Half-Bridge Hybrid MOSFET and Gate Driver in a 9 Lead SIP w/o #5and8 package
Single Supply RS232C Line Driver/Receiver(?????μ?o?RS232C ?o?????????¨???2???2??????)
250V Self-Oscilliating Half-Bridge Hybrid MOSFET and Gate Driver in a 9 Lead SIP w/o #5and8 package
Controller IC; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
IR2170S is not recommended for new designs.
PFC Ballast Control, Thermal Overload Protection, Brown Out Protection, Programmable Preheat and Frequency, Programmable Deadtime in a 20 Lead SOIC package
MOSFET Driver IC; Driver Type:High-Side; Package/Case:8-SOIC; Leaded Process Compatible:No; No. of Drivers:1; Offset Voltage:600V; Peak Reflow Compatible (260 C):No; Reel Quantity:2500; Sink Output Current:20mA RoHS Compliant: No
x8闪存EEPROM
2 Mb (256K x 8) Boot Sector, Flash Memory 256K X 8 FLASH 3V PROM, 90 ns, PDSO40
256K X 8 FLASH 3V PROM, 55 ns, PDSO40
	Advanced Micro Devices, Inc.
ADVANCED MICRO DEVICES INC

	Z0110NA/2AL2 Z0110NN/2AL2 Z0107MA/1AA2 Z0109MA/1AA	TRIAC|800V V(DRM)|1A I(T)RMS|TO-92
MEMORY 16MBYTES 3 VOLT STRATAFLASH 56-LEAD TSOP
256MB SDRAM SODIMM
IC APEX 20KE FPGA 200K 484-FBGA
IC, ISP EPM7192SQC160-7
IC MAX 7000 CPLD 32 44-PLCC
FPGA Logic IC; Logic Type:Programmable; No. of Macrocells:102; Package/Case:144-TQFP; Leaded Process Compatible:No; Number of Circuits:1728; Peak Reflow Compatible (260 C):No; Mounting Type:surface mount RoHS Compliant: No
CPLD Logic IC; Logic Type:Programmable; No. of Macrocells:64; Package/Case:68-PLCC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Mounting Type:Surface Mount RoHS Compliant: No
8Mb Boot Block Flash
TRIAC|700V V(DRM)|1A I(T)RMS|SOT-223 可控硅| 700V的五（DRM）的| 1A条口（T）的有效值|采用SOT - 223
TRIAC|800V V(DRM)|1A I(T)RMS|SOT-223 可控硅| 800V的五（DRM）的| 1A条口（T）的有效值|采用SOT - 223
Programmable Logic IC; Logic Type:Programmable; Package/Case:84-PLCC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Mounting Type:Surface Mount RoHS Compliant: No 可控硅| 800V的五（DRM）的| 1A条口T）的有效值|2
TRIAC|600V V(DRM)|1A I(T)RMS|TO-92 可控硅| 600V的五（DRM）的| 1A条口T）的有效值|92
TRIAC|700V V(DRM)|1A I(T)RMS|TO-92 可控硅| 700V的五（DRM）的| 1A条口（T）的有效值|2
TRIAC|600V V(DRM)|1A I(T)RMS|SOT-223 可控硅| 600V的五（DRM）的| 1A条口（T）的有效值|采用SOT - 223
TRIAC|800V V(DRM)|1A I(T)RMS|SOT-223 可控硅| 800V的五（DRM）的| 1A条口T）的有效值|采用SOT - 223
	Electronic Theatre Controls, Inc.
NXP Semiconductors N.V.
OMRON Scientific Technologies, Inc.
Supertex, Inc.
TE Connectivity, Ltd.
Omron Electronics, LLC

	E9321A E9322A E9323A E9325A E9326A E9327A 	E9321A E-Series Peak and Average Power Sensor, 50 MHz to 6 GHz
E9322A E-Series Peak and Average Power Sensor, 50 MHz to 6 GHz
E9323A E-Series Peak and Average Power Sensor, 50 MHz to 6 GHz
E9325A E-Series Peak and Average Power Sensor, 50 MHz to 18 GHz
E9326A E-Series Peak and Average Power Sensor, 50 MHz to 18 GHz
E9327A E-Series Peak and Average Power Sensor, 50 MHz to 18 GHz
	Agilent (Hewlett-Packard)

	LC5512MC-75F256C LC5512MC-45F256C LC5512MC-75F484C	3.3V, 2.5V and 1.8V In-System Programmable eXpanded Programmable Logic Device XPLDFamily 3.3.5V1.8V在系统可编程扩展可编程逻辑器件XPLD⑩家
3.3V, 2.5V and 1.8V In-System Programmable eXpanded Programmable Logic Device XPLD??Family
	Lattice Semiconductor Corporation
Lattice Semiconductor, Corp.



				
	 
	 Related keyword From Full Text Search System
	

					
						NCV7510DW voltage vgs	
						NCV7510DW products	
						NCV7510DW Transistor	
						NCV7510DW availability	
						NCV7510DW module
	
						NCV7510DW converter	
						NCV7510DW Derating Rule	
						NCV7510DW Technique	
						NCV7510DW Battery MCU	
						NCV7510DW pnp


				
	 



		 


	
		
Price & Availability of NCV7510DW 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.23779106140137















