

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						WFF2N65B			L1050			EM24DIN			587B201			M24C08			DBL5010			TC3782			02GWIT			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			INTERSILCORP-X9241AWSZT2 - Quad Digital Controlled Potentionmeters (XDCP&#153;), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70&deg;C; Package: 20-SOIC T&amp;R 
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			 Related Part Number
	
					PART	Description	Maker
	X9408YV24 X9408YV24I X9408YV24IZ X9408YV24Z X9408Y	Quad Digitally Controlled (XDCP&#153;) Potentiometers; Temperature Range: 0&degC to 70&deg;C; Package: 24-TSSOP T&amp;R QUAD 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
Quad Digitally Controlled (XDCP? Potentiometers
   Quad Digitally Controlled Potentiometers
	Intersil, Corp.
Intersil Corporation

	X9259_07 X9259 X9259TS24 X9259TS24-2.7 X9259TS24I 	Quad Digitally-Controlled Potentiometers
Quad Digitally Controlled (XDCP&#153;)Potentiometers; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC T&amp;R QUAD 100K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO24
Quad Digitally Controlled (XDCP&#153;)Potentiometers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP T&amp;R QUAD 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO24
	INTERSIL[Intersil Corporation]
Intersil, Corp.

	EP9450-50 EP9450-25 EP9450-10 	DELAY LINE|PROGRAMMABLE|1-LINE|1-TAP|HYBRID|DIP|16PIN|PLASTIC
Quad Digital Controlled Potentionmeters (XDCP™), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70°C; Package: 20-TSSOP
Quad Digital Controlled Potentionmeters (XDCP™), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: -40°C to 85°C; Package
Quad Digital Controlled Potentionmeters (XDCP&#153;), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70&deg;C; Package: 20-TSSOP 延迟线|可编程| 1线| 1 -技术咨询|混合|双酯| 16PIN |塑料
Quad Digital Controlled Potentionmeters (XDCP&#153;), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-PDIP
	Infineon Technologies AG

	X925107 X9251UV24Z-2.7 X9251 X9251TS24 X9251TS24-2	Quad Digitally-Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC T&amp;R QUAD 100K DIGITAL POTENTIOMETER, INCREMENT/DECREMENT CONTROL INTERFACE, 256 POSITIONS, PDSO24
Quad Digitally-Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC T&amp;R QUAD 50K DIGITAL POTENTIOMETER, INCREMENT/DECREMENT CONTROL INTERFACE, 256 POSITIONS, PDSO24
Quad Digitally-Controlled (XDCP⑩) Potentiometer
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	X9241AMSIZ X9241AUPZ X9241AUSZ X9241AUPIZ X9241AUS	Quad Digital Controlled Potentionmeters (XDCP? Non-Volatile/Low Power/2-Wire/64 Taps
	Renesas Electronics Corporation

	X9250TS24ZT1 	Quad Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC T&amp;R QUAD 100K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO24
	Intersil, Corp.

	ISL90840WIV2027ZT2 ISL90840UIV2027ZT2 	Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 20-TSSOP T&amp;R QUAD 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO20
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 20-TSSOP T&amp;R QUAD 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO20
	Intersil, Corp.

	INTERSILCORP-X9241AWSZT2 X9241AWSZT1 	Quad Digital Controlled Potentionmeters (XDCP&#153;), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70&deg;C; Package: 20-SOIC T&amp;R
	INTERSIL CORP

	ISL9084106 ISL90841WIV1427Z ISL90841UIV1427Z 	Quad Digitally Controlled Potentiometers (XDCP?
Quad Digitally Controlled Potentiometers (XDCP⑩)
	INTERSIL[Intersil Corporation]

	X9258TZ24I-2.7T1 	Low Noise, Low Power, 2-Wire Bus, 256 Taps Quad Digital Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP T&amp;R
	INTERSIL CORP

	AD5253BRUZ50-RL7 AD5253BRUZ100-RL7 AD5253BRUZ10-RL	Quad 64-Position I2C Nonvolatile Memory Digital Potentiometer; Package: TSSOP; No of Pins: 20; Temperature Range: Automotive QUAD 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO20
Quad 64-Position I2C Nonvolatile Memory Digital Potentiometer; Package: TSSOP; No of Pins: 20; Temperature Range: Automotive QUAD 100K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO20
	Analog Devices, Inc.
ANALOG DEVICES INC

	EPA1140-350 EPA1140-175 EPA1140-225 EPA1140-450 EP	Quad Digitally Controlled Potentiometers (XDCP™); Temperature Range: -40°C to 85°C; Package: 24-SOIC
Tapped Delay Line
Quad Digitally Controlled (XDCP™) Potentiometers; Temperature Range: -40°C to 85°C; Package: 24-TSSOP T&R
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC 抽头延迟
	Glenair, Inc.
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