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			1110-4R7M-RC - RF Choke; Series:1110; Inductance:4.7uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.007ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1110; Inductance:6.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.008ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1110; Inductance:2.7uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.005ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1110; Inductance:5.6uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.007ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1110; Inductance:2.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.005ohm; Leaded Process Compatible:Yes; Body Material:Ferrite Very high current capacity 
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	Part No.	1110-4R7M-RC 1110-6R8M-RC 1110-2R7M-RC 1110-5R6M-RC 1110-2R2M-RC 1110-561K-RC 1110-181K-RC 1110-1R0M-RC 1110-1R5M-RC 1110-1R2M-RC 1110-221K-RC 1110-270K-RC 1110-391K-RC 1110-101K-RC 1110-331K-RC 1110-3R3M-RC 1110-471K-RC 1110-100K-RC 1110-120K-RC 1110-121K-RC 1110-180K-RC 1110-1R8M-RC 1110-220K-RC 1110-271K-RC 1110-330K-RC 1110-390K-RC 1110-3R9M-RC 1110-470K-RC 1110-560K-RC   

	Description	RF Choke; Series:1110; Inductance:4.7uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.007ohm; Leaded Process Compatible:Yes; Body Material:Ferrite 
 RF Choke; Series:1110; Inductance:6.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.008ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1110; Inductance:2.7uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.005ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1110; Inductance:5.6uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.007ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1110; Inductance:2.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.005ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
Very high current capacity
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 			 Full text search : RF Choke; Series:1110; Inductance:4.7uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.007ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1110; Inductance:6.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.008ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1110; Inductance:2.7uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.005ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1110; Inductance:5.6uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.007ohm; Leaded Process Compatible:Yes; Body Material:Ferrite RF Choke; Series:1110; Inductance:2.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:9A; DC Resistance Max:0.005ohm; Leaded Process Compatible:Yes; Body Material:Ferrite Very high current capacity   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	B82731-H2132-A30 B82731-H2351-A30 B82731-H2112-A30	CHOKE 6.8MH 1.3A
CHOKE 100MH 0.35A
CHOKE 10MH 1.1A
CHOKE 3.3MH 1.8A
CHOKE 47MH 0.5A
CHOKE 39MH 0.6A
CHOKE 27MH 0.7A
CHOKE 15MH 0.9A 扼流5MH.9A;
	PRECI-DIP SA

	APC12G03-9MAJ APC12Y03-9MAJ APC12J03-91 APC12G03-9	CHOKE,AXIAL,CONFORMAL,33uH, 5% INDUCTIVE TOL,370 IDC,
CHOKE,AXIAL,CONFORMAL,1uH, 10% INDUCTIVE TOL,385 IDC,
CHOKE,AXIAL,CONFORMAL,82uH, 5% INDUCTIVE TOL,290 IDC,
CHOKE,AXIAL,CONFORMAL,27uH, 10% INDUCTIVE TOL,390 IDC,
CHOKE,AXIAL,CONFORMAL,120uH, 5% INDUCTIVE TOL,100 IDC,
SOCKET,SHORT BLKS,BLK,OPEN -10
CHOKE,AXIAL,CONFORMAL,390uH, 5% INDUCTIVE TOL,133 IDC,
CHOKE,AXIAL,CONFORMAL,22uH, 5% INDUCTIVE TOL,140 IDC,
CHOKE,AXIAL,CONFORMAL,10uH, 5% INDUCTIVE TOL,130 IDC,
CHOKE,AXIAL,CONFORMAL,100uH, 5% INDUCTIVE TOL,275 IDC,
SOCKET,SHORT BLKS,BLK,CLOSE, (10)
CHOKE,AXIAL,CONFORMAL,1000uH, 5% INDUCTIVE TOL,100 IDC,
CHOKE,AXIAL,CONFORMAL,47uH, 5% INDUCTIVE TOL,340 IDC,
CHOKE,AXIAL,CONFORMAL,100uH, 5% INDUCTIVE TOL,125 IDC,
	Astec America, Inc

	8044 	CHOKE Surface Mount Common Mode Choke
	FILTRAN[Filtran LTD]

	LPP-100-13.5 LPP-100-12 LPP-100-48 LPP-100-27 LPP-	CHOKE,AXIAL,MOLDED RF,0.15uH, 10% INDUCTIVE TOL,1100 IDC
100W Single Output with PFC Function
CHOKE,AXIAL,MOLDED RF,0.56uH, 10% INDUCTIVE TOL,495 IDC
CHOKE,AXIAL,MOLDED RF,0.47uH, 10% INDUCTIVE TOL,590 IDC
CHOKE,AXIAL,MOLDED RF,0.39uH, 10% INDUCTIVE TOL,640 IDC
	Astrodyne, Inc.

	5900-6R8-RC 5900-270-RC 5900-180-RC 5900-821-RC 59	High I , Axial Choke 1 ELEMENT, 6.8 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
High I , Axial Choke 1 ELEMENT, 27 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
High I , Axial Choke 1 ELEMENT, 18 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
High I , Axial Choke 1 ELEMENT, 820 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
High I , Axial Choke 1 ELEMENT, 22000 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
RF Choke; Series:5900; Inductance:330uH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:1.6A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:0.212ohm
High Current Chokes
	Bourns, Inc.
TE Connectivity, Ltd.
Jameco Electronics
BOURNS INC
Bourns Electronic Solutions
Bourns Electronic Solut...

	CM04RC07T CM04RC04T CM04RC01T CM05RC13T BU05MC CM0	   COMMON MODE CHOKE COILS (FOR DC AND SIGNAL LINES) SMD TYPE
COMMON MODE CHOKE COILS (FOR DC AND SIGNAL LINES) SMD TYPE 共模扼流线圈（区议会及信号线）SMD
COMMON MODE CHOKE COILS (FOR DC AND SIGNAL LINES) SMD TYPE 共模扼流线圈（区议会及信号线SMD
Circular Connector; Body Material:Aluminum; Series:PT02; No. of Contacts:39; Connector Shell Size:20; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-39
Common Mode Choke Coils SMD Type
	NXP Semiconductors N.V.
KEMET Corporation
ITT, Corp.
Abracon, Corp.
TAIYO-YUDEN[Taiyo Yuden (U.S.A.), Inc]
Taiyo Yuden (U.S.A.), I...

	ELC-09D180F ELC-09D180DF ELC10D151E ELC10D270E ELC	Choke Coils
Examples Type 06D
   Choke Coils
	Panasonic Semiconductor

	CS01-111 CS01-201 CS01-6R0 CS01-540 CS01-330 CS01-	Common Mode Choke 2 FUNCTIONS, 300 V, 0.37 A, DATA LINE FILTER
Common Mode Choke 2 FUNCTIONS, 300 V, 0.24 A, DATA LINE FILTER
   Common Mode Choke
	ICE Components, Inc.
ICE COMPONENTS INC
ice Components, Ins.

	744871004 	POWER-CHOKE WE-DD
	Wurth Elektronik GmbH & Co. KG, Germany.
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