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	Part: 1812LS-564XJBC
	Maker: N/A
	Pack: N/A
	Stock: 1944
	Unit price 
									for :
	    
									50: $0.19
	  
									100: $0.18
	1000: 
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									Email: oulindz@gmail.com

	
									
									
									
									Contact us



							


				





						
	Homepage	
						http://www.coilcraft.com/
	Download	[ 
						1812LS-563XJL 1812LS-564XJL 1812LS-564XJLD 1812LS-563XJLD 1812LS-153XJLB 1812LS-273XJLB  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						1812LS-563XJL 1812LS-564XJL 1812LS-564XJLD 1812LS-563XJLD 1812LS-153XJLB 1812LS-273XJLB  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[1812LS-563XJL 1812LS-564XJL 1812LS-564XJLD 1812LS-563XJLD 1812LS-153XJLB 1812LS-273XJLB  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for 1812LS-563XJL ] 


					[ Price & Availability of 1812LS-563XJL by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Highest inductance values of all our chip inductors, Ferrite construction for high current handling Chip Inductors  1812LS Series   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	1812LS-563XJL 1812LS-564XJL 1812LS-564XJLD 1812LS-	Highest inductance values of all our chip inductors, Ferrite construction for high current handling
Chip Inductors  1812LS Series
	Coilcraft lnc.

	0603HP-16NXL 0603HP-R20XGLW 0603HP-R20X-L- 0603HP-	Higher Q and lower DCR than other 0603 inductors, Highest SRF values ?as high as 16 GHz
Chip Inductors - 0603HP Series
	Coilcraft lnc.

	DFE18SANR47ME0 	When rated current is applied to the products, inductance will be within 30% of initial inductance value range
	Murata Manufacturing Co...

	DFE18SANR47MG0-18 	When rated current is applied to the products, inductance will be within 30% of initial inductance value range
	Murata Manufacturing Co...

	PM3308-151M 	Inductor; Series:PM3308; Inductance:150uH; Inductance Tolerance: /- 20 %; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:0.5A; DC Resistance Max:1.2ohm; Leaded Process Compatible:No
	BOURNS INC

	PM105SB-470L-RC 	Power Inductor; Series:PM105SB; Inductance:47uH; Inductance Tolerance: /- 15 %; Self Resonant Frequency:11MHz; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:1A; DC Resistance Max:0.14ohm
	BOURNS INC

	1120-222K-RC 1120-1R2M-RC 1120-680K-RC 1120-681K-R	RF Choke; Series:1120; Inductance:2.2mH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:800mA; DC Resistance Max:1.54ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:11.4A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:68uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:4.8A; DC Resistance Max:0.053ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:680uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.430ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:11.4A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:330uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.305ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:470uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.355ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.5mH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:800mA; DC Resistance Max:1.26ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
Very high current capacity
	BOURNS INC
Bourns Electronic Solut...

	PM3316-150M 	Inductor; Series:PM3316; Inductance:15uH; Inductance Tolerance: /- 20 %; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:3.1A; Leaded Process Compatible:No; Mounting Type:Surface Mount; Packaging:Tape And Reel
	BOURNS INC

	2109-V 2121-V 	1 ELEMENT, 47 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2100; Inductance:560uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:1.5A; DC Resistance Max:0.30ohm; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
	BOURNS INC

	CD4049UBT 5962R9663601TXC 5962R9663601TEC CD4049UB	INDUCTOR, AXIAL, 15UH; Inductor type:High Frequency / RF; Inductance:15uH; Tolerance, inductance: /-10%; Resistance:0.6R; Current, DC max:610mA; Frequency, resonant:20MHz; Case style:Axial; Q factor:60; Material, core:Ferrite; RoHS Compliant: Yes
CMOS Hex Buffer/Converter
	Intersil Corporation



				
	 
	 Related keyword From Full Text Search System
	

					
						1812LS-563XJL toshiba	
						1812LS-563XJL Precision	
						1812LS-563XJL Mode	
						1812LS-563XJL signal	
						1812LS-563XJL Circuit
	
						1812LS-563XJL Bit	
						1812LS-563XJL npn	
						1812LS-563XJL applications	
						1812LS-563XJL 电子元件中文资料网站	
						1812LS-563XJL texas


				
	 



		 


	
		
Price & Availability of 1812LS-563XJL 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.10785698890686















