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			 Related Part Number
	
					PART	Description	Maker
	CS130 CT130 	Contact Form: 1a Load Voltage: 400V Maximum
	Coto Technology

	CT326 	Contact Form: 2a Load Voltage: 40V Maximum
	Coto Technology

	CT131 	Contact Form: 1a Load Voltage: 350V Maximum
	Coto Technology

	CT135 	Contact Form: 1a Load Voltage: 80V Maximum
	Coto Technology

	CS338 	Contact Form: 2a Load Voltage: 600V Maximum
	Coto Technology

	C231S 	Contact Form: C231S: 1a / C331S: 2a Load Voltage: 350V Maximum
	Coto Technology

	AQV202 AQV202A AQV103 AQV103A AQV101 AQV101A AQV20	PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 150 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 400 mA. Tape and reel packing style, picked from the 4/5/6-pin side..
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 500 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 180 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 300 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 600 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 700 mA. Tape and reel packing style. picked from the 1/2/3-pin side.
ER 17C 17#16 PIN RECP
ER 8C 8#16 PIN RECP WALL
ER 17C 17#16 SKT RECP
ER 14C 14#16 SKT RECP WALL
ER 2C 2#8 SKT RECP WALL
HF (High Function) Type [1-Channel (Form A) Type]
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 700 mA. Tape and reel packing style. picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 600 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 180 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 300 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 500 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 400 mA. Tape and reel packing style, picked from the 1/2/3-pin side..
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 200 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 200 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 150 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
	Nais(Matsushita Electri...
ETC[ETC]
NAIS[Nais(Matsushita Electric Works)]
Matsushita Electric Works(Nais)

	AQV217SX AQV217SZ AQV215SX AQV215SZ AQV216SZ AQV21	PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 600 V, load current 40 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 400 V, load current 100 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
GU (General Use) Type SOP Series [1-Channel (Form A) Type]
PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 60V, load current 350 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 350 V, load current 120 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 350 V, load current 120 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, GU (general use) type [1-channel (form A ) type]. Output rating: load voltage 400 V, load current 100 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
	NAIS[Nais(Matsushita Electric Works)]
Matsushita Electric Works(Nais)

	AQW414EH AQW414EHA AQW414EHAX AQW414EHAZ 	PhotoMOS relay, GU (general use)-E type 2-channel (form B) type. AC/DC type. I/O isolation voltage 5,000V. Output rating: load voltage 400 V, load current 100 mA. Through hole terminal.
PhotoMOS relay, GU (general use)-E type 2-channel (form B) type. AC/DC type. I/O isolation voltage 5,000V. Output rating: load voltage 400 V, load current 100 mA. Surface-mount terminal.
PhotoMOS relay, GU (general use)-E type 2-channel (form B) type. AC/DC type. I/O isolation voltage 5,000V. Output rating: load voltage 400 V, load current 100 mA. Surface-mount terminal. Picked from the 1/2/3/4-pin side.
PhotoMOS relay, GU (general use)-E type 2-channel (form B) type. AC/DC type. I/O isolation voltage 5,000V. Output rating: load voltage 400 V, load current 100 mA. Surface-mount terminal. Picked from the 5/6/7/8-pin side.
	Matsushita Electric Works(Nais)

	AQW414AZ AQW414AX 	PhotoMOS relay, GU (general use) type, [2-channel (form B) type]. AC/DC type. Output rating: load voltage 400 V, load current 100 mA. Surface-mount terminal, tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, GU (general use) type, [2-channel (form B) type]. AC/DC type. Output rating: load voltage 400 V, load current 100 mA. Surface-mount terminal, tape and reel packing style, picked from the 1/2/3-pin side.
	Matsushita Electric Works(Nais)

	APE30006 APE10018 APE3014H APE10006 APE10012 APE10	PE-relay. The slim power relay. 1 form C. Coil voltage 48 V DC. Silver alloy with Au-plated. Single contact.
PE-relay. The slim power relay. 1 form C. Coil voltage 18 V DC. Silver alloy with Au-plated. Single contact.
PE-relay. The slim power relay. 1 form C. Coil voltage 6 V DC. Silver alloy with Au-plated. Single contact.
PE-relay. The slim power relay. 1 form C. Coil voltage 48 V DC. Silver alloy without Au-plated. Single contact.
PE-relay. The slim power relay. 1 form C. Coil voltage 18 V DC. Silver alloy without Au-plated. Single contact.
PE-relay. The slim power relay. 1 form C. Coil voltage 6 V DC. Silver alloy without Au-plated. Single contact.
PE-relay. The slim power relay. 1 form A. Coil voltage 24 V DC. Silver alloy without Au-plated. Single contact.
PE-relay. The slim power relay. 1 form A. Coil voltage 6 V DC. Silver alloy with Au-plated. Single contact.
PE-relay. The slim power relay. 1 form A. Coil voltage 48 V DC. Silver alloy with Au-plated. Single contact.
PE-relay. The slim power relay. 1 form A. Coil voltage 18 V DC. Silver alloy with Au-plated. Single contact.
PE-relay. The slim power relay. 1 form A. Coil voltage 12 V DC. Silver alloy with Au-plated. Single contact.
THE SLIM POWER RELAY 小井的功率继电器
PE-relay. The slim power relay. 1 form A. Coil voltage 12 V DC. Silver alloy without Au-plated. Single contact.
PE-relay. The slim power relay. 1 form A. Coil voltage 18 V DC. Silver alloy without Au-plated. Single contact.
PE-relay. The slim power relay. 1 form A. Coil voltage 4.5 V DC. Silver alloy with Au-plated. Single contact.
PE-relay. The slim power relay. 1 form A. Coil voltage 24 V DC. Silver alloy with Au-plated. Single contact.
PE-relay. The slim power relay. 1 form A. Coil voltage 6 V DC. Silver alloy without Au-plated. Single contact.
PE-relay. The slim power relay. 1 form A. Coil voltage 4.5 V DC. Silver alloy without Au-plated. Single contact.
PE-relay. The slim power relay. 1 form A. Coil voltage 48 V DC. Silver alloy without Au-plated. Single contact.
PE-relay. The slim power relay. 1 form C. Coil voltage 12 V DC. Silver alloy without Au-plated. Single contact.
PE-relay. The slim power relay. 1 form C. Coil voltage 24 V DC. Silver alloy without Au-plated. Single contact.
PE-relay. The slim power relay. 1 form C. Coil voltage 4.5 V DC. Silver alloy without Au-plated. Single contact.
PE-relay. The slim power relay. 1 form C. Coil voltage 12 V DC. Silver alloy with Au-plated. Single contact.
PE-relay. The slim power relay. 1 form C. Coil voltage 24 V DC. Silver alloy with Au-plated. Single contact.
	Panasonic, Corp.
NAIS[Nais(Matsushita Electric Works)]
Matsushita Electric Works(Nais)
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