

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						A1B3C1			TA143			SIHF740S			BA25BC0			BAT74235			TM24064			LNA2606L			S1042G			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			ECQU2A125L - In accordance with UL/CSA and European safety regulation class X2 or class Y2/X2 



		
			
					
						
						[image: ECQU2A125L_7560627.PDF Datasheet]



					
				
					 		
	Part No.	ECQU2A125L ECQU2A394L ECQU2A392L ECQU2A103L ECQU2A223L ECQU2A182L ECQU2A562L ECQU2A823L ECQU2A563L ECQU2A122L ECQU2A222L ECQU2A273L ECQU2A393L ECQU2A152L ECQU2A473L ECQU2A124L ECQU2A472L ECQU2A272L ECQU2A333L ECQU2A104L ECQU2A334L ECQU2A683L ECQU2A332L ECQU2A822L ECQU2A224L ECQU2A102L ECQU2A474L ECQU2A154L ECQU2A682L ECQU2A184L ECQU2A153L  

	Description	In accordance with UL/CSA and European safety regulation class X2 or class Y2/X2 
 

	File Size	140.73K  / 
						2 Page	 
	

						Maker	
						[image: ]


						 Panasonic Semiconductor 
  
						










	
						
						




						

	Homepage	
						http://www.panasonic.co.jp/semicon/e-index.html
	Download	[ 
						ECQU2A125L ECQU2A394L ECQU2A392L ECQU2A103L ECQU2A223L ECQU2A182L ECQU2A562L ECQU2A823L ECQU2A563L E Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						ECQU2A125L ECQU2A394L ECQU2A392L ECQU2A103L ECQU2A223L ECQU2A182L ECQU2A562L ECQU2A823L ECQU2A563L E Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[ECQU2A125L ECQU2A394L ECQU2A392L ECQU2A103L ECQU2A223L ECQU2A182L ECQU2A562L ECQU2A823L ECQU2A563L E Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for ECQU2A125L ] 


					[ Price & Availability of ECQU2A125L by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : In accordance with UL/CSA and European safety regulation class X2 or class Y2/X2   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	B65734-B1000-T1 B65733 B65733-A6300-L27 B65733-A63	PM 114/93 In accordance with IEC 61247
	EPCOS[EPCOS]

	SXA-86SMX09 	High temperature solder exemption - In accordance with RoHS 2002/95/EC Annex7
	AEL Crystals Ltd

	0830484 	Labeling service: Phoenix Contact can custom-label all EM ... markers in accordance with your requirements
	PHOENIX CONTACT

	RFFM8250QTR7 RFFM8250QSQ RFFM8250QSB RFFM8250QSR R	WiFi Switch   LNA Module 2.4GHz to 2.5GHz Tested in Accordance with AEC-Q100
	RF Micro Devices

	BT137-500D BT137-600D BT137SERIESD 	Triacs logic level
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Purple; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Transient Voltage Suppressor Diodes
	NXP
Philips Semiconductors

	AD9951YSV-REEL7 AD9951PCB ANALOGDEVICESINC-AD9951Y	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Blue; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061, CSA Type AWM; Conductor Material:Copper RoHS Compliant: Yes
400 MSPS 14-Bit/ 1.8 V CMOS Direct Digital Synthesizer
	Analog Devices, Inc.

	ST72T311J4B6 ST72T311J4T3 ST72T311J4B6S 	   8-BIT MCU WITH 8 TO 16K OTP/EPROM, 384 TO 512 BYTES RAM, ADC, WDG, SCI, SPI AND 2 TIMERS
CAP, FUSE, FLUSH MOUNT; Current, fuse rating:16A; Approval category:UL Recognised; Temp, op. max:70(degree C); Temp, op. min:-25(degree C); Approval Bodies:CSA, SEMKO, VDE; Colour:Black; Current rating:16A; Diameter, body:9.2mm; RoHS Compliant: Yes
FUSE HOLDER, PCB, 20X5MM; Current, fuse rating:6.30A; Approval category:VDE, CSA, UL, SEMKO; Approval Bodies:VDE, CSA, UL, SEMKO; Approvals @ 10A:Semko, VDE; Approvals @ 16A:UL, CSA; Current rating:10A; Diameter, bezel:15mm; Fuse RoHS Compliant: Yes
	STMicroelectronics

	DC11.0001.001 DC11.0001.201 	Switched IEC Power Connector; Mounting Type: Panel; Approval Bodies:UL, CSA; Body Depth:36.35mm; Body Length:44mm; Body Material: Thermoplastic; Body Width:34mm 12/10A, 250VAC, MALE, MAINS POWER CONNECTOR, SOLDER, SOCKET
POWER ENTRY MODULE, 2-POLEPOWER ENTRY MODULE, 2-POLE; Current rating:10A; Approval Bodies:UL 498, CSA C22.2 no. 42; Approval category:10A IEC, 12A UL/CSA; Colour:black; Current, max:12A; Mounting Type:Snap In; Standard:C14 acc.To
	SCHURTER AG
SCHURTER INC

	PT2313L PT2313L-D 	Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
4-Channel Audio Processor IC
	Princeton Technology Corporation

	CRIMPFOX-UD-6-4 	Crimping pliers, square compression, for ferrules 0.25 - 6 mm2 in accordance with DIN 46228-1: 1992-08 and DIN 46228-4: 1990-09
	PHOENIX CONTACT

	M48T201Y-70MH1 M48T201Y-70MH1TR M48TY-85MH1TR M48T	Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
5015 RR 2#12 PIN RECP 3.3 - 5V的计时控制器
3.3V-5V TIMEKEEPER CONTROLLER 3.3 - 5V的计时控制器
	STMICROELECTRONICS[STMicroelectronics]
意法半导
STMicroelectronics N.V.

	DF12D-20DP-0.5V DF12D-20DS-0.5V DF12D-30DP-0.5V DF	   0.5mm Pitch SMT Board to Board Connector
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:26 x 30; Jacket Color:Brown; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:26 x 30; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:26 x 30; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:White; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:26 x 30; Jacket Color:Gray; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:26 x 30; Jacket Color:White; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
0.5mm Pitch SMT Board to Board Connector 0.5mm间距表面贴装板对板连接器
WIRE, 14, GRN/YEL, 1015, 41X30, 600V, 105C, PCV, CU/TN 0.5mm间距表面贴装板对板连接器
RES 19.1 OHM 1/8W 1% 0805 SMD
36 CONTACT(S), FEMALE, STRAIGHT BOARD STACKING CONNECTOR, SURFACE MOUNT, RECEPTACLE
	HIROSE[Hirose Electric]
Hirose Electric USA, INC.
HIROSE ELECTRIC Co., Ltd.
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